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1.  
Introduction 

This report presents the results of a traffic operational analysis of four intersections along Highway 
9 in the City of Santa Cruz. Highway 9 generally travels north-south from Santa Cruz to Saratoga.  
Despite running east-west within the project limits, Highway 1 is designated as north-south running 
from Monterey to San Francisco, and will therefore be referred to as running north-south as well. 
Highway 1 is the gateway to the western portion of the city and the University of California, Santa 
Cruz (UCSC). Highway 9 and River Street provide access to places such as Costco, Harvey West 
Park (the city's baseball stadium and public swimming pool), the Harvey West Business Park, 
Downtown Santa Cruz, and the Gateway Plaza shopping center. The intersection of Highway 
1/Highway 9 is one of the most congested in the county. Vehicle queues on Highway 1 during the 
peak commute hours can back up to the Ocean Street overpass to the east and past the railroad 
tracks to the west. The City of Santa Cruz is planning to make intersection improvements to reduce 
congestion at the Highway 9/Highway 1 and nearby intersections. Figure 1 shows the location of 
the roadways and the study intersections. 

Scope of Study  

The purpose of this traffic analysis was to determine existing and future (2030) traffic conditions at 
the intersection of Highway 1/Highway 9 and three other closely spaced intersections along 
Highway 9. The following intersections were analyzed: 

 Highway 9 and Highway 1 (signalized) 
 Highway 9 and Coral Street (unsignalized) 
 Highway 9 and Fern Street (unsignalized) 
 Highway 9 and Encinal Street (signalized) 

 
For the purpose of this analysis, the following directional orientation was used: 

Highway 9:  northbound (to Saratoga)/southbound (to Santa Cruz) 
River Street:  northbound/southbound 
Highway 1:  northbound (to San Francisco)/southbound (to Monterey) 
Coral Street:  eastbound/westbound 
Fern Street:  eastbound/westbound 
Encinal Street:  eastbound/westbound 
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Figure 1  
Roadways and Study Intersections 
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This report also includes an accident analysis at these four intersections. 

Traffic Operational Analysis 

Traffic conditions at the study intersections were evaluated using level of service (LOS), percent 
traffic served and system wide delays during the peak hours.  Level of Service is a qualitative 
description of operating conditions and vehicle delay.  LOS ranges from A (free-flow) to F 
(congestion).  LOS A, B and C indicate conditions where traffic can move relatively freely.  LOS D 
describes conditions where delay is more noticeable.  LOS E describes conditions where traffic 
volumes are at or close to capacity, resulting in significant delays.  LOS F characterizes conditions 
where traffic demand exceeds available capacity, with very slow speeds (stop-and-go) and 
excessive delays and queuing at signalized intersections. In addition, traffic operations were 
measured using percent traffic served at each intersection and system wide delay during the peak 
hours. Percent traffic served is a measure of the number of vehicles that the transportation system 
can accommodate versus the traffic demand. Percent traffic served was analyzed at each 
intersection, which is the ratio of number of vehicles that entered and exited the intersection over 
the traffic demand at that intersection. System wide delay is the total delay incurred by all vehicles 
in the study corridor. Traffic operations at the intersections were evaluated using SimTraffic version 
7 simulation analysis software. SimTraffic is the simulation component of the Synchro software, 
developed by Trafficware, Inc. 

The delays presented in this report are based on SimTraffic analysis. The delay reported by 
Synchro that uses the HCM methodology does not capture the delay associated with the 
downstream queuing and upstream blockage. SimTraffic however, captures the delays associated 
with queuing patterns resulting from spill backs and blocked turn lanes.  SimTraffic is a very useful 
tool for analyzing complex situations that are not easily modeled macroscopically, like closely 
spaced intersections in congested corridors such as those intersections along Highway 9 that are 
analyzed in this study. The simulation results presented in this report are the average of five 
simulation runs. 

Signalized Intersections 

The delay reported in this report is the "SimTraffic” average peak hour delay at the two signalized 
intersections of Highway 1/Highway 9 and Encinal Street/Highway 9. The correlation between 
average delay and LOS is shown in Table 1. 

Unsignalized Intersections 

At unsignalized intersections, each turning movement that yields to an opposing movement is 
evaluated separately and assigned a LOS.  The LOS is based on the average delays of traffic 
entering the intersection.  The correlation between approach delay and LOS is shown in Table 2. 

Traffic Analysis Assumptions 

The following assumptions were made for the traffic analysis: 

1. Use the 2005 counts and 2030 forecasted traffic volumes to analyze existing and future 
traffic conditions, respectively. 
 

2. Peak hour factors based on field observations as listed below: 
 

• Highway 1/ Highway 9 intersection – 0.90 in the AM and 0.94 in the PM. 
• Coral Street/ Highway 9 intersection – 0.94 in the AM and 0.89 in the PM. 
• Fern Street/ Highway 9 intersection – 0.93 in the AM and 0.90 in the PM. 
• Encinal Street/ Highway 9 intersection – 0.91 in the AM and 0.89 in the PM. 
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Table 1  
Signalized Intersection Level of Service Definitions Based on Control Delay 

Source: Transportation Research Board, 2000 Highway Capacity Manual (Washington, D.C., 2000) p10-16.

This level of delay is considered unacceptable by most drivers. This condition 
often occurs with oversaturation, that is, when arrival flow rates exceed the 
capacity of the intersection. Poor progression and long cycle lengths may also 
be major contributing causes of such delay levels.

greater than 80.0F

The influence of congestion becomes more noticeable. Longer delays may 
result from some combination of unfavorable signal progression, long cycle 
lenghts, or high volume-to-capacity (V/C) ratios. Many vehicles stop and 
individual cycle failures are noticeable.

35.1 to 55.0D

This is considered to be the limit of acceptable delay. These high delay values 
generally indicate poor signal progression, long cycle lengths, and high volume-
to-capacity (V/C) ratios. Individual cycle failures occur frequently.

55.1 to 80.0E

B
Operations characterized by good signal progression and/or short cycle lengths. 
More vehicles stop than with LOS A, causing higher levels of average vehicle 
delay.

10.1 to 20.0

Higher delays may result from fair signal progression and/or longer cycle 
lengths. Individual cycle failures may begin to appear at this level. The number 
of vehicles stopping is significant, though may still pass through the intersection 
without stopping. 

20.1 to 35.0C

Level of 
Service Description

Average Control 
Delay Per Vehicle 

(sec.)

Signal progression is extremely favorable. Most vehicles arrive during the green 
phase and do not stop at all. Short cycle lengths may also contribute to the very 
low vehicle delay.

10.0 or lessA

 

3. Truck percentages for Highway 1 and Highway 9 are based on data from the 2006 Annual 
Average Daily Truck Traffic on California State Highways as follows: 

 
• Along Highway 1 – 7% 
• Along Highway 9 – 6% 
• Along Encinal, Fern and Coral Street – 2% 

 
4. Right turns permitted on red. 

 
5. Saturation flow = 1900 vehicles per lane. 

 
6. Maximum cycle length of the signal <= 150 seconds. 

 
7. Signal timings for future conditions are optimized. 

 
8. Number of pedestrian calls per hour = 5 at signalized intersections. 

 
9. Use of Synchro 7 / SimTraffic software simulation model to analyze and evaluate the 

performance of the alternatives in terms of vehicular delay at intersections, delays 
associated with queuing patterns resulting from spill backs and blocked turn lanes, and the 
number of vehicles that can be “served” in the corridor during the peak-hour based on the 
level of congestion. The results of the simulation are based on an average of five simulation 
runs. 
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Table 2  
Unsignalized Intersection Level of Service Definitions Based on Average Delay 

A Little or no traffic delay 10.0 or less

B Short traffic delays 10.1 to 15.0

C Average traffic delays 15.1 to 25.0

D Long traffic delays 25.1 to 35.0

E Very long traffic delays 35.1 to 50.0

F Extreme traffic delays greater than 50.0

Source: Transportation Research Board, 2000 Highway Capacity Manual (Washington, D.C., 2000) p17-2.

Level of Service Description Average Delay Per Vehicle (Sec.)
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2.  
Existing Conditions  

In order to determine existing traffic conditions at these intersections AM and PM peak hour traffic 
counts were conducted in June 2005. Field observations were conducted to identify existing 
operational deficiencies. The existing AM and PM peak hour turning movements are presented on 
Figure 2. Table 3 shows the corresponding levels of service results. 

Table 3  
Existing Intersection Levels of Service 

Intersection Intersection Count Peak
Number Intersection Control Date Hour Delay 1 LOS

1 Highway 1/ Highway 9 Signalized 6/15/2005 AM 64.0 E
6/15/2005 PM 152.6 F

2 Highway 9/ Coral Street Unsignalized 6/15/2005 AM 2.1 A
6/15/2005 PM 27.2 D

3 Highway 9/ Fern Street Unsignalized 6/15/2005 AM 2.1 A
6/15/2005 PM 77.6 F

4 Highway 9/ Encinal Avenue Signalized 6/15/2005 AM 9.1 A
6/15/2005 PM 19.7 B

Notes:

1 The delay reported at signalized and unsignalized intersections is the average delay for all movements approaching the intersection. 

 

Observed Existing Traffic Conditions 

Traffic conditions in the field were observed on June 14, 2005. The purpose of this effort was (1) to 
identify any existing traffic problems that may or may not be directly related to intersection level of 
service, and (2) to identify any locations where the level of service calculations do not accurately 
reflect traffic conditions in the field. The field observations showed that operational problems occur 
at the following locations during AM and PM peak hours: 

Highway 9 and Highway 1 

This is an all movement signalized intersection that operates at LOS E during the AM peak hour 
and LOS F during the PM peak hour. The existing lane configuration is as follows: 
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Figure 2   
Existing Traffic Volumes  
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Highway 9 Southbound: One right-turn lane, one through lane, and two left-turn lanes [the left-turn 
lanes continue past Coral Street]. 

Highway 1 Northbound: One right-turn lane, three through lanes, and two left-turn lanes. 

River Street Northbound: Two right-turn lanes, one through lane, and one left-turn lane. 

Highway 1 Southbound: One shared through/right-turn lane, two through lanes, and one left-turn 
lane.  

During the AM peak hour, long through vehicle queues were observed on Highway 1 in both 
northbound and southbound directions. These queues repeatedly extended beyond both the left 
and right-turn pockets, blocking access to the turn lanes.  

During the PM peak hour, long through vehicle queues were observed in the northbound and 
southbound directions on Highway 1. These queues repeatedly extended beyond both the left and 
right-turn pockets, blocking access to these turn pockets. The two southbound left-turn queues on 
Highway 9 frequently spill out of the turn pockets and queue back to Fern Street and occasionally 
as far as Encinal Street. The queues in these pockets were able to clear the intersection in a single 
signal cycle, but the remaining queue from outside of the turn pockets were unable to clear the 
intersection. The northbound through movement on River Street occasionally queues past 
Cottonwood Street to the south. 

Highway 9 and Coral Street 

About 300 feet north of the Highway 1, Coral Street intersects with Highway 9. At this T-
intersection, traffic on Coral Street is controlled with a STOP-sign. Northbound left-turns on 
Highway 9 and eastbound left-turns on Coral Street are not allowed. The only conflicting 
movements at this intersection are southbound through traffic (on Highway 9) and the eastbound 
right-turns on Coral Street. There are permanent channelizers between the northbound and 
southbound lanes on Highway 9 at this intersection to prevent northbound and eastbound left-turns.  
This intersection operates at LOS A during the AM peak and LOS D during the PM peak hour. 

The intersection consists of the following approach lanes: 

Southbound on Highway 9: One shared through/right-turn lane and two left turn lanes (the two left 
turn lanes are the southbound left-turn pockets at the Highway 1/Highway 9 intersection that 
continue past Coral Street). 

Northbound on Highway 9: One through lane. 

Eastbound on Coral Street: One right-turn-only lane. 

During the AM peak hour, vehicle queues in the two southbound left-turn pockets at the Highway 
1/Highway 9 intersection occasionally spill back past Coral Street. Overall, this intersection 
functions well during the AM peak hour. During the PM peak hour, eastbound vehicle traffic on 
Coral Street has difficulty accessing southbound Highway 9 due to the long vehicle queues from the 
Highway 9/Highway 1 intersection that continuously block the intersection. Queuing on Coral Street 
occasionally blocks the driveway of the Family Shelter Center.   

Highway 9 and Fern Street 

This is an unsignalized T-intersection that operates at LOS A during the AM peak hour and LOS F 
during the PM peak hour. The level of service pertains to the eastbound approach on Fern Street. 
The intersection consists of the following approach lanes: 

Southbound on Highway 9: One shared through/right-turn and one through lane. 

Northbound on Highway 9: One shared left/through/right turn lane. 

Eastbound on Fern Street: One left-turn lane and one right-turn lane. 
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No problems were observed during the AM peak hour. During the PM peak hour, the southbound 
vehicle queues from the Highway 9/Highway 1 intersection frequently extend through the 
intersection. The intersection is marked with “Keep Clear” to allow northbound left-turn vehicles to 
access Fern Street. It should be noted that many unsafe northbound left-turns were observed, 
some resulting in near accidents. The northbound left-turn pocket frequently spills over blocking the 
northbound through lane.  

Highway 9 and Encinal Street 

This signalized intersection operates at LOS A during the AM peak hour and LOS B during the PM 
peak hour. The intersection has the following approach lanes: 

Southbound on Highway 9: One shared through/right-turn and one shared through/left-turn lane. 
[The southbound shared through/left-turn lane is striped as a through only in the field, however, a 
green left-turn arrow is displayed on the signal, allowing left turns into the Tannery Arts Center.]  

Westbound on Encinal Street: One shared right/through/left turn-lane. 

Northbound on Highway 9: One left-turn lane and one shared left/through/right-turn lane [The 
northbound shared left/through/right-turn lane is striped as a left/through lane in the field. However, 
right turns are allowed into the Tannery Arts Center]. 

Eastbound on Encinal Street: One right-turn lane and one right/through/left-turn lane. 

No major operational problems were observed except that during both peak-hours, northbound left-
turn vehicle queues spill back past Fern Street. However, all the queues are able to clear the 
intersection in one signal cycle.  

Accident History 

This traffic operations analysis also includes an analysis of accident experience at the study 
intersections. The City of Santa Cruz provided summaries of traffic accident data for the period 
between January 2006 and December 2008 for the intersections of Highway 9 and Highway 1, 
Highway 9 and Coral Street, Highway 9 and Fern Street, and Highway 9 and Encinal Street.  The 
accident data for the past 3 years revealed a total of 56 accidents at the Highway 9 and Highway 1 
intersection. This equates to 18.7 accidents per year. There had been 6 accidents at Highway 9 
and Coral Street intersection during the same time period, which averages to 2 accidents per year. 
The intersection of Highway 9 and Fern Street experienced 2 accidents or approximately 0.7 
accidents a year, and a total of 11 accidents, or 3.7 accidents per year occurred at the Highway 9 
and Encinal Street intersection. 

 

Accident Rates 

For informational purposes, the measured accident rates at the study locations were compared to 
statewide accident rates for similar intersections in California. The statewide accident rates were 
obtained from data contained in 2006 Accident Data on California State Highways published by the 
California Department of Transportation. For comparison purposes, the statewide rates are 
considered to be the expected accident rates. It should be noted that the statewide expected rates 
are not a standard to which all facilities in the state should operate. Instead, they provide an 
average accident rate for all roadway facilities in the State for relative comparison. The expected 
accident rates indicate the typical accident occurrence for locations of similar type, which are 
subjected to similar traffic flows. These data are typically used to assist in prioritizing locations in 
need of safety improvement measures. A comparison of the accident rates at the project 
intersections and statewide expected rates is presented in Table 4. 
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Table 4  
Comparison of Local Accident Rates to Statewide Accident Rates 

Intersection At Statewide
Number Intersection Intersection (measured) Expected 2

1 Highway 1/ Highway 9 0.68 0.43

2 Highway 9/ Coral Street 0.30 0.14

3 Highway 9/ Fern Street 0.11 0.14

4 Highway 9/ Encinal Avenue 0.63 0.43

Accident Rates 1

1 Number of accidents per million vehicles entering the intersection. From data provided by 
the City of Santa Cruz for the period from January 2006 to December 2008.
2 Per Caltrans publication "2006 Collision Data on California State Highways".  

In accordance with the Caltrans intersection classifications, the intersection of Highway 9 and 
Highway 1 would be classified as a four-legged intersection with traffic signal control located in an 
urban area. For this class of intersection the expected accident rate is 0.43 accidents per million 
vehicles entering the intersection. The measured accident rate for the Highway 9 and Highway 1 
intersection is 0.68, which falls above the expected accident rate for that type of intersection. The 
intersection of Highway 9 and Coral Street would be classified as a T-intersection with stop control 
(on the minor streets) in an urban area. For this class of intersection the expected accident rate is 
0.14 accidents per million vehicles entering the intersection. The measured accident rate at the 
intersection of Highway 9 and Coral Street is 0.3, which falls above the expected accident rate of 
0.14 accidents per million vehicles entering the intersection. The intersection of Highway 9 and 
Fern Street would be classified as a T-intersection with stop control (on the minor street) in an 
urban area. For this class of intersection the expected accident rate is 0.14 accidents per million 
vehicles entering the intersection. The measured accident rate at the intersection of Highway 9 and 
Coral Street is 0.11, which is below the expected accident rate of 0.14 accidents per million 
vehicles entering the intersection. The intersection of Highway 9 and Encinal Street would be 
classified as a four-legged intersection with traffic signal control located in an urban area. For this 
class of intersection the expected accident rate is 0.43 accidents per million vehicles entering the 
intersection. The measured accident rate at the Highway 9 and Encinal Street is 0.63, which falls 
above the expected accident rate of 0.43 at this intersection. As shown in the table, three of the 
study intersections, Highway 9 and Highway 1, Highway 9 and Coral Street and Highway 9 and 
Encinal Avenue have accident rates that are greater than the statewide expected rates. 

 



Highway 1 and Highway 9 Intersection Modification – Draft Traffic Operations Report  February 08, 2011 

1 2   |   P a g e  
 

3.  
Future Conditions  

This section of the report describes the characteristics of the alternatives considered and analyzed 
for this project as well as the development of the year 2030 intersection turning movements at the 
study intersections. The lane geometries for each of the alternatives, which are described below, 
are graphically displayed on Figure 3. 

Definition of Alternatives  

This traffic report analyzes two alternatives: No-Project and Project 

 No-Project 

The No-Project Alternative assumes no intersection improvements will be made. Lane geometrics 
at all four study intersections are assumed to be identical to existing conditions. 

Project 

The Project would add a second left-turn lane on the south approach of southbound Highway 1 of 
the Highway 9 and Highway 1 intersection. Because the dual southbound Highway 1 to northbound 
Highway 9 left turn lanes require two receiving lanes on Highway 9, the northbound segment of 
Highway 9 between Highway 1 and Fern Street would be widened to two lanes. As a result, the 
northbound approach on Highway 9 has an additional (second) through lane at its intersections with 
Fern Street and Coral Street. The Project would also reconfigure the southbound approach of 
Highway 9 of the Highway 9 and Highway 1 intersection. As part of the project, a shared 
through/left turn lane would be added along southbound Highway 9, between Coral Street and 
Highway 1. This would result in triple southbound Highway 9 to southbound Highway 1 left turn 
lanes.  The project would also restripe the northbound approach of River Street at the Highway 9 
and Highway 1 intersection. Currently, the lane configuration for this approach (River Street) is two 
right-turn lanes, one through lane, and one left-turn lane. Under the project conditions, it would be 
restriped to two right-turn lanes, one through lane, and one shared through/left-turn lane. The 
project would also add an exclusive northbound right turn lane on Highway 9 at its intersection with 
Encinal Street. The project would also restrict eastbound left turns from Fern Street onto Highway 
9. Project improvements at the intersection of Highway 1 and Highway 9 are illustrated on Figure 4. 
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Figure 3  
Existing and Future Lane Configurations 
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Figure 4   
Highway 1 and Highway 9 Intersection Improvements 
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2030 Traffic Volumes 

Future traffic volumes at the Highway 9 and Highway 1 intersection were obtained from AMBAG’s 
travel forecasting model. AM and PM peak-hour turning movements were provided for the years 
2000 and 2030. Design turning movement volumes were developed from the actual traffic counts 
and the increase in traffic over the next 25 years forecasted by the model. The future design 
volumes were calculated by adding 83% (25/30) of the model estimated increase in traffic between 
2000 and 2030 to the 2005 traffic counts. Design turning movements at the three downstream 
intersections were developed from the design volumes at the Highway 9 and Highway 1 
intersection. The turning volumes at these intersections were calculated proportionally to the 
increase in traffic on Highway 9. In addition, AM and PM traffic volumes from the Tannery Arts 
Center project, which is located east of Highway 9 and will have access to Highway 9 via a 
driveway opposite Encinal Street, were included in the 2030 turning movement volumes. These 
traffic volumes were obtained from the Tannery Arts Center Traffic Impact Analysis Final Draft 
Report, by Higgins Associates, December 20, 2004. The future 2030 AM and PM peak hour turning 
movements at each of the four study intersections are presented on Figure 5. 

The model projects significant increases in traffic along Highway 1 in both directions. The combined 
(northbound and southbound) through movements on Highway 1 at the intersection with Highway 9 
are projected to increase by approximately 33% during the AM peak hour and 29% during PM peak 
hour. Traffic volumes on Highway 9, west of Highway 1, are forecasted to increase by about 36% 
during AM peak and about 18% during the PM peak hour. 
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Figure 5   
Future Traffic Volumes 
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2030 Traffic Operations 
Based on the 2030 design volumes, the levels of service at the study intersections were calculated 
for the two future scenarios. The level of service results are shown in Table 5.  

Table 5  
Year 2030 Intersection Levels of Service – No Project and Project Conditions 

Intersection Intersection Peak Change In
Number Intersection Control Hour Delay  1 LOS Delay  1 LOS Delay

1 Highway 1/ Highway 9 Signalized AM 77.3 E 66.6 E -10.7
PM 164.7 F 100.4 F -64.3

2 Highway 9/ Coral Street Unsignalized AM 4.0 A 2.9 A -1.1
PM 30.3 D 78.4 F 48.1

3 Highway 9/ Fern Street Unsignalized AM 3.0 A 2.5 A -0.5
PM 154.3 F 132.7 F -21.6

4 Highway 9/ Encinal Avenue Signalized AM 13.1 B 13.4 B 0.3
PM 43.2 D 48.8 D 5.6

1 The delay reported at signalized and unsignalized intersections is the average delay per vehicle for all movements approaching the intersection. 

2030 No Project

Notes:

2030 Project

 

Traffic operations at study intersections for Year 2030 are discussed below: 

Highway 9 and Highway 1 

No Project Conditions: Under no project conditions, the average delay per vehicle is 77.3 seconds 
in the AM peak hour and 164.7 seconds in the PM peak hour, respectively. The long delays in the 
AM and PM peak hours are due to the high volumes at the intersection of Highway 9/Highway 1 as 
well as the delay caused by spill back of the northbound left-turn vehicles from Highway 9 onto Fern 
Street into the Highway 9/Highway 1 intersection. Under future conditions,  the northbound left-turn 
volume from Highway 9 onto Fern Street and the conflicting southbound through volume on 
Highway 9 are projected to increase significantly so there will be fewer gaps for the left-turn traffic 
from Highway 9 onto Fern Street. With the high left turns (600+ vehicles in the PM peak hour), 
traffic from Highway 9 onto Fern will quickly spill out of the left-turn pocket (100 feet long) into the 
through lane and further into the upstream intersection of Highway 9/Highway 1. Because of this 
spillover, the southbound left-turn traffic and northbound right-turn traffic from Highway 1 onto 
Highway 9 and the northbound through traffic on River Street would incur significant delays.  

Project Conditions: Under project conditions the delay reduces to 66.6 seconds in the AM and 
100.4 seconds during the PM peak hour. The project improvements, which include an additional 
left-turn lane from southbound Highway 1 onto northbound Highway 9 and widening the northbound 
roadway segment of Highway 9  between Highway 1 and Fern Street  to accommodate two lanes, 
contributes to the decrease in average delay at this intersection in the AM and PM peak hour 
periods.  Southbound left-turn traffic from Highway 1 to Highway 9, the northbound right-turn traffic 
from Highway 1 to Highway 9 and the northbound through traffic on River Street that are heading 
towards Encinal Street would be able to take advantage of the additional northbound through lane. 
Although the delays in the AM and PM peak hour are reduced, the problem of spill over of left-turn 
traffic from Highway 9 onto Fern Street and spillback of this traffic into the Highway 9/Highway 1 
intersection would continue to exist.  

Highway 9 and Coral Street 

No Project conditions: Under No Project conditions this intersection is expected to operate at LOS 
A during the AM peak hour with 4.0 seconds of delay and LOS D during the PM peak hour with 
30.3 seconds under No Project conditions. Excessive delay is experienced by right turning vehicles 
on Coral Street that eventually turn left at the downstream intersection of Highway 1/ Highway 9 
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intersection. These vehicles would need to find gaps in the southbound traffic on Highway 9 to 
merge into the innermost lane, adjacent to the northbound lanes in order to be able to make a left 
turn at the downstream intersection of Highway 1/ Highway 9.  

Project conditions: With the project improvements in place, the LOS in the AM peak hour is 
expected to remain at LOS A. In the PM peak hour this intersection is projected to operate at LOS F 
with 78.4 seconds of delay with the construction of the project. Under No-Project conditions, the 
southbound right-turn lane on Highway 9 at the Highway 1/Highway 9 intersection extends all the 
way back to Coral Street. This alignment is favorable to traffic from Coral Street that turn right at the 
Highway 1/Highway 9 intersection. Under Project conditions, the existing southbound right-turn lane 
on Highway 9 at the Highway 1/Highway 9 intersection would be converted to a through lane and a 
separate right-turn pocket of approximately 125 feet would be provided. This alignment makes it 
more difficult for right-turning traffic from Coral Street onto Highway 9, as the eastbound right 
turning vehicles from Coral Street would have to find gaps in the southbound traffic on Highway 9 to 
turn into the southbound through lane resulting in higher delay for this movement.  In addition, the 
queue from southbound through traffic on Highway 9 at its intersection with Highway 1 sometimes 
extends beyond Coral Street so there are no gaps for traffic from Coral Street to turn onto Highway 
9. The delay for traffic from Coral street would increase; however, delay for traffic on Highway 9 
would decrease. In addition, the through put (number of vehicles being served) at this intersection 
increases under project conditions – see discussion under Traffic Demand and Traffic Served. 

Highway 9 and Fern Street 

No Project Conditions: This intersection is projected to operate at LOS A during the AM peak hour 
with 3.0 seconds of delay and LOS F during the PM peak hour with 154.3 seconds of delay under 
No Project conditions. Excessive delay is experienced by right turning vehicles on Fern Street that 
eventually turn left at the downstream intersection of Highway 1/ Highway 9 intersection. These 
vehicles would need to find gaps in the southbound traffic to merge into the innermost lane, 
adjacent to the northbound lanes in order to be able to make a left turn at the downstream 
intersection of Highway 1/ Highway 9.  

Project Conditions: With the project improvements in place, the LOS in the AM peak hour is 
expected to remain at A. In the PM peak hour this intersection is projected to operate at LOS F with 
132.7 seconds. The right turning vehicles on Fern Street are benefiting from the project as both the 
receiving lanes on the south leg (southbound approach) on Highway 9 provide access to left turns 
at the Highway 1/ Highway 9 intersection. Under the No Project conditions, only the inner most 
through lane on southbound Highway 9 is aligned to accommodate the left turning volume at the 
downstream intersection of Highway 1/Highway 9. Because of this alignment, a vehicle turning right 
from Fern Street that ultimately wants to turn left at the downstream intersection of Highway 1/ 
Highway 9 would have to wait for gaps to merge into the innermost through lane on the southbound 
approach on Highway 9. With both the receiving lanes on Highway 9 providing access to the left 
turn movement at the downstream intersection, a right-turning vehicle on Fern Street that wants to 
turn left at the downstream intersection of Highway 1/ Highway 9 can enter any of the two 
southbound lanes. 

Highway 9 and Encinal Street 

No Project Conditions: This intersection is expected to operate at LOS B with 13.1 seconds of delay 
during the AM peak hour period and LOS D with 43.2 seconds of delay during the PM peak hour 
period under No Project conditions.  

Project Conditions: With the construction of the project, the LOS in the AM peak hour is expected to 
remain at LOS B with 13.4 seconds of delay and the LOS in the PM peak hour is expected to 
remain at D with 48.8 seconds of delay. The increase in delay is related to the increase in the 
number of vehicles being served at this intersection. The throughput at this intersection is expected 
to increase by 10% in the PM peak hour with project improvements. The increase in the number of 
vehicles being served is because more cars can arrive at this intersection due to the upstream 
widening on Highway 9 from one lane to two lanes. 
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Demand versus Volume Served 

In addition to the average delay, queuing and blocking at each intersection was analyzed in detail. 
However, due to the limited capacity and the traffic demand at the intersections, infinitely long 
queues and high percentage of upstream blockage and storage blockage would occur at the 
Highway 1/Highway 9 intersection. Although the queuing and blockage analysis provides a good 
understanding of the operational deficiencies of the alternatives, these parameters (queuing and 
blockage) were not found to be quantifiable to compare the operational differences between the No 
Project and Project alternatives.  

Since the projected traffic demand in 2030 exceeds the capacity of both the No-Project and Project 
transportation networks, “intersection level of service” does not accurately reflect the benefits of the 
project. A more relevant measure of effectiveness of this congested system is to evaluate the 
average delay for all intersections combined and the number of vehicles that the transportation 
networks can accommodate; i.e., the number of vehicles that actually entered and exited (volume 
served) the system during the peak hour. Therefore in addition to the average delay at the 
intersections, the number of vehicles that actually entered and exited was compared to the actual 
demand at the intersections to determine the benefits of the project (Note: Traffic served is based 
on the number of vehicles that exited the intersection, which is shown in the SimTraffic output 
included in Appendix A). 

Table 6 shows the throughput (volume that is actually being served) at the four study intersections 
compared to the actual demand at the intersections for Existing, No Project and Project conditions. 
The greater the volume served, the higher the through put will be at the intersection. 

Table 6  
Demand versus Volume Served – Comparison between Existing and Future Scenarios 

Intersection Intersection Peak

Number Intersection Control Hour
Abs.
Vol %

Abs.
Vol %

Abs.
Vol %

Abs.
Vol %

1 Highway 1/ Highway 9 Signalized AM 4,607 95% 4,697 71% 5,044 77% 347 5%
PM 4,638 73% 4,806 63% 5,448 71% 642 8%

2 Highway 9/ Coral Street Unsignalized AM 1,588 97% 1,810 81% 1,934 87% 124 6%
PM 1,939 78% 1,996 68% 2,221 75% 225 8%

3 Highway 9/ Fern Street Unsignalized AM 1,491 99% 1,679 81% 1,793 86% 114 6%
PM 1,675 74% 1,754 65% 2,022 75% 268 10%

4 Highway 9/ Encinal Avenue Signalized AM 1,160 96% 1,384 85% 1,449 89% 65 4%
PM 1,411 86% 1,462 75% 1,659 86% 197 10%

Traffic Served

2030 
No Project

2030 
Project

Traffic Served

Project - No. Project
Project

Traffic Served
Existing

Traffic Served

 

As shown in Table 6, under existing conditions the Highway 1/Highway 9 intersection can 
accommodate 95% of the AM peak hour traffic demand and 73% of the PM peak hour traffic 
demand. Under future conditions with traffic volumes increasing by approximately 30%, the 
intersection of Highway 1/Highway 9 is projected to serve only 71% of the AM peak hour traffic 
demand and 63% of the PM peak hour traffic demand. With the project improvements in place at 
the intersection of Highway 1/Highway 9, the traffic volume served is projected to increase to 77% 
of the AM peak hour traffic demand and 71% of the PM peak hour traffic demand. Traffic served at 
the other three study intersections is also projected to increase with the project improvements in 
place. In general, during the AM peak-hour, 4 to 6 percent more traffic can get through the study 
intersections. The benefits of the project are much greater during the PM peak-hour. The project’s 
network has 8 to 10 percent more serving capacity than the No-Project in the PM peak hour. In 
reality, this means that, although congestion would continue to occur in the future, the duration of 
the congestion would be shorter with the project improvements. 
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Total Network Performance and System Delay 

In addition to the LOS and the Demand versus Volume Served evaluation measures, the system 
wide average delay and the total number of vehicles served through the system were used to 
evaluate the benefits of the project. System wide delay is the delay associated with all the vehicles 
entering and exiting the network and the total vehicles served is the total number of vehicles that 
were able to get through the study corridor during the peak hour.  As shown in Table 7, the total 
delay under project conditions would decrease by 156 hours in the AM and by 260 hours in the PM 
peak-hour. With the project improvements, the network would be able to accommodate 331 more 
vehicles in the AM and 620 more vehicles in the PM peak hour.    

Table 7  
Total Network Performance and System Delay 

Peak Existing

2030 
No 

Project
2030 

Project

Project - 
No. 

Project
Hour

AM 231 1034 878 -156
PM 612 1526 1266 -260
AM 4688 4853 5184 331
PM 4869 5049 5669 620

Total Delay (Veh-hr)

Vehicles Served

Measure of Effectiveness

 
 

Based on the analysis presented in this report, the implementation of project improvements would 
result in significant improvements in terms of improving the average delay at the intersections and 
also the amount of traffic that can be accommodated within the corridor. 
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Appendix A 
SimTraffic Model Output 



Hwy 1/Hwy 9
Existing (2005) 2/2/2011

AM Peak Hour SimTraffic Report
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Summary of All Intervals

Run Number 1 2 3 4 5 Avg
Start Time 7:57 7:57 7:57 7:57 7:57 7:57
End Time 9:00 9:00 9:00 9:00 9:00 9:00
Total Time (min) 63 63 63 63 63 63
Time Recorded (min) 60 60 60 60 60 60
# of Intervals 5 5 5 5 5 5
# of Recorded Intvls 4 4 4 4 4 4
Vehs Entered 4977 4923 4902 4867 4986 4932
Vehs Exited 4715 4633 4617 4750 4715 4688
Starting Vehs 200 186 202 215 196 199
Ending Vehs 462 476 487 332 467 442
Denied Entry Before 2 0 6 3 1 2
Denied Entry After 77 53 162 3 30 65
Travel Distance (mi) 4091 4042 4016 4147 4164 4092
Travel Time (hr) 415.9 409.6 412.3 306.7 355.0 379.9
Total Delay (hr) 267.0 262.6 266.6 156.1 203.7 231.2
Total Stops 13409 14371 13788 9720 11801 12618
Fuel Used (gal) 193.9 190.6 190.4 168.7 180.5 184.8

Interval #0 Information  Seeding
Start Time 7:57
End Time 8:00
Total Time (min) 3
Volumes adjusted by Growth Factors, Anti PHF.
No data recorded this interval.

Interval #1 Information  Recording
Start Time 8:00
End Time 8:15
Total Time (min) 15
Volumes adjusted by Growth Factors, Anti PHF.

Run Number 1 2 3 4 5 Avg
Vehs Entered 1234 1264 1209 1225 1175 1221
Vehs Exited 1151 1172 1132 1197 1116 1155
Starting Vehs 200 186 202 215 196 199
Ending Vehs 283 278 279 243 255 268
Denied Entry Before 2 0 6 3 1 2
Denied Entry After 1 0 3 1 0 1
Travel Distance (mi) 1022 1037 1018 1067 1004 1029
Travel Time (hr) 62.6 64.1 66.7 59.5 55.1 61.6
Total Delay (hr) 25.5 26.4 29.9 20.7 18.8 24.2
Total Stops 1722 1784 1994 1609 1514 1723
Fuel Used (gal) 38.6 39.0 39.2 38.8 36.1 38.3
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Interval #2 Information  Recording
Start Time 8:15
End Time 8:30
Total Time (min) 15
Volumes adjusted by PHF, Growth Factors.

Run Number 1 2 3 4 5 Avg
Vehs Entered 1413 1366 1332 1346 1388 1368
Vehs Exited 1276 1180 1224 1180 1231 1218
Starting Vehs 283 278 279 243 255 268
Ending Vehs 420 464 387 409 412 415
Denied Entry Before 1 0 3 1 0 1
Denied Entry After 3 3 18 0 19 9
Travel Distance (mi) 1106 1024 1072 1056 1093 1070
Travel Time (hr) 84.8 97.6 85.0 79.2 87.2 86.8
Total Delay (hr) 44.5 60.4 46.0 40.8 47.6 47.9
Total Stops 2664 3419 2803 2500 2792 2833
Fuel Used (gal) 45.5 46.5 44.9 43.2 46.1 45.2

Interval #3 Information  Recording
Start Time 8:30
End Time 8:45
Total Time (min) 15
Volumes adjusted by Growth Factors, Anti PHF.

Run Number 1 2 3 4 5 Avg
Vehs Entered 1190 1123 1199 1071 1214 1161
Vehs Exited 1132 1122 1144 1159 1186 1148
Starting Vehs 420 464 387 409 412 415
Ending Vehs 478 465 442 321 440 429
Denied Entry Before 3 3 18 0 19 9
Denied Entry After 75 7 74 3 13 34
Travel Distance (mi) 975 986 964 978 1042 989
Travel Time (hr) 126.8 121.0 114.3 84.6 99.3 109.2
Total Delay (hr) 91.3 85.1 79.3 49.1 61.4 73.2
Total Stops 4476 5007 4268 2857 3437 4010
Fuel Used (gal) 52.9 52.0 49.1 42.7 47.8 48.9
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Interval #4 Information  Recording
Start Time 8:45
End Time 9:00
Total Time (min) 15
Volumes adjusted by Growth Factors, Anti PHF.

Run Number 1 2 3 4 5 Avg
Vehs Entered 1140 1170 1162 1225 1209 1181
Vehs Exited 1156 1159 1117 1214 1182 1164
Starting Vehs 478 465 442 321 440 429
Ending Vehs 462 476 487 332 467 442
Denied Entry Before 75 7 74 3 13 34
Denied Entry After 77 53 162 3 30 65
Travel Distance (mi) 988 995 962 1047 1025 1003
Travel Time (hr) 141.7 127.0 146.3 83.4 113.3 122.3
Total Delay (hr) 105.8 90.8 111.4 45.5 76.0 85.9
Total Stops 4547 4161 4723 2754 4058 4050
Fuel Used (gal) 57.0 53.1 57.2 43.9 50.5 52.3
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1: Highway 9 & Highway 1 Performance by movement Interval #1 8:00

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 1.3 0.5 0.1 0.1 0.7 0.2 1.2 6.7 0.3 1.8 2.6 0.4
Delay / Veh (s) 50.1 46.3 11.3 61.7 59.8 19.3 127.6 67.3 67.3 89.3 32.8 9.9
Total Stops 82 30 21 9 43 25 56 423 19 89 205 52
Travel Dist (mi) 5.1 2.0 1.4 1.3 6.6 4.5 3.3 31.0 1.4 5.9 23.5 12.0
Travel Time (hr) 1.5 0.6 0.2 0.2 1.0 0.4 1.4 7.8 0.4 2.0 3.4 0.9
Avg Speed (mph) 3 4 9 7 7 13 2 4 4 3 7 13
Fuel Used (gal) 0.4 0.2 0.1 0.1 0.4 0.2 0.4 2.5 0.1 0.6 1.3 0.3
HC Emissions (g) 6 2 2 1 8 4 4 42 0 3 23 6
CO Emissions (g) 105 38 35 25 158 74 91 729 11 91 454 109
NOx Emissions (g) 11 4 4 3 19 9 8 90 1 8 57 13
Vehicles Entered 92 37 27 9 45 30 38 367 16 74 288 161
Vehicles Exited 90 37 26 8 45 30 33 346 16 70 284 161
Hourly Exit Rate 360 148 104 32 180 120 132 1384 64 280 1136 644
Input Volume 350 150 105 29 177 120 174 1483 76 319 1099 600
% of Volume 103 99 99 110 102 100 76 93 84 88 103 107
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Interval #1 8:00

Movement All
Total Delay (hr) 15.9
Delay / Veh (s) 49.1
Total Stops 1054
Travel Dist (mi) 98.0
Travel Time (hr) 19.6
Avg Speed (mph) 5
Fuel Used (gal) 6.4
HC Emissions (g) 100
CO Emissions (g) 1920
NOx Emissions (g) 228
Vehicles Entered 1184
Vehicles Exited 1146
Hourly Exit Rate 4584
Input Volume 4682
% of Volume 98
Denied Entry Before 0
Denied Entry After 0
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1: Highway 9 & Highway 1 Performance by movement Interval #2 8:15

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 1.4 0.5 0.1 0.1 0.9 0.2 2.2 8.5 0.4 4.3 3.1 0.5
Delay / Veh (s) 52.6 48.2 12.1 51.7 56.6 17.0 216.9 90.6 95.7 187.4 37.8 11.8
Total Stops 85 33 27 8 49 28 76 421 22 156 212 62
Travel Dist (mi) 5.1 2.2 1.7 1.3 8.1 5.7 3.2 29.0 1.4 6.7 23.9 12.2
Travel Time (hr) 1.6 0.6 0.2 0.2 1.2 0.4 2.3 9.5 0.5 4.5 3.9 1.0
Avg Speed (mph) 3 3 8 8 7 14 1 3 3 1 6 12
Fuel Used (gal) 0.5 0.2 0.1 0.1 0.5 0.2 0.6 2.9 0.1 1.2 1.5 0.4
HC Emissions (g) 4 3 2 0 5 4 5 41 1 13 21 8
CO Emissions (g) 81 68 39 17 122 88 110 737 17 246 469 149
NOx Emissions (g) 8 8 5 2 14 11 10 89 2 22 57 19
Vehicles Entered 97 42 34 9 55 38 37 338 17 86 293 163
Vehicles Exited 98 41 34 9 55 38 36 333 16 77 289 163
Hourly Exit Rate 392 164 136 36 220 152 144 1332 64 308 1156 652
Input Volume 403 173 121 33 204 139 201 1711 88 368 1268 692
% of Volume 97 95 112 109 108 109 72 78 73 84 91 94
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Interval #2 8:15

Movement All
Total Delay (hr) 22.2
Delay / Veh (s) 66.7
Total Stops 1179
Travel Dist (mi) 100.5
Travel Time (hr) 26.0
Avg Speed (mph) 4
Fuel Used (gal) 8.2
HC Emissions (g) 107
CO Emissions (g) 2142
NOx Emissions (g) 244
Vehicles Entered 1209
Vehicles Exited 1189
Hourly Exit Rate 4756
Input Volume 5401
% of Volume 88
Denied Entry Before 0
Denied Entry After 0
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1: Highway 9 & Highway 1 Performance by movement Interval #3 8:30

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 1.1 0.5 0.1 0.1 0.7 0.2 2.9 7.2 0.4 6.5 2.2 0.3
Delay / Veh (s) 45.5 40.8 10.4 55.6 51.6 19.0 273.8 73.9 79.3 283.7 30.6 8.0
Total Stops 74 32 22 9 41 24 90 404 20 202 162 34
Travel Dist (mi) 4.6 2.2 1.5 1.2 6.6 4.4 3.4 30.3 1.4 6.7 21.0 10.4
Travel Time (hr) 1.3 0.6 0.2 0.2 0.9 0.3 3.0 8.3 0.4 6.8 2.9 0.7
Avg Speed (mph) 4 4 9 7 7 13 1 4 3 1 7 14
Fuel Used (gal) 0.4 0.2 0.1 0.1 0.4 0.2 0.8 2.6 0.1 1.7 1.2 0.3
HC Emissions (g) 3 3 1 0 5 3 3 39 3 17 27 7
CO Emissions (g) 69 60 32 14 109 58 88 705 53 308 560 137
NOx Emissions (g) 7 7 4 1 13 7 6 87 6 27 70 18
Vehicles Entered 83 41 28 8 45 29 41 352 17 86 256 140
Vehicles Exited 86 42 28 9 47 30 36 348 17 80 258 139
Hourly Exit Rate 344 168 112 36 188 120 144 1392 68 320 1032 556
Input Volume 350 150 105 29 177 120 174 1483 76 319 1099 600
% of Volume 98 112 107 124 106 100 83 94 89 100 94 93
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Interval #3 8:30

Movement All
Total Delay (hr) 22.1
Delay / Veh (s) 70.6
Total Stops 1114
Travel Dist (mi) 93.8
Travel Time (hr) 25.6
Avg Speed (mph) 4
Fuel Used (gal) 8.0
HC Emissions (g) 111
CO Emissions (g) 2193
NOx Emissions (g) 253
Vehicles Entered 1126
Vehicles Exited 1120
Hourly Exit Rate 4480
Input Volume 4682
% of Volume 96
Denied Entry Before 0
Denied Entry After 0
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1: Highway 9 & Highway 1 Performance by movement Interval #4 8:45

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 1.3 0.5 0.1 0.1 0.6 0.2 3.4 6.8 0.3 6.3 2.4 0.3
Delay / Veh (s) 50.5 47.1 10.2 55.2 51.2 20.8 307.9 70.4 61.6 278.5 30.3 7.6
Total Stops 84 35 20 7 36 27 95 396 22 208 176 32
Travel Dist (mi) 5.3 2.1 1.3 1.0 5.9 4.6 3.6 30.2 1.6 6.7 22.9 10.7
Travel Time (hr) 1.5 0.6 0.1 0.1 0.8 0.4 3.6 7.9 0.4 6.5 3.2 0.7
Avg Speed (mph) 3 4 9 7 8 12 1 4 4 1 7 15
Fuel Used (gal) 0.4 0.2 0.1 0.1 0.3 0.2 0.9 2.6 0.1 1.7 1.4 0.3
HC Emissions (g) 5 3 2 1 7 4 6 35 2 16 26 8
CO Emissions (g) 92 66 46 19 128 83 124 665 34 289 577 163
NOx Emissions (g) 10 8 6 2 16 10 10 84 4 24 71 22
Vehicles Entered 97 40 25 7 40 30 41 343 19 81 278 145
Vehicles Exited 91 38 25 7 40 31 39 357 19 81 282 142
Hourly Exit Rate 364 152 100 28 160 124 156 1428 76 324 1128 568
Input Volume 350 150 105 29 177 120 174 1483 76 319 1099 600
% of Volume 104 101 95 97 90 103 90 96 100 102 103 95
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Interval #4 8:45

Movement All
Total Delay (hr) 22.3
Delay / Veh (s) 69.8
Total Stops 1138
Travel Dist (mi) 95.8
Travel Time (hr) 25.9
Avg Speed (mph) 4
Fuel Used (gal) 8.2
HC Emissions (g) 114
CO Emissions (g) 2286
NOx Emissions (g) 266
Vehicles Entered 1146
Vehicles Exited 1152
Hourly Exit Rate 4608
Input Volume 4682
% of Volume 98
Denied Entry Before 0
Denied Entry After 0
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1: Highway 9 & Highway 1 Performance by movement Entire Run

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 5.1 2.0 0.3 0.5 2.8 0.7 9.7 29.1 1.4 18.9 10.2 1.6
Delay / Veh (s) 49.7 45.8 11.0 54.3 55.0 18.9 233.3 75.4 75.4 214.2 33.0 9.4
Total Stops 325 129 90 33 169 104 317 1645 83 656 754 179
Travel Dist (mi) 20.0 8.5 6.0 4.8 27.2 19.1 13.4 120.5 5.8 26.0 91.4 45.3
Travel Time (hr) 5.9 2.4 0.7 0.7 3.8 1.5 10.3 33.4 1.7 19.9 13.4 3.4
Avg Speed (mph) 3 4 9 7 7 13 1 4 3 1 7 13
Fuel Used (gal) 1.7 0.8 0.3 0.3 1.5 0.7 2.7 10.6 0.5 5.1 5.4 1.4
HC Emissions (g) 18 12 7 3 24 15 18 157 6 49 96 28
CO Emissions (g) 346 232 152 75 516 302 412 2836 116 934 2060 558
NOx Emissions (g) 35 26 18 8 62 37 34 349 13 83 254 71
Vehicles Entered 370 159 114 33 185 127 157 1400 68 327 1115 608
Vehicles Exited 366 158 114 33 186 128 144 1384 68 308 1113 605
Hourly Exit Rate 366 158 114 33 186 128 144 1384 68 308 1113 605
Input Volume 363 156 109 30 184 125 181 1540 79 331 1141 623
% of Volume 101 101 105 110 101 103 80 90 86 93 98 97
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Entire Run

Movement All
Total Delay (hr) 82.4
Delay / Veh (s) 64.0
Total Stops 4484
Travel Dist (mi) 388.0
Travel Time (hr) 97.0
Avg Speed (mph) 4
Fuel Used (gal) 30.9
HC Emissions (g) 433
CO Emissions (g) 8541
NOx Emissions (g) 991
Vehicles Entered 4663
Vehicles Exited 4607
Hourly Exit Rate 4607
Input Volume 4862
% of Volume 95
Denied Entry Before 0
Denied Entry After 0
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2: Highway 9 & Coral Street Performance by movement Interval #1 8:00

Movement EBT EBR WBT NBR All
Total Delay (hr) 0.0 0.0 0.4 0.0 0.4
Delay / Veh (s) 0.6 0.4 5.6 3.6 3.8
Total Stops 1 0 17 19 37
Travel Dist (mi) 7.0 0.1 14.3 1.6 23.0
Travel Time (hr) 0.3 0.0 1.1 0.1 1.5
Avg Speed (mph) 25 19 13 18 16
Fuel Used (gal) 0.3 0.0 1.0 0.0 1.3
HC Emissions (g) 9 0 20 1 30
CO Emissions (g) 209 1 514 16 740
NOx Emissions (g) 25 0 68 2 95
Vehicles Entered 135 1 246 19 401
Vehicles Exited 136 1 246 19 402
Hourly Exit Rate 544 4 984 76 1608
Input Volume 515 6 973 85 1579
% of Volume 106 67 101 89 102
Denied Entry Before 0 0 0 0 0
Denied Entry After 0 0 0 0 0

2: Highway 9 & Coral Street Performance by movement Interval #2 8:15

Movement EBT EBR WBT NBR All
Total Delay (hr) 0.0 0.0 0.4 0.0 0.4
Delay / Veh (s) 0.6 0.5 5.7 3.8 3.9
Total Stops 0 0 18 29 47
Travel Dist (mi) 6.9 0.1 14.9 2.4 24.3
Travel Time (hr) 0.3 0.0 1.1 0.1 1.5
Avg Speed (mph) 25 20 13 17 16
Fuel Used (gal) 0.3 0.0 1.0 0.1 1.4
HC Emissions (g) 6 0 24 1 31
CO Emissions (g) 166 1 580 26 773
NOx Emissions (g) 19 0 77 3 99
Vehicles Entered 132 1 254 30 417
Vehicles Exited 133 1 252 29 415
Hourly Exit Rate 532 4 1008 116 1660
Input Volume 563 6 1097 93 1759
% of Volume 94 67 92 125 94
Denied Entry Before 0 0 0 0 0
Denied Entry After 0 0 0 0 0
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2: Highway 9 & Coral Street Performance by movement Interval #3 8:30

Movement EBT EBR WBT NBR All
Total Delay (hr) 0.0 0.0 0.3 0.0 0.4
Delay / Veh (s) 0.6 0.2 5.2 4.7 3.6
Total Stops 0 0 18 21 39
Travel Dist (mi) 6.7 0.1 13.4 1.7 22.0
Travel Time (hr) 0.3 0.0 1.0 0.1 1.4
Avg Speed (mph) 25 19 14 16 16
Fuel Used (gal) 0.3 0.0 0.9 0.0 1.2
HC Emissions (g) 7 0 20 1 27
CO Emissions (g) 172 1 498 16 687
NOx Emissions (g) 20 0 65 2 87
Vehicles Entered 130 3 228 21 382
Vehicles Exited 130 3 227 21 381
Hourly Exit Rate 520 12 908 84 1524
Input Volume 515 6 973 85 1579
% of Volume 101 200 93 99 97
Denied Entry Before 0 0 0 0 0
Denied Entry After 0 0 0 0 0

2: Highway 9 & Coral Street Performance by movement Interval #4 8:45

Movement EBT EBR WBT NBR All
Total Delay (hr) 0.0 0.0 0.3 0.0 0.4
Delay / Veh (s) 0.5 0.7 5.2 3.4 3.4
Total Stops 0 0 18 20 38
Travel Dist (mi) 7.3 0.1 13.4 1.6 22.4
Travel Time (hr) 0.3 0.0 1.0 0.1 1.4
Avg Speed (mph) 25 20 14 18 16
Fuel Used (gal) 0.3 0.0 0.9 0.0 1.3
HC Emissions (g) 7 0 24 1 32
CO Emissions (g) 171 0 562 19 753
NOx Emissions (g) 20 0 76 2 98
Vehicles Entered 142 1 227 20 390
Vehicles Exited 140 1 229 20 390
Hourly Exit Rate 560 4 916 80 1560
Input Volume 515 6 973 85 1579
% of Volume 109 67 94 94 99
Denied Entry Before 0 0 0 0 0
Denied Entry After 0 0 0 0 0
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2: Highway 9 & Coral Street Performance by movement Entire Run

Movement EBT EBR WBT NBR All
Total Delay (hr) 0.1 0.0 1.4 0.1 1.6
Delay / Veh (s) 0.6 0.3 5.4 3.9 3.7
Total Stops 1 0 72 89 162
Travel Dist (mi) 27.9 0.4 56.0 7.4 91.7
Travel Time (hr) 1.1 0.0 4.2 0.4 5.8
Avg Speed (mph) 25 19 14 17 16
Fuel Used (gal) 1.1 0.0 3.9 0.2 5.2
HC Emissions (g) 29 0 87 3 120
CO Emissions (g) 718 3 2154 78 2952
NOx Emissions (g) 84 0 285 9 378
Vehicles Entered 539 7 954 90 1590
Vehicles Exited 539 7 953 89 1588
Hourly Exit Rate 539 7 953 89 1588
Input Volume 527 6 1004 87 1624
% of Volume 102 117 95 102 98
Denied Entry Before 0 0 0 0 0
Denied Entry After 0 0 0 0 0

3: Highway 9 & Fern Street Performance by movement Interval #1 8:00

Movement EBT WBL WBT NBL NBR All
Total Delay (hr) 0.0 0.1 0.0 0.0 0.0 0.2
Delay / Veh (s) 1.3 5.1 0.9 37.0 4.2 2.1
Total Stops 0 36 1 1 16 54
Travel Dist (mi) 5.6 3.9 8.5 0.1 1.5 19.6
Travel Time (hr) 0.3 0.3 0.3 0.0 0.1 1.0
Avg Speed (mph) 20 14 25 5 18 20
Fuel Used (gal) 0.4 0.1 0.3 0.0 0.0 0.9
HC Emissions (g) 9 1 7 0 3 20
CO Emissions (g) 265 18 170 1 45 500
NOx Emissions (g) 31 3 22 0 6 61
Vehicles Entered 120 76 169 1 16 382
Vehicles Exited 119 77 170 1 16 383
Hourly Exit Rate 476 308 680 4 64 1532
Input Volume 450 291 682 5 65 1494
% of Volume 106 106 100 80 98 103
Denied Entry Before 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0
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3: Highway 9 & Fern Street Performance by movement Interval #2 8:15

Movement EBT EBR WBL WBT NBL NBR All
Total Delay (hr) 0.0 0.0 0.1 0.0 0.0 0.0 0.2
Delay / Veh (s) 1.3 5.5 0.9 43.8 5.5 2.3
Total Stops 0 0 36 3 1 16 56
Travel Dist (mi) 5.7 0.0 3.7 8.5 0.1 1.5 19.5
Travel Time (hr) 0.3 0.0 0.3 0.3 0.0 0.1 1.0
Avg Speed (mph) 19 17 14 25 8 17 19
Fuel Used (gal) 0.4 0.0 0.1 0.3 0.0 0.0 0.8
HC Emissions (g) 10 0 1 8 0 0 19
CO Emissions (g) 286 0 21 174 1 8 492
NOx Emissions (g) 33 0 3 22 0 1 60
Vehicles Entered 120 0 73 170 1 16 380
Vehicles Exited 120 0 73 169 1 16 379
Hourly Exit Rate 480 0 292 676 4 64 1516
Input Volume 506 1 320 737 5 72 1641
% of Volume 95 0 91 92 80 89 92
Denied Entry Before 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0

3: Highway 9 & Fern Street Performance by movement Interval #3 8:30

Movement EBT EBR WBL WBT NBL NBR All
Total Delay (hr) 0.0 0.0 0.1 0.0 0.0 0.0 0.2
Delay / Veh (s) 1.3 0.6 4.6 0.9 34.4 4.4 2.0
Total Stops 0 0 29 2 1 17 49
Travel Dist (mi) 5.4 0.0 3.4 7.8 0.1 1.6 18.4
Travel Time (hr) 0.3 0.0 0.2 0.3 0.0 0.1 0.9
Avg Speed (mph) 20 16 15 25 8 18 20
Fuel Used (gal) 0.4 0.0 0.1 0.3 0.0 0.0 0.8
HC Emissions (g) 9 0 1 7 0 1 18
CO Emissions (g) 258 1 17 154 0 18 449
NOx Emissions (g) 30 0 3 20 0 2 55
Vehicles Entered 114 1 67 158 1 17 358
Vehicles Exited 115 1 67 158 1 16 358
Hourly Exit Rate 460 4 268 632 4 64 1432
Input Volume 450 1 291 682 5 65 1494
% of Volume 102 400 92 93 80 98 96
Denied Entry Before 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0
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3: Highway 9 & Fern Street Performance by movement Interval #4 8:45

Movement EBT EBR WBL WBT NBL NBR All
Total Delay (hr) 0.0 0.0 0.1 0.0 0.0 0.0 0.2
Delay / Veh (s) 1.4 5.5 1.0 27.6 4.6 2.2
Total Stops 0 0 31 3 1 17 52
Travel Dist (mi) 6.0 0.0 3.3 8.1 0.1 1.6 19.1
Travel Time (hr) 0.3 0.0 0.2 0.3 0.0 0.1 1.0
Avg Speed (mph) 20 15 14 24 11 18 20
Fuel Used (gal) 0.4 0.0 0.1 0.3 0.0 0.0 0.9
HC Emissions (g) 11 0 0 9 0 1 21
CO Emissions (g) 305 0 14 193 1 12 525
NOx Emissions (g) 37 0 2 26 0 1 66
Vehicles Entered 126 0 65 163 1 17 372
Vehicles Exited 124 0 65 164 1 17 371
Hourly Exit Rate 496 0 260 656 4 68 1484
Input Volume 450 1 291 682 5 65 1494
% of Volume 110 0 89 96 80 105 99
Denied Entry Before 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0

3: Highway 9 & Fern Street Performance by movement Entire Run

Movement EBT EBR WBL WBT NBL NBR All
Total Delay (hr) 0.2 0.0 0.4 0.2 0.0 0.1 0.9
Delay / Veh (s) 1.3 1.0 5.2 0.9 35.7 4.7 2.1
Total Stops 1 0 132 9 4 65 211
Travel Dist (mi) 22.7 0.1 14.2 32.9 0.4 6.3 76.6
Travel Time (hr) 1.2 0.0 1.0 1.3 0.1 0.4 3.9
Avg Speed (mph) 20 17 14 25 8 18 20
Fuel Used (gal) 1.6 0.0 0.4 1.1 0.0 0.2 3.3
HC Emissions (g) 40 0 2 31 0 4 78
CO Emissions (g) 1114 2 71 692 3 84 1966
NOx Emissions (g) 131 0 10 90 0 11 242
Vehicles Entered 480 2 281 661 4 65 1493
Vehicles Exited 479 2 281 660 4 65 1491
Hourly Exit Rate 479 2 281 660 4 65 1491
Input Volume 464 1 298 696 5 67 1531
% of Volume 103 200 94 95 80 97 97
Denied Entry Before 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0
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4: Highway 9 & Encinal Street Performance by movement Interval #1 8:00

Movement EBT EBR WBL WBT WBR NBL NBR SBL All
Total Delay (hr) 0.3 0.0 0.4 0.1 0.0 0.0 0.0 0.0 0.7
Delay / Veh (s) 12.4 7.5 10.4 6.5 28.6 2.1 9.0
Total Stops 44 8 70 17 0 1 20 0 160
Travel Dist (mi) 3.5 0.5 6.1 1.9 0.0 0.0 1.8 0.0 13.8
Travel Time (hr) 0.4 0.0 0.6 0.1 0.0 0.0 0.1 0.0 1.3
Avg Speed (mph) 9 11 10 14 15 4 15 2 11
Fuel Used (gal) 0.1 0.0 0.2 0.1 0.0 0.0 0.0 0.0 0.5
HC Emissions (g) 2 0 1 2 0 0 0 0 5
CO Emissions (g) 39 2 28 43 0 0 7 0 119
NOx Emissions (g) 5 0 3 6 0 0 1 0 15
Vehicles Entered 74 10 124 40 0 1 45 0 294
Vehicles Exited 73 10 123 40 0 1 45 0 292
Hourly Exit Rate 292 40 492 160 0 4 180 0 1168
Input Volume 276 45 486 169 1 6 170 1 1154
% of Volume 106 89 101 95 0 67 106 0 101
Denied Entry Before 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0

4: Highway 9 & Encinal Street Performance by movement Interval #2 8:15

Movement EBT EBR WBL WBT WBR NBL NBR SBL All
Total Delay (hr) 0.3 0.0 0.4 0.1 0.0 0.0 0.0 0.0 0.8
Delay / Veh (s) 13.0 8.3 10.4 5.9 27.0 2.2 9.3
Total Stops 46 8 73 13 0 1 20 0 161
Travel Dist (mi) 3.5 0.5 6.4 1.7 0.0 0.1 1.8 0.0 14.0
Travel Time (hr) 0.4 0.1 0.7 0.1 0.0 0.0 0.1 0.0 1.4
Avg Speed (mph) 9 10 10 14 13 6 15 2 10
Fuel Used (gal) 0.1 0.0 0.2 0.1 0.0 0.0 0.0 0.0 0.5
HC Emissions (g) 2 0 1 2 0 0 0 0 5
CO Emissions (g) 47 1 29 33 0 0 8 0 119
NOx Emissions (g) 6 0 4 4 0 0 1 0 15
Vehicles Entered 73 10 131 35 0 1 47 0 297
Vehicles Exited 74 11 130 34 0 1 47 0 297
Hourly Exit Rate 296 44 520 136 0 4 188 0 1188
Input Volume 313 52 553 180 1 7 193 1 1300
% of Volume 95 85 94 76 0 57 97 0 91
Denied Entry Before 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0
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4: Highway 9 & Encinal Street Performance by movement Interval #3 8:30

Movement EBT EBR WBL WBT WBR NBL NBR SBL All
Total Delay (hr) 0.2 0.0 0.4 0.1 0.0 0.0 0.0 0.0 0.7
Delay / Veh (s) 12.3 5.1 11.4 5.4 23.5 2.4 9.4
Total Stops 42 6 71 11 0 2 19 0 151
Travel Dist (mi) 3.4 0.5 5.7 1.7 0.0 0.1 1.7 0.0 13.1
Travel Time (hr) 0.4 0.0 0.6 0.1 0.0 0.0 0.1 0.0 1.3
Avg Speed (mph) 9 12 9 15 10 4 14 1 10
Fuel Used (gal) 0.1 0.0 0.2 0.1 0.0 0.0 0.0 0.0 0.5
HC Emissions (g) 2 0 1 2 0 0 0 0 6
CO Emissions (g) 42 2 30 43 0 0 6 0 123
NOx Emissions (g) 5 0 4 6 0 0 1 0 15
Vehicles Entered 72 10 116 36 0 2 43 0 279
Vehicles Exited 70 10 115 36 0 2 43 0 276
Hourly Exit Rate 280 40 460 144 0 8 172 0 1104
Input Volume 276 45 486 169 1 6 170 1 1154
% of Volume 101 89 95 85 0 133 101 0 96
Denied Entry Before 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0

4: Highway 9 & Encinal Street Performance by movement Interval #4 8:45

Movement EBT EBR WBL WBT NBL NBR SBL All
Total Delay (hr) 0.3 0.0 0.3 0.1 0.0 0.0 0.0 0.7
Delay / Veh (s) 12.6 8.2 9.9 4.9 17.3 2.6 8.7
Total Stops 48 8 64 13 1 22 0 156
Travel Dist (mi) 3.7 0.5 5.7 1.9 0.0 1.8 0.0 13.7
Travel Time (hr) 0.4 0.1 0.6 0.1 0.0 0.1 0.0 1.3
Avg Speed (mph) 9 10 10 15 6 14 1 11
Fuel Used (gal) 0.1 0.0 0.2 0.1 0.0 0.0 0.0 0.5
HC Emissions (g) 2 0 1 3 0 0 0 7
CO Emissions (g) 45 3 29 65 0 7 0 149
NOx Emissions (g) 5 0 4 9 0 1 0 19
Vehicles Entered 77 11 115 41 1 46 0 291
Vehicles Exited 79 11 115 40 1 46 0 292
Hourly Exit Rate 316 44 460 160 4 184 0 1168
Input Volume 276 45 486 169 6 170 1 1154
% of Volume 114 98 95 95 67 108 0 101
Denied Entry Before 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0
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4: Highway 9 & Encinal Street Performance by movement Entire Run

Movement EBT EBR WBL WBT WBR NBL NBR SBL All
Total Delay (hr) 1.0 0.1 1.4 0.2 0.0 0.0 0.1 0.0 2.9
Delay / Veh (s) 12.6 7.3 10.5 5.7 6.1 24.0 2.3 30.6 9.1
Total Stops 181 29 278 54 1 5 81 1 630
Travel Dist (mi) 14.2 2.0 23.9 7.1 0.0 0.2 7.1 0.0 54.6
Travel Time (hr) 1.5 0.2 2.5 0.5 0.0 0.0 0.5 0.0 5.2
Avg Speed (mph) 9 11 10 15 12 5 14 1 10
Fuel Used (gal) 0.6 0.1 0.9 0.3 0.0 0.0 0.1 0.0 1.9
HC Emissions (g) 8 0 4 10 0 0 1 0 24
CO Emissions (g) 172 8 117 184 0 1 28 0 510
NOx Emissions (g) 21 1 14 25 0 0 2 0 64
Vehicles Entered 296 42 485 153 1 5 181 1 1164
Vehicles Exited 295 42 483 152 1 5 181 1 1160
Hourly Exit Rate 295 42 483 152 1 5 181 1 1160
Input Volume 285 47 503 172 1 6 176 1 1190
% of Volume 103 90 96 89 100 80 103 100 97
Denied Entry Before 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0

Total Network Performance By Interval

Interval Start 8:00 8:15 8:30 8:45 All
Total Delay (hr) 24.2 47.9 73.2 85.9 231.2
Delay / Veh (s) 73.4 133.5 228.3 264.2 173.1
Total Stops 1723 2833 4010 4050 12618
Travel Dist (mi) 1029.4 1070.1 988.9 1003.4 4091.9
Travel Time (hr) 61.6 86.8 109.2 122.3 379.9
Avg Speed (mph) 17 12 9 9 11
Fuel Used (gal) 38.3 45.2 48.9 52.3 184.8
HC Emissions (g) 802 799 877 887 3364
CO Emissions (g) 14676 15193 16497 16878 63245
NOx Emissions (g) 2182 2157 2272 2279 8890
Vehicles Entered 1221 1368 1161 1181 4932
Vehicles Exited 1155 1218 1148 1164 4688
Hourly Exit Rate 4620 4872 4592 4656 4688
Input Volume 21723 24839 21723 21723 22502
% of Volume 21 20 21 21 21
Denied Entry Before 2 1 9 34 2
Denied Entry After 1 9 34 65 65
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Summary of All Intervals

Run Number 1 2 3 4 5 Avg
Start Time 7:57 7:57 7:57 7:57 7:57 7:57
End Time 9:00 9:00 9:00 9:00 9:00 9:00
Total Time (min) 63 63 63 63 63 63
Time Recorded (min) 60 60 60 60 60 60
# of Intervals 5 5 5 5 5 5
# of Recorded Intvls 4 4 4 4 4 4
Vehs Entered 5281 4849 5342 5073 5185 5146
Vehs Exited 4943 4589 5093 4778 4940 4869
Starting Vehs 233 250 267 206 244 235
Ending Vehs 571 510 516 501 489 518
Denied Entry Before 2 0 1 1 2 0
Denied Entry After 1454 1820 1220 1480 1290 1452
Travel Distance (mi) 3906 3488 3979 3727 3883 3797
Travel Time (hr) 1070.0 1069.1 895.9 995.9 933.2 992.8
Total Delay (hr) 925.8 939.8 748.8 858.2 790.0 852.5
Total Stops 14873 13499 14055 14230 14353 14202
Fuel Used (gal) 338.1 327.5 301.0 317.9 307.4 318.4

Interval #0 Information  Seeding
Start Time 7:57
End Time 8:00
Total Time (min) 3
Volumes adjusted by Growth Factors, Anti PHF.
No data recorded this interval.

Interval #1 Information  Recording
Start Time 8:00
End Time 8:15
Total Time (min) 15
Volumes adjusted by Growth Factors, Anti PHF.

Run Number 1 2 3 4 5 Avg
Vehs Entered 1608 1607 1619 1557 1533 1583
Vehs Exited 1351 1318 1392 1234 1302 1318
Starting Vehs 233 250 267 206 244 235
Ending Vehs 490 539 494 529 475 507
Denied Entry Before 2 0 1 1 2 0
Denied Entry After 3 32 1 25 4 12
Travel Distance (mi) 1158 1141 1175 1095 1114 1137
Travel Time (hr) 99.4 107.2 98.8 101.4 92.7 99.9
Total Delay (hr) 56.8 65.2 55.6 61.4 51.8 58.1
Total Stops 3198 3628 3168 3186 3007 3238
Fuel Used (gal) 50.1 51.9 50.4 49.0 47.8 49.9
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Interval #2 Information  Recording
Start Time 8:15
End Time 8:30
Total Time (min) 15
Volumes adjusted by PHF, Growth Factors.

Run Number 1 2 3 4 5 Avg
Vehs Entered 1394 1403 1455 1417 1452 1423
Vehs Exited 1332 1371 1387 1344 1312 1348
Starting Vehs 490 539 494 529 475 507
Ending Vehs 552 571 562 602 615 584
Denied Entry Before 3 32 1 25 4 12
Denied Entry After 486 394 266 343 343 366
Travel Distance (mi) 1016 1044 1079 1039 1058 1047
Travel Time (hr) 190.4 190.4 166.7 185.5 182.0 183.0
Total Delay (hr) 153.0 152.0 126.9 147.1 143.2 144.4
Total Stops 4497 4238 4355 4712 4392 4439
Fuel Used (gal) 68.6 69.2 65.0 68.5 67.8 67.8

Interval #3 Information  Recording
Start Time 8:30
End Time 8:45
Total Time (min) 15
Volumes adjusted by Growth Factors, Anti PHF.

Run Number 1 2 3 4 5 Avg
Vehs Entered 1109 1011 1153 1059 1177 1100
Vehs Exited 1114 1057 1203 1139 1270 1156
Starting Vehs 552 571 562 602 615 584
Ending Vehs 547 525 512 522 522 523
Denied Entry Before 486 394 266 343 343 366
Denied Entry After 1004 991 734 914 728 873
Travel Distance (mi) 847 738 891 827 976 856
Travel Time (hr) 329.3 293.9 255.4 289.8 274.7 288.6
Total Delay (hr) 297.9 266.3 222.3 259.1 238.8 256.9
Total Stops 3637 2936 3406 3471 3725 3434
Fuel Used (gal) 95.8 84.8 80.3 86.6 86.7 86.8
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Interval #4 Information  Recording
Start Time 8:45
End Time 9:00
Total Time (min) 15
Volumes adjusted by Growth Factors, Anti PHF.

Run Number 1 2 3 4 5 Avg
Vehs Entered 1170 828 1115 1040 1023 1036
Vehs Exited 1146 843 1111 1061 1056 1044
Starting Vehs 547 525 512 522 522 523
Ending Vehs 571 510 516 501 489 518
Denied Entry Before 1004 991 734 914 728 873
Denied Entry After 1454 1820 1220 1480 1290 1452
Travel Distance (mi) 885 566 834 766 736 757
Travel Time (hr) 450.8 477.7 375.0 419.2 383.7 421.3
Total Delay (hr) 418.1 456.3 344.1 390.6 356.2 393.1
Total Stops 3541 2697 3126 2861 3229 3091
Fuel Used (gal) 123.6 121.6 105.3 113.8 105.1 113.9
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1: Highway 9 & Highway 1 Performance by movement Interval #1 8:00

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 3.9 1.3 0.2 0.9 3.2 1.2 4.4 5.4 0.4 5.6 4.9 0.3
Delay / Veh (s) 90.5 64.6 15.5 147.7 147.8 34.0 425.3 70.1 60.1 259.9 56.9 10.6
Total Stops 151 63 41 39 132 108 89 303 25 183 294 37
Travel Dist (mi) 8.6 4.0 2.6 3.3 11.6 19.1 3.3 23.9 2.1 6.4 25.6 7.3
Travel Time (hr) 4.3 1.5 0.4 1.0 3.7 2.0 4.5 6.2 0.5 5.8 5.8 0.6
Avg Speed (mph) 2 3 7 3 3 11 1 4 4 1 4 13
Fuel Used (gal) 1.2 0.5 0.1 0.3 1.1 0.8 1.1 2.0 0.2 1.5 2.0 0.3
HC Emissions (g) 19 5 3 3 13 17 6 32 3 12 34 7
CO Emissions (g) 302 98 70 78 270 313 129 604 59 240 654 146
NOx Emissions (g) 28 12 8 8 29 39 8 74 7 21 80 18
Vehicles Entered 159 76 48 25 87 128 45 279 25 87 314 98
Vehicles Exited 156 74 51 20 71 124 30 272 25 67 309 97
Hourly Exit Rate 624 296 204 80 284 496 120 1088 100 268 1236 388
Input Volume 715 311 208 106 351 511 370 1257 125 442 1382 454
% of Volume 87 95 98 75 81 97 32 87 80 61 89 85
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 1 0 0 1 2 2 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Interval #1 8:00

Movement All
Total Delay (hr) 31.8
Delay / Veh (s) 85.7
Total Stops 1465
Travel Dist (mi) 117.6
Travel Time (hr) 36.3
Avg Speed (mph) 3
Fuel Used (gal) 11.0
HC Emissions (g) 155
CO Emissions (g) 2964
NOx Emissions (g) 333
Vehicles Entered 1371
Vehicles Exited 1296
Hourly Exit Rate 5184
Input Volume 6232
% of Volume 83
Denied Entry Before 0
Denied Entry After 6
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1: Highway 9 & Highway 1 Performance by movement Interval #2 8:15

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 4.9 1.6 0.2 2.4 8.3 5.9 4.8 5.4 0.5 7.2 3.8 0.2
Delay / Veh (s) 106.5 65.1 14.6 363.8 409.1 195.5 602.0 72.3 66.2 379.2 47.1 9.5
Total Stops 142 62 41 53 164 114 62 299 29 173 247 29
Travel Dist (mi) 9.0 4.3 2.5 3.4 10.7 16.2 2.5 23.3 2.4 5.5 23.6 6.8
Travel Time (hr) 5.2 1.8 0.3 2.6 8.7 6.6 5.0 6.2 0.6 7.4 4.6 0.5
Avg Speed (mph) 2 2 8 2 2 8 1 4 4 1 5 13
Fuel Used (gal) 1.4 0.6 0.1 0.7 2.2 1.8 1.2 2.1 0.2 1.8 1.7 0.3
HC Emissions (g) 21 8 5 5 22 25 13 31 2 16 28 5
CO Emissions (g) 338 164 95 105 405 434 214 587 38 298 583 125
NOx Emissions (g) 32 19 12 9 35 41 14 73 4 23 72 16
Vehicles Entered 165 89 47 25 73 108 29 267 27 69 285 91
Vehicles Exited 163 88 46 23 73 108 29 273 29 67 289 92
Hourly Exit Rate 652 352 184 92 292 432 116 1092 116 268 1156 368
Input Volume 778 434 227 115 382 555 402 1366 136 481 1502 494
% of Volume 84 81 81 80 76 78 29 80 85 56 77 74
Denied Entry Before 1 0 0 1 2 2 0 0 0 0 0 0
Denied Entry After 1 0 0 5 26 30 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Interval #2 8:15

Movement All
Total Delay (hr) 45.2
Delay / Veh (s) 127.2
Total Stops 1415
Travel Dist (mi) 110.4
Travel Time (hr) 49.5
Avg Speed (mph) 3
Fuel Used (gal) 14.0
HC Emissions (g) 180
CO Emissions (g) 3386
NOx Emissions (g) 351
Vehicles Entered 1275
Vehicles Exited 1280
Hourly Exit Rate 5120
Input Volume 6872
% of Volume 75
Denied Entry Before 6
Denied Entry After 62
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1: Highway 9 & Highway 1 Performance by movement Interval #3 8:30

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 5.1 1.6 0.3 3.9 14.4 12.9 4.9 1.7 0.1 7.3 3.4 0.6
Delay / Veh (s) 109.7 69.0 18.2 664.4 699.7 463.8 627.9 44.4 42.6 381.6 47.5 27.2
Total Stops 145 60 46 52 173 106 58 92 8 179 220 33
Travel Dist (mi) 9.2 4.1 2.6 3.2 10.8 15.0 2.5 11.6 1.0 5.6 21.4 6.4
Travel Time (hr) 5.4 1.7 0.4 4.0 14.8 13.6 5.0 2.1 0.2 7.5 4.2 0.9
Avg Speed (mph) 2 2 7 2 2 9 0 6 5 1 5 7
Fuel Used (gal) 1.4 0.5 0.2 1.0 3.6 3.3 1.2 0.7 0.1 1.9 1.5 0.3
HC Emissions (g) 25 5 5 5 33 33 9 15 2 15 24 5
CO Emissions (g) 388 116 94 121 592 575 175 266 31 283 509 115
NOx Emissions (g) 34 13 10 9 43 38 11 34 4 22 62 14
Vehicles Entered 166 81 49 21 76 100 27 133 12 68 261 87
Vehicles Exited 166 81 51 21 73 100 28 138 12 69 262 84
Hourly Exit Rate 664 324 204 84 292 400 112 552 48 276 1048 336
Input Volume 715 311 208 106 351 511 370 1257 125 442 1382 454
% of Volume 93 104 98 79 83 78 30 44 38 62 76 74
Denied Entry Before 1 0 0 5 26 30 0 0 0 0 0 0
Denied Entry After 2 0 0 13 41 56 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Interval #3 8:30

Movement All
Total Delay (hr) 56.1
Delay / Veh (s) 186.5
Total Stops 1172
Travel Dist (mi) 93.5
Travel Time (hr) 59.8
Avg Speed (mph) 3
Fuel Used (gal) 15.7
HC Emissions (g) 176
CO Emissions (g) 3265
NOx Emissions (g) 294
Vehicles Entered 1081
Vehicles Exited 1085
Hourly Exit Rate 4340
Input Volume 6232
% of Volume 70
Denied Entry Before 62
Denied Entry After 112



Hwy 1/Hwy 9
Existing (2005) 2/2/2011

PM Peak Hour SimTraffic Report
Page 7

1: Highway 9 & Highway 1 Performance by movement Interval #4 8:45

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 5.4 1.7 0.4 5.0 18.0 17.5 4.8 1.3 0.1 7.1 2.7 1.0
Delay / Veh (s) 117.0 77.8 24.2 813.7 852.2 593.8 560.1 46.9 41.4 381.1 48.4 55.4
Total Stops 146 62 51 51 171 111 82 70 7 172 155 19
Travel Dist (mi) 9.3 4.1 3.0 3.1 11.2 15.7 2.9 8.8 0.8 5.5 16.8 4.6
Travel Time (hr) 5.8 1.8 0.5 5.1 18.4 18.2 4.9 1.6 0.2 7.3 3.3 1.1
Avg Speed (mph) 2 2 9 2 2 11 1 5 5 1 5 4
Fuel Used (gal) 1.5 0.6 0.2 1.2 4.4 4.3 1.2 0.5 0.0 1.8 1.2 0.3
HC Emissions (g) 39 4 9 7 38 47 10 9 1 16 18 3
CO Emissions (g) 553 99 138 147 702 797 179 171 11 298 373 76
NOx Emissions (g) 43 11 13 9 49 51 12 20 1 23 44 8
Vehicles Entered 167 76 57 23 76 105 32 102 10 67 203 62
Vehicles Exited 167 78 55 22 77 107 31 103 9 67 205 61
Hourly Exit Rate 668 312 220 88 308 428 124 412 36 268 820 244
Input Volume 715 311 208 106 351 511 370 1257 125 442 1382 454
% of Volume 93 100 106 83 88 84 34 33 29 61 59 54
Denied Entry Before 2 0 0 13 41 56 0 0 0 0 0 0
Denied Entry After 4 0 1 15 50 75 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Interval #4 8:45

Movement All
Total Delay (hr) 65.0
Delay / Veh (s) 238.4
Total Stops 1097
Travel Dist (mi) 85.7
Travel Time (hr) 68.4
Avg Speed (mph) 2
Fuel Used (gal) 17.3
HC Emissions (g) 200
CO Emissions (g) 3545
NOx Emissions (g) 282
Vehicles Entered 980
Vehicles Exited 982
Hourly Exit Rate 3928
Input Volume 6232
% of Volume 63
Denied Entry Before 112
Denied Entry After 145
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1: Highway 9 & Highway 1 Performance by movement Entire Run

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 19.3 6.2 1.0 12.2 43.9 37.4 18.9 13.8 1.2 27.1 14.9 2.1
Delay / Veh (s) 106.1 69.0 18.3 487.0 523.5 306.2 545.1 63.3 57.9 347.6 50.4 22.7
Total Stops 584 247 180 196 639 438 291 763 69 708 916 118
Travel Dist (mi) 36.0 16.5 10.6 13.1 44.4 66.0 11.1 67.7 6.3 23.0 87.4 25.1
Travel Time (hr) 20.8 6.9 1.6 12.7 45.5 40.4 19.4 16.2 1.5 28.0 18.0 3.1
Avg Speed (mph) 2 2 8 2 2 10 1 4 4 1 5 8
Fuel Used (gal) 5.5 2.1 0.6 3.2 11.4 10.1 4.7 5.4 0.5 7.0 6.4 1.2
HC Emissions (g) 103 22 22 20 106 121 38 87 8 60 105 20
CO Emissions (g) 1582 477 397 452 1968 2120 697 1628 139 1120 2119 463
NOx Emissions (g) 138 55 44 34 157 169 45 199 16 88 259 56
Vehicles Entered 657 322 201 93 312 442 134 781 74 292 1063 338
Vehicles Exited 652 320 202 86 293 439 117 785 75 270 1065 334
Hourly Exit Rate 652 320 202 86 293 439 117 785 75 270 1065 334
Input Volume 731 342 213 108 359 522 378 1284 128 452 1412 464
% of Volume 89 94 95 79 82 84 31 61 59 60 75 72
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 4 0 1 15 50 75 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Entire Run

Movement All
Total Delay (hr) 198.0
Delay / Veh (s) 152.6
Total Stops 5149
Travel Dist (mi) 407.1
Travel Time (hr) 214.0
Avg Speed (mph) 3
Fuel Used (gal) 58.1
HC Emissions (g) 711
CO Emissions (g) 13160
NOx Emissions (g) 1260
Vehicles Entered 4709
Vehicles Exited 4638
Hourly Exit Rate 4638
Input Volume 6392
% of Volume 73
Denied Entry Before 0
Denied Entry After 145
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2: Highway 9 & Coral Street Performance by movement Interval #1 8:00

Movement EBT EBR WBT NBR All
Total Delay (hr) 1.1 0.0 0.4 0.3 1.8
Delay / Veh (s) 16.2 1.5 7.8 23.4 13.5
Total Stops 77 0 25 50 152
Travel Dist (mi) 12.4 0.2 12.1 4.1 28.7
Travel Time (hr) 1.6 0.0 1.0 0.5 3.1
Avg Speed (mph) 8 17 12 8 9
Fuel Used (gal) 0.7 0.0 0.7 0.2 1.6
HC Emissions (g) 15 0 16 3 35
CO Emissions (g) 340 1 371 79 791
NOx Emissions (g) 42 0 51 8 101
Vehicles Entered 247 3 198 50 498
Vehicles Exited 234 3 195 47 479
Hourly Exit Rate 936 12 780 188 1916
Input Volume 1011 21 1175 214 2421
% of Volume 93 57 66 88 79
Denied Entry Before 0 0 0 0 0
Denied Entry After 0 0 0 0 0

2: Highway 9 & Coral Street Performance by movement Interval #2 8:15

Movement EBT EBR WBT NBR All
Total Delay (hr) 2.7 0.0 0.6 0.9 4.2
Delay / Veh (s) 40.1 34.0 10.9 54.7 30.5
Total Stops 127 2 41 64 234
Travel Dist (mi) 12.1 0.2 12.1 5.2 29.6
Travel Time (hr) 3.1 0.0 1.1 1.2 5.5
Avg Speed (mph) 4 6 11 4 6
Fuel Used (gal) 1.0 0.0 0.7 0.4 2.1
HC Emissions (g) 16 0 14 6 36
CO Emissions (g) 312 4 313 126 756
NOx Emissions (g) 39 1 44 13 97
Vehicles Entered 241 4 195 64 504
Vehicles Exited 239 4 197 61 501
Hourly Exit Rate 956 16 788 244 2004
Input Volume 1184 25 1285 251 2745
% of Volume 81 64 61 97 73
Denied Entry Before 0 0 0 0 0
Denied Entry After 1 0 0 1 2
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2: Highway 9 & Coral Street Performance by movement Interval #3 8:30

Movement EBT EBR WBT NBR All
Total Delay (hr) 2.7 0.0 0.7 1.2 4.6
Delay / Veh (s) 40.2 38.3 13.6 81.6 34.4
Total Stops 117 1 38 52 208
Travel Dist (mi) 12.4 0.2 11.5 4.4 28.5
Travel Time (hr) 3.1 0.1 1.2 1.4 5.8
Avg Speed (mph) 4 5 9 4 5
Fuel Used (gal) 1.1 0.0 0.7 0.4 2.2
HC Emissions (g) 15 0 15 4 34
CO Emissions (g) 295 1 329 99 724
NOx Emissions (g) 36 0 46 9 91
Vehicles Entered 241 4 184 52 481
Vehicles Exited 241 4 184 55 484
Hourly Exit Rate 964 16 736 220 1936
Input Volume 1011 21 1175 214 2421
% of Volume 95 76 63 103 80
Denied Entry Before 1 0 0 1 2
Denied Entry After 1 0 0 0 1

2: Highway 9 & Coral Street Performance by movement Interval #4 8:45

Movement EBT EBR WBT NBR All
Total Delay (hr) 2.8 0.0 0.5 0.7 4.0
Delay / Veh (s) 41.6 12.2 9.9 45.6 30.5
Total Stops 125 1 20 59 205
Travel Dist (mi) 12.2 0.3 10.8 4.9 28.1
Travel Time (hr) 3.2 0.0 0.9 1.0 5.2
Avg Speed (mph) 4 9 11 5 6
Fuel Used (gal) 1.1 0.0 0.6 0.3 2.1
HC Emissions (g) 16 0 13 3 33
CO Emissions (g) 325 2 294 93 714
NOx Emissions (g) 41 0 43 9 93
Vehicles Entered 239 6 169 59 473
Vehicles Exited 240 6 169 60 475
Hourly Exit Rate 960 24 676 240 1900
Input Volume 1011 21 1175 214 2421
% of Volume 95 114 58 112 78
Denied Entry Before 1 0 0 0 1
Denied Entry After 0 0 0 0 0
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2: Highway 9 & Coral Street Performance by movement Entire Run

Movement EBT EBR WBT NBR All
Total Delay (hr) 9.2 0.1 2.2 3.2 14.7
Delay / Veh (s) 34.5 20.4 10.5 51.8 27.2
Total Stops 447 4 124 224 799
Travel Dist (mi) 49.1 0.9 46.4 18.6 115.0
Travel Time (hr) 11.0 0.1 4.3 4.1 19.6
Avg Speed (mph) 5 8 11 5 6
Fuel Used (gal) 3.9 0.1 2.8 1.3 8.1
HC Emissions (g) 62 0 58 16 137
CO Emissions (g) 1272 9 1306 398 2985
NOx Emissions (g) 158 1 184 39 382
Vehicles Entered 968 18 746 225 1957
Vehicles Exited 954 18 745 222 1939
Hourly Exit Rate 954 18 745 222 1939
Input Volume 1054 22 1202 223 2502
% of Volume 90 82 62 99 77
Denied Entry Before 0 0 0 0 0
Denied Entry After 0 0 0 0 0

3: Highway 9 & Fern Street Performance by movement Interval #1 8:00

Movement EBT EBR WBL WBT NBL NBR All
Total Delay (hr) 0.3 0.0 0.7 0.1 0.0 0.2 1.3
Delay / Veh (s) 4.4 30.8 2.6 127.8 24.1 10.8
Total Stops 24 0 77 5 1 37 144
Travel Dist (mi) 9.5 0.0 4.1 5.1 0.1 3.5 22.3
Travel Time (hr) 0.7 0.0 0.9 0.3 0.0 0.4 2.3
Avg Speed (mph) 13 15 5 20 2 9 10
Fuel Used (gal) 0.7 0.0 0.3 0.2 0.0 0.2 1.4
HC Emissions (g) 17 0 1 9 0 5 32
CO Emissions (g) 445 0 34 194 1 97 772
NOx Emissions (g) 55 0 4 24 0 11 94
Vehicles Entered 211 0 82 103 1 36 433
Vehicles Exited 208 0 79 102 1 36 426
Hourly Exit Rate 832 0 316 408 4 144 1704
Input Volume 846 1 498 599 3 159 2106
% of Volume 98 0 63 68 133 91 81
Denied Entry Before 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0
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3: Highway 9 & Fern Street Performance by movement Interval #2 8:15

Movement EBT WBL WBT NBL NBR All
Total Delay (hr) 1.2 0.9 0.1 0.1 3.5 5.7
Delay / Veh (s) 19.2 35.0 4.4 422.9 47.0
Total Stops 74 83 11 0 37 205
Travel Dist (mi) 9.8 4.4 5.1 0.0 2.8 22.1
Travel Time (hr) 1.7 1.1 0.3 0.1 3.7 6.7
Avg Speed (mph) 6 4 17 0 1 4
Fuel Used (gal) 0.8 0.3 0.3 0.0 0.9 2.3
HC Emissions (g) 16 2 7 0 11 37
CO Emissions (g) 367 45 184 1 201 797
NOx Emissions (g) 48 5 23 0 14 89
Vehicles Entered 221 88 103 0 37 449
Vehicles Exited 215 89 103 0 22 429
Hourly Exit Rate 860 356 412 0 88 1716
Input Volume 991 574 711 3 183 2463
% of Volume 87 62 58 0 48 70
Denied Entry Before 0 0 0 0 0 0
Denied Entry After 0 0 0 0 10 10

3: Highway 9 & Fern Street Performance by movement Interval #3 8:30

Movement EBT EBR WBL WBT NBL NBR All
Total Delay (hr) 1.2 0.0 0.8 0.1 0.1 10.1 12.3
Delay / Veh (s) 19.5 1.8 35.6 4.4 1908.0 105.9
Total Stops 73 0 74 9 0 19 175
Travel Dist (mi) 9.6 0.0 4.0 5.0 0.0 1.9 20.6
Travel Time (hr) 1.7 0.0 1.0 0.3 0.1 10.2 13.2
Avg Speed (mph) 6 13 4 17 0 0 3
Fuel Used (gal) 0.8 0.0 0.3 0.3 0.0 2.3 3.7
HC Emissions (g) 15 0 2 9 0 19 45
CO Emissions (g) 355 0 39 209 1 348 953
NOx Emissions (g) 46 0 4 26 0 16 93
Vehicles Entered 215 1 79 100 0 19 414
Vehicles Exited 220 1 81 101 0 18 421
Hourly Exit Rate 880 4 324 404 0 72 1684
Input Volume 846 1 498 599 3 159 2106
% of Volume 104 400 65 67 0 45 80
Denied Entry Before 0 0 0 0 0 10 10
Denied Entry After 0 0 0 0 1 34 35
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3: Highway 9 & Fern Street Performance by movement Interval #4 8:45

Movement EBT EBR WBL WBT NBL NBR All
Total Delay (hr) 1.1 0.0 0.5 0.1 0.2 15.2 17.1
Delay / Veh (s) 18.4 18.1 26.7 3.0 1959.0 153.2
Total Stops 75 0 65 6 1 30 177
Travel Dist (mi) 9.6 0.0 3.7 4.2 0.0 2.6 20.2
Travel Time (hr) 1.6 0.0 0.7 0.2 0.2 15.4 18.0
Avg Speed (mph) 6 3 5 19 1 1 3
Fuel Used (gal) 0.8 0.0 0.2 0.2 0.0 3.5 4.7
HC Emissions (g) 17 0 1 7 0 33 57
CO Emissions (g) 366 0 33 156 2 561 1118
NOx Emissions (g) 48 0 4 20 0 27 99
Vehicles Entered 214 0 75 85 0 30 404
Vehicles Exited 212 1 73 86 0 26 398
Hourly Exit Rate 848 4 292 344 0 104 1592
Input Volume 846 1 498 599 3 159 2106
% of Volume 100 400 59 57 0 65 76
Denied Entry Before 0 0 0 0 1 34 35
Denied Entry After 0 0 0 0 0 49 49

3: Highway 9 & Fern Street Performance by movement Entire Run

Movement EBT EBR WBL WBT NBL NBR All
Total Delay (hr) 3.7 0.0 2.9 0.4 0.3 29.1 36.4
Delay / Veh (s) 15.5 10.1 32.2 3.6 1247.8 934.4 77.6
Total Stops 247 0 299 31 2 123 702
Travel Dist (mi) 38.5 0.1 16.3 19.3 0.1 10.9 85.2
Travel Time (hr) 5.7 0.0 3.6 1.1 0.4 29.6 40.2
Avg Speed (mph) 7 7 5 18 1 1 4
Fuel Used (gal) 3.2 0.0 1.0 1.0 0.1 6.8 12.2
HC Emissions (g) 65 0 6 32 0 68 171
CO Emissions (g) 1534 1 151 743 5 1208 3640
NOx Emissions (g) 197 0 16 93 0 68 375
Vehicles Entered 862 2 324 391 1 122 1702
Vehicles Exited 855 2 322 392 1 103 1675
Hourly Exit Rate 855 2 322 392 1 103 1675
Input Volume 882 1 517 627 3 165 2195
% of Volume 97 200 62 63 33 62 76
Denied Entry Before 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 49 49



Hwy 1/Hwy 9
Existing (2005) 2/2/2011

PM Peak Hour SimTraffic Report
Page 14

4: Highway 9 & Encinal Street Performance by movement Interval #1 8:00

Movement EBT EBR WBL WBT NBL NBR SBL All
Total Delay (hr) 0.3 0.0 0.2 0.2 0.2 0.3 0.0 1.2
Delay / Veh (s) 17.2 7.3 11.3 10.6 43.9 6.7 11.7
Total Stops 38 7 35 29 18 89 0 216
Travel Dist (mi) 2.7 0.4 2.7 2.4 0.8 6.2 0.0 15.2
Travel Time (hr) 0.4 0.0 0.3 0.2 0.3 0.6 0.0 1.8
Avg Speed (mph) 7 11 9 10 3 10 3 8
Fuel Used (gal) 0.1 0.0 0.1 0.1 0.1 0.2 0.0 0.6
HC Emissions (g) 1 0 1 2 0 2 0 7
CO Emissions (g) 28 2 17 34 7 48 0 137
NOx Emissions (g) 3 0 2 5 1 5 0 16
Vehicles Entered 57 9 60 52 19 156 0 353
Vehicles Exited 56 9 60 52 19 156 0 352
Hourly Exit Rate 224 36 240 208 76 624 0 1408
Input Volume 216 32 329 295 88 630 1 1591
% of Volume 104 112 73 71 86 99 0 88
Denied Entry Before 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0

4: Highway 9 & Encinal Street Performance by movement Interval #2 8:15

Movement EBT EBR WBL WBT NBL NBR SBL All
Total Delay (hr) 0.4 0.0 0.2 0.2 0.5 0.9 0.0 2.3
Delay / Veh (s) 24.2 14.3 10.7 11.3 80.1 21.3 22.2
Total Stops 49 7 34 30 28 111 0 259
Travel Dist (mi) 3.2 0.5 2.6 2.4 0.9 6.2 0.0 15.8
Travel Time (hr) 0.6 0.1 0.3 0.3 0.6 1.3 0.0 3.0
Avg Speed (mph) 6 7 9 10 2 5 2 5
Fuel Used (gal) 0.2 0.0 0.1 0.1 0.1 0.4 0.0 0.9
HC Emissions (g) 2 0 0 2 0 6 0 10
CO Emissions (g) 39 4 11 33 15 99 0 201
NOx Emissions (g) 4 0 1 4 1 11 0 22
Vehicles Entered 66 10 58 54 24 158 0 370
Vehicles Exited 66 9 56 54 22 155 0 362
Hourly Exit Rate 264 36 224 216 88 620 0 1448
Input Volume 253 37 385 345 103 738 1 1862
% of Volume 104 97 58 63 85 84 0 78
Denied Entry Before 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0
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4: Highway 9 & Encinal Street Performance by movement Interval #3 8:30

Movement EBT EBR WBL WBT NBL NBR SBL All
Total Delay (hr) 0.3 0.1 0.2 0.1 0.5 1.2 0.0 2.4
Delay / Veh (s) 23.0 18.8 11.1 10.4 80.5 25.3 24.0
Total Stops 32 8 29 27 24 122 0 242
Travel Dist (mi) 2.1 0.5 2.6 2.3 0.9 6.7 0.0 15.1
Travel Time (hr) 0.4 0.1 0.3 0.2 0.6 1.6 0.0 3.1
Avg Speed (mph) 6 6 9 10 2 4 8 5
Fuel Used (gal) 0.1 0.0 0.1 0.1 0.1 0.5 0.0 0.9
HC Emissions (g) 2 0 1 2 2 6 0 12
CO Emissions (g) 33 2 15 30 39 107 0 226
NOx Emissions (g) 4 0 2 4 4 11 0 24
Vehicles Entered 44 10 57 50 22 168 0 351
Vehicles Exited 45 10 58 50 23 171 0 357
Hourly Exit Rate 180 40 232 200 92 684 0 1428
Input Volume 216 32 329 295 88 630 1 1591
% of Volume 83 125 71 68 105 109 0 90
Denied Entry Before 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0

4: Highway 9 & Encinal Street Performance by movement Interval #4 8:45

Movement EBT EBR WBL WBT NBL NBR SBL All
Total Delay (hr) 0.3 0.1 0.1 0.1 0.4 0.9 0.0 2.0
Delay / Veh (s) 23.3 24.7 9.9 9.8 64.5 20.2 21.0
Total Stops 38 9 27 22 25 117 0 238
Travel Dist (mi) 2.5 0.5 2.3 2.0 0.9 6.5 0.0 14.6
Travel Time (hr) 0.4 0.1 0.2 0.2 0.5 1.3 0.0 2.7
Avg Speed (mph) 6 5 9 11 2 5 2 6
Fuel Used (gal) 0.1 0.0 0.1 0.1 0.1 0.4 0.0 0.8
HC Emissions (g) 2 0 0 2 1 6 0 10
CO Emissions (g) 33 4 10 31 17 104 0 198
NOx Emissions (g) 4 0 1 4 2 11 0 22
Vehicles Entered 53 10 51 42 24 163 0 343
Vehicles Exited 52 10 51 42 23 162 0 340
Hourly Exit Rate 208 40 204 168 92 648 0 1360
Input Volume 216 32 329 295 88 630 1 1591
% of Volume 96 125 62 57 105 103 0 85
Denied Entry Before 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0



Hwy 1/Hwy 9
Existing (2005) 2/2/2011

PM Peak Hour SimTraffic Report
Page 16

4: Highway 9 & Encinal Street Performance by movement Entire Run

Movement EBT EBR WBL WBT NBL NBR SBL All
Total Delay (hr) 1.3 0.2 0.7 0.6 1.7 3.3 0.0 7.8
Delay / Veh (s) 21.8 16.5 10.8 10.6 68.3 18.6 22.2 19.7
Total Stops 157 31 124 107 95 438 1 953
Travel Dist (mi) 10.6 1.8 10.2 9.0 3.5 25.6 0.0 60.8
Travel Time (hr) 1.7 0.3 1.1 0.9 1.8 4.7 0.0 10.5
Avg Speed (mph) 6 7 9 10 2 5 2 6
Fuel Used (gal) 0.5 0.1 0.4 0.4 0.5 1.4 0.0 3.2
HC Emissions (g) 7 0 2 7 4 19 0 39
CO Emissions (g) 133 11 54 128 77 357 0 761
NOx Emissions (g) 15 1 6 17 7 38 0 85
Vehicles Entered 221 39 226 198 89 645 1 1419
Vehicles Exited 219 39 225 197 87 643 1 1411
Hourly Exit Rate 219 39 225 197 87 643 1 1411
Input Volume 225 33 343 308 92 657 1 1659
% of Volume 97 117 66 64 95 98 100 85
Denied Entry Before 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0

Total Network Performance By Interval

Interval Start 8:00 8:15 8:30 8:45 All
Total Delay (hr) 58.1 144.4 256.9 393.1 852.5
Delay / Veh (s) 144.0 375.1 821.3 1358.0 612.6
Total Stops 3238 4439 3434 3091 14202
Travel Dist (mi) 1136.5 1047.2 855.8 757.2 3796.8
Travel Time (hr) 99.9 183.0 288.6 421.3 992.8
Avg Speed (mph) 12 7 6 6 7
Fuel Used (gal) 49.9 67.8 86.8 113.9 318.4
HC Emissions (g) 966 1091 1161 1347 4564
CO Emissions (g) 17993 20316 21241 24286 83837
NOx Emissions (g) 2548 2618 2338 2278 9783
Vehicles Entered 1583 1423 1100 1036 5146
Vehicles Exited 1318 1348 1156 1044 4869
Hourly Exit Rate 5272 5392 4624 4176 4869
Input Volume 28561 31804 28561 28561 29372
% of Volume 18 17 16 15 17
Denied Entry Before 0 12 366 873 0
Denied Entry After 12 366 873 1452 1452
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Summary of All Intervals

Run Number 1 2 3 4 5 Avg
Start Time 7:57 7:57 7:57 7:57 7:57 7:57
End Time 9:00 9:00 9:00 9:00 9:00 9:00
Total Time (min) 63 63 63 63 63 63
Time Recorded (min) 60 60 60 60 60 60
# of Intervals 5 5 5 5 5 5
# of Recorded Intvls 4 4 4 4 4 4
Vehs Entered 5179 5051 5073 4984 5088 5074
Vehs Exited 4964 4832 4815 4783 4869 4853
Starting Vehs 282 257 252 285 284 271
Ending Vehs 497 476 510 486 503 494
Denied Entry Before 6 6 9 9 5 7
Denied Entry After 1635 1654 1643 1667 1640 1648
Travel Distance (mi) 4180 4080 4043 4007 4085 4079
Travel Time (hr) 1127.2 1148.0 1193.2 1243.4 1203.4 1183.0
Total Delay (hr) 974.5 999.1 1045.6 1097.0 1054.1 1034.0
Total Stops 18044 18667 20020 18775 18231 18746
Fuel Used (gal) 357.5 359.8 369.0 379.7 372.0 367.6

Interval #0 Information  Seeding
Start Time 7:57
End Time 8:00
Total Time (min) 3
Volumes adjusted by Growth Factors, Anti PHF.
No data recorded this interval.

Interval #1 Information  Recording
Start Time 8:00
End Time 8:15
Total Time (min) 15
Volumes adjusted by Growth Factors, Anti PHF.

Run Number 1 2 3 4 5 Avg
Vehs Entered 1482 1496 1460 1472 1519 1486
Vehs Exited 1331 1296 1247 1230 1273 1275
Starting Vehs 282 257 252 285 284 271
Ending Vehs 433 457 465 527 530 484
Denied Entry Before 6 6 9 9 5 7
Denied Entry After 24 77 155 180 144 116
Travel Distance (mi) 1176 1137 1095 1090 1136 1127
Travel Time (hr) 96.4 101.6 115.7 120.5 113.3 109.5
Total Delay (hr) 53.7 60.2 75.8 80.7 71.9 68.5
Total Stops 3185 3463 3792 3890 3468 3561
Fuel Used (gal) 50.0 50.2 52.6 54.0 53.0 52.0



Hwy 1/Hwy 9
2030 No Project 2/2/2011

AM Peak Hour SimTraffic Report
Page 2

Interval #2 Information  Recording
Start Time 8:15
End Time 8:30
Total Time (min) 15
Volumes adjusted by PHF, Growth Factors.

Run Number 1 2 3 4 5 Avg
Vehs Entered 1302 1229 1243 1177 1232 1238
Vehs Exited 1231 1149 1215 1208 1234 1207
Starting Vehs 433 457 465 527 530 484
Ending Vehs 504 537 493 496 528 510
Denied Entry Before 24 77 155 180 144 116
Denied Entry After 675 676 770 815 751 737
Travel Distance (mi) 1027 988 1016 968 988 998
Travel Time (hr) 202.3 215.0 238.2 253.2 242.3 230.2
Total Delay (hr) 164.7 178.8 201.1 217.8 206.1 193.7
Total Stops 4568 5394 5460 4932 4758 5020
Fuel Used (gal) 71.5 73.3 79.3 81.4 79.6 77.0

Interval #3 Information  Recording
Start Time 8:30
End Time 8:45
Total Time (min) 15
Volumes adjusted by Growth Factors, Anti PHF.

Run Number 1 2 3 4 5 Avg
Vehs Entered 1198 1162 1200 1156 1135 1168
Vehs Exited 1204 1224 1178 1157 1182 1188
Starting Vehs 504 537 493 496 528 510
Ending Vehs 498 475 515 495 481 494
Denied Entry Before 675 676 770 815 751 737
Denied Entry After 1171 1157 1151 1221 1179 1176
Travel Distance (mi) 972 981 962 980 986 976
Travel Time (hr) 352.8 356.4 365.0 380.1 367.9 364.5
Total Delay (hr) 317.2 320.6 329.9 344.4 332.0 328.8
Total Stops 4739 4861 5293 5138 4860 4981
Fuel Used (gal) 103.8 105.0 106.1 110.0 107.4 106.5
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Interval #4 Information  Recording
Start Time 8:45
End Time 9:00
Total Time (min) 15
Volumes adjusted by Growth Factors, Anti PHF.

Run Number 1 2 3 4 5 Avg
Vehs Entered 1197 1164 1170 1179 1202 1182
Vehs Exited 1198 1163 1175 1188 1180 1182
Starting Vehs 498 475 515 495 481 494
Ending Vehs 497 476 510 486 503 494
Denied Entry Before 1171 1157 1151 1221 1179 1176
Denied Entry After 1635 1654 1643 1667 1640 1648
Travel Distance (mi) 1005 974 971 969 975 979
Travel Time (hr) 475.7 475.0 474.4 489.6 479.9 478.9
Total Delay (hr) 438.9 439.4 438.8 454.1 444.1 443.1
Total Stops 5552 4949 5475 4815 5145 5186
Fuel Used (gal) 132.3 131.3 131.0 134.4 132.0 132.2
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1: Highway 9 & Highway 1 Performance by movement Interval #1 8:00

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 2.2 0.6 0.1 0.2 0.8 0.3 2.8 8.4 0.4 5.4 3.7 0.6
Delay / Veh (s) 54.2 43.5 12.7 58.6 62.3 21.6 262.5 90.4 92.7 235.1 44.5 12.5
Total Stops 128 35 20 9 43 35 89 409 20 188 242 57
Travel Dist (mi) 8.0 2.6 1.3 1.5 6.7 6.3 3.5 28.8 1.3 6.8 24.8 12.3
Travel Time (hr) 2.5 0.7 0.2 0.2 1.1 0.5 3.0 9.4 0.4 5.7 4.6 1.1
Avg Speed (mph) 3 4 8 7 6 12 1 3 3 1 5 12
Fuel Used (gal) 0.7 0.2 0.1 0.1 0.4 0.3 0.8 2.9 0.1 1.5 1.8 0.5
HC Emissions (g) 10 2 1 1 5 4 9 40 3 12 28 9
CO Emissions (g) 173 56 30 25 113 92 162 712 43 232 604 177
NOx Emissions (g) 19 7 3 3 13 11 14 86 5 20 76 24
Vehicles Entered 144 48 24 10 44 42 44 344 15 92 303 164
Vehicles Exited 145 51 24 10 49 43 34 322 15 75 301 164
Hourly Exit Rate 580 204 96 40 196 172 136 1288 60 300 1204 656
Input Volume 573 213 105 38 177 157 241 1937 84 487 1496 824
% of Volume 101 96 91 105 111 110 56 66 71 62 80 80
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Interval #1 8:00

Movement All
Total Delay (hr) 25.4
Delay / Veh (s) 72.9
Total Stops 1275
Travel Dist (mi) 103.8
Travel Time (hr) 29.3
Avg Speed (mph) 4
Fuel Used (gal) 9.2
HC Emissions (g) 124
CO Emissions (g) 2419
NOx Emissions (g) 280
Vehicles Entered 1274
Vehicles Exited 1233
Hourly Exit Rate 4932
Input Volume 6332
% of Volume 78
Denied Entry Before 0
Denied Entry After 0
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1: Highway 9 & Highway 1 Performance by movement Interval #2 8:15

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 2.9 0.8 0.1 0.2 0.8 0.3 3.9 7.4 0.3 6.8 2.6 0.4
Delay / Veh (s) 68.0 50.6 13.5 66.4 56.1 22.1 392.0 84.9 83.5 331.2 36.4 10.2
Total Stops 137 45 25 8 42 35 98 380 17 186 179 42
Travel Dist (mi) 8.3 3.0 1.7 1.4 7.2 6.3 3.2 27.4 1.1 6.0 20.9 10.1
Travel Time (hr) 3.3 0.9 0.2 0.2 1.0 0.5 4.0 8.4 0.3 7.0 3.3 0.8
Avg Speed (mph) 3 3 8 7 7 12 1 3 3 1 6 13
Fuel Used (gal) 0.9 0.3 0.1 0.1 0.4 0.3 1.0 2.6 0.1 1.8 1.3 0.3
HC Emissions (g) 11 3 1 1 7 3 7 38 1 17 24 4
CO Emissions (g) 191 76 34 29 137 78 141 695 23 309 526 101
NOx Emissions (g) 19 9 4 3 16 9 11 84 3 26 65 13
Vehicles Entered 155 58 34 10 49 43 38 312 13 77 253 136
Vehicles Exited 155 58 33 9 48 41 34 317 13 73 253 135
Hourly Exit Rate 620 232 132 36 192 164 136 1268 52 292 1012 540
Input Volume 661 234 121 43 204 181 278 2234 97 562 1727 951
% of Volume 94 99 109 84 94 91 49 57 54 52 59 57
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 1 0 0 0 0 0 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Interval #2 8:15

Movement All
Total Delay (hr) 26.5
Delay / Veh (s) 81.3
Total Stops 1194
Travel Dist (mi) 96.6
Travel Time (hr) 30.1
Avg Speed (mph) 3
Fuel Used (gal) 9.2
HC Emissions (g) 119
CO Emissions (g) 2340
NOx Emissions (g) 261
Vehicles Entered 1178
Vehicles Exited 1169
Hourly Exit Rate 4676
Input Volume 7293
% of Volume 64
Denied Entry Before 0
Denied Entry After 1
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1: Highway 9 & Highway 1 Performance by movement Interval #3 8:30

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 2.0 0.6 0.1 0.2 0.7 0.2 4.1 6.6 0.3 6.8 2.4 0.3
Delay / Veh (s) 54.5 40.3 14.4 62.1 56.0 19.6 420.5 72.8 66.4 328.0 35.7 8.3
Total Stops 118 42 19 9 43 33 89 379 21 188 176 34
Travel Dist (mi) 7.3 2.9 1.3 1.4 7.0 5.8 3.1 28.0 1.4 6.1 20.2 9.9
Travel Time (hr) 2.3 0.7 0.2 0.2 1.0 0.5 4.2 7.5 0.4 7.1 3.1 0.7
Avg Speed (mph) 3 4 7 7 7 13 1 4 4 1 6 14
Fuel Used (gal) 0.7 0.3 0.1 0.1 0.4 0.2 1.0 2.5 0.1 1.8 1.2 0.3
HC Emissions (g) 8 2 1 2 6 4 9 38 1 25 21 6
CO Emissions (g) 149 49 21 46 121 88 170 698 25 408 457 120
NOx Emissions (g) 16 5 2 5 14 10 12 88 3 34 55 15
Vehicles Entered 133 56 25 10 47 38 35 324 16 72 247 132
Vehicles Exited 135 55 26 10 49 39 35 325 16 78 245 132
Hourly Exit Rate 540 220 104 40 196 156 140 1300 64 312 980 528
Input Volume 573 213 105 38 177 157 241 1937 84 487 1496 824
% of Volume 94 103 99 105 111 99 58 67 76 64 66 64
Denied Entry Before 1 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Interval #3 8:30

Movement All
Total Delay (hr) 24.4
Delay / Veh (s) 77.0
Total Stops 1151
Travel Dist (mi) 94.4
Travel Time (hr) 28.0
Avg Speed (mph) 3
Fuel Used (gal) 8.6
HC Emissions (g) 123
CO Emissions (g) 2352
NOx Emissions (g) 261
Vehicles Entered 1135
Vehicles Exited 1145
Hourly Exit Rate 4580
Input Volume 6332
% of Volume 72
Denied Entry Before 1
Denied Entry After 0
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1: Highway 9 & Highway 1 Performance by movement Interval #4 8:45

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 2.2 0.8 0.1 0.2 0.8 0.3 4.7 5.9 0.3 7.2 2.5 0.4
Delay / Veh (s) 53.8 46.5 11.3 60.4 58.2 22.6 496.7 65.6 78.7 353.0 37.6 10.1
Total Stops 130 46 21 12 44 37 92 380 15 190 179 35
Travel Dist (mi) 8.0 3.1 1.3 1.7 7.2 6.6 3.0 28.0 1.1 5.9 19.9 10.1
Travel Time (hr) 2.5 0.9 0.2 0.3 1.1 0.6 4.8 6.9 0.3 7.4 3.2 0.8
Avg Speed (mph) 3 3 9 7 7 12 1 4 3 1 6 13
Fuel Used (gal) 0.7 0.3 0.1 0.1 0.4 0.3 1.2 2.3 0.1 1.8 1.3 0.3
HC Emissions (g) 10 5 2 2 7 4 12 34 1 12 23 8
CO Emissions (g) 169 100 35 44 135 96 203 656 24 249 487 144
NOx Emissions (g) 18 12 4 5 16 11 15 84 3 19 60 18
Vehicles Entered 146 60 25 12 49 45 36 322 13 73 243 135
Vehicles Exited 144 61 25 12 48 44 33 321 12 73 239 136
Hourly Exit Rate 576 244 100 48 192 176 132 1284 48 292 956 544
Input Volume 573 213 105 38 177 157 241 1937 84 487 1496 824
% of Volume 101 115 95 126 108 112 55 66 57 60 64 66
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Interval #4 8:45

Movement All
Total Delay (hr) 25.2
Delay / Veh (s) 78.7
Total Stops 1181
Travel Dist (mi) 95.9
Travel Time (hr) 28.8
Avg Speed (mph) 3
Fuel Used (gal) 8.9
HC Emissions (g) 119
CO Emissions (g) 2342
NOx Emissions (g) 263
Vehicles Entered 1159
Vehicles Exited 1148
Hourly Exit Rate 4592
Input Volume 6332
% of Volume 73
Denied Entry Before 0
Denied Entry After 0
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1: Highway 9 & Highway 1 Performance by movement Entire Run

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 9.3 2.8 0.4 0.7 3.1 1.0 15.5 28.2 1.2 26.2 11.2 1.6
Delay / Veh (s) 57.9 45.2 13.1 61.7 58.4 21.5 388.6 78.5 80.1 309.5 38.8 10.4
Total Stops 512 167 86 39 171 140 367 1547 73 752 776 168
Travel Dist (mi) 31.6 11.6 5.7 6.0 28.0 25.1 12.7 112.2 4.8 24.8 85.8 42.3
Travel Time (hr) 10.6 3.3 0.7 0.9 4.1 2.1 16.1 32.2 1.5 27.2 14.3 3.3
Avg Speed (mph) 3 4 8 7 7 12 1 3 3 1 6 13
Fuel Used (gal) 3.0 1.1 0.3 0.4 1.6 1.0 4.0 10.3 0.4 6.8 5.6 1.4
HC Emissions (g) 38 13 5 7 24 16 37 149 6 66 97 27
CO Emissions (g) 683 281 120 144 506 354 675 2762 115 1197 2074 542
NOx Emissions (g) 71 33 14 16 59 41 52 341 13 99 256 70
Vehicles Entered 578 221 109 41 189 168 153 1302 57 314 1046 567
Vehicles Exited 579 225 109 41 194 168 136 1285 56 298 1039 567
Hourly Exit Rate 579 225 109 41 194 168 136 1285 56 298 1039 567
Input Volume 595 218 109 39 184 163 250 2011 87 506 1554 856
% of Volume 97 103 100 104 106 103 54 64 64 59 67 66
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Entire Run

Movement All
Total Delay (hr) 101.4
Delay / Veh (s) 77.3
Total Stops 4798
Travel Dist (mi) 390.7
Travel Time (hr) 116.3
Avg Speed (mph) 3
Fuel Used (gal) 35.9
HC Emissions (g) 484
CO Emissions (g) 9453
NOx Emissions (g) 1064
Vehicles Entered 4745
Vehicles Exited 4697
Hourly Exit Rate 4697
Input Volume 6572
% of Volume 71
Denied Entry Before 0
Denied Entry After 0
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2: Highway 9 & Coral Street Performance by movement Interval #1 8:00

Movement EBT EBR WBT NBR All
Total Delay (hr) 0.1 0.0 0.4 0.0 0.5
Delay / Veh (s) 1.9 0.4 5.8 5.0 4.2
Total Stops 8 0 19 27 54
Travel Dist (mi) 9.5 0.1 14.6 2.2 26.5
Travel Time (hr) 0.5 0.0 1.1 0.1 1.7
Avg Speed (mph) 21 18 13 16 16
Fuel Used (gal) 0.4 0.0 1.0 0.1 1.4
HC Emissions (g) 9 0 24 1 33
CO Emissions (g) 216 1 556 26 799
NOx Emissions (g) 25 0 76 3 104
Vehicles Entered 185 2 252 27 466
Vehicles Exited 187 2 249 28 466
Hourly Exit Rate 748 8 996 112 1864
Input Volume 757 6 1264 128 2155
% of Volume 99 133 79 88 86
Denied Entry Before 0 0 0 0 0
Denied Entry After 0 0 0 0 0

2: Highway 9 & Coral Street Performance by movement Interval #2 8:15

Movement EBT EBR WBT NBR All
Total Delay (hr) 0.2 0.0 0.3 0.1 0.5
Delay / Veh (s) 3.1 0.8 5.3 5.4 4.3
Total Stops 15 0 15 36 66
Travel Dist (mi) 10.5 0.1 13.1 3.0 26.7
Travel Time (hr) 0.6 0.0 1.0 0.2 1.7
Avg Speed (mph) 18 18 14 16 16
Fuel Used (gal) 0.4 0.0 0.9 0.1 1.4
HC Emissions (g) 8 0 18 1 27
CO Emissions (g) 207 1 460 35 702
NOx Emissions (g) 25 0 61 3 89
Vehicles Entered 202 2 217 37 458
Vehicles Exited 201 2 220 36 459
Hourly Exit Rate 804 8 880 144 1836
Input Volume 825 6 1433 139 2403
% of Volume 97 133 61 104 76
Denied Entry Before 0 0 0 0 0
Denied Entry After 0 0 0 0 0
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2: Highway 9 & Coral Street Performance by movement Interval #3 8:30

Movement EBT EBR WBT NBR All
Total Delay (hr) 0.1 0.0 0.3 0.0 0.4
Delay / Veh (s) 1.1 0.7 5.2 4.1 3.4
Total Stops 3 0 16 31 50
Travel Dist (mi) 9.3 0.1 12.9 2.5 24.9
Travel Time (hr) 0.4 0.0 0.9 0.2 1.5
Avg Speed (mph) 23 18 14 17 17
Fuel Used (gal) 0.4 0.0 0.9 0.1 1.3
HC Emissions (g) 8 0 19 1 27
CO Emissions (g) 203 1 477 20 702
NOx Emissions (g) 24 0 63 2 88
Vehicles Entered 180 2 222 31 435
Vehicles Exited 180 2 220 31 433
Hourly Exit Rate 720 8 880 124 1732
Input Volume 757 6 1264 128 2155
% of Volume 95 133 70 97 80
Denied Entry Before 0 0 0 0 0
Denied Entry After 0 0 0 0 0

2: Highway 9 & Coral Street Performance by movement Interval #4 8:45

Movement EBT EBR WBT NBR All
Total Delay (hr) 0.1 0.0 0.3 0.1 0.5
Delay / Veh (s) 2.2 0.6 5.4 7.9 4.2
Total Stops 8 0 17 34 59
Travel Dist (mi) 10.2 0.1 13.1 2.8 26.1
Travel Time (hr) 0.5 0.0 1.0 0.2 1.7
Avg Speed (mph) 20 20 14 14 16
Fuel Used (gal) 0.4 0.0 0.9 0.1 1.4
HC Emissions (g) 8 0 24 2 34
CO Emissions (g) 209 0 543 47 800
NOx Emissions (g) 25 0 75 5 105
Vehicles Entered 196 1 224 33 454
Vehicles Exited 197 1 222 33 453
Hourly Exit Rate 788 4 888 132 1812
Input Volume 757 6 1264 128 2155
% of Volume 104 67 70 103 84
Denied Entry Before 0 0 0 0 0
Denied Entry After 0 0 0 0 0
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2: Highway 9 & Coral Street Performance by movement Entire Run

Movement EBT EBR WBT NBR All
Total Delay (hr) 0.4 0.0 1.4 0.2 2.0
Delay / Veh (s) 2.1 0.6 5.4 5.7 4.0
Total Stops 35 0 68 127 230
Travel Dist (mi) 39.5 0.4 53.7 10.6 104.2
Travel Time (hr) 1.9 0.0 4.0 0.7 6.6
Avg Speed (mph) 20 18 14 16 16
Fuel Used (gal) 1.5 0.0 3.6 0.3 5.5
HC Emissions (g) 33 0 84 5 121
CO Emissions (g) 835 3 2036 128 3002
NOx Emissions (g) 98 0 273 13 385
Vehicles Entered 764 7 915 127 1813
Vehicles Exited 765 7 911 127 1810
Hourly Exit Rate 765 7 911 127 1810
Input Volume 774 6 1306 131 2217
% of Volume 99 117 70 97 82
Denied Entry Before 0 0 0 0 0
Denied Entry After 0 0 0 0 0

3: Highway 9 & Fern Street Performance by movement Interval #1 8:00

Movement EBT EBR WBL WBT NBL NBR All
Total Delay (hr) 0.1 0.0 0.2 0.1 0.0 0.0 0.4
Delay / Veh (s) 1.3 8.1 1.6 63.6 6.4 3.2
Total Stops 0 0 47 7 2 25 81
Travel Dist (mi) 7.5 0.0 3.9 8.7 0.2 2.4 22.7
Travel Time (hr) 0.4 0.0 0.3 0.4 0.0 0.1 1.3
Avg Speed (mph) 19 18 12 23 4 16 17
Fuel Used (gal) 0.5 0.0 0.1 0.3 0.0 0.1 1.1
HC Emissions (g) 11 0 1 10 0 1 23
CO Emissions (g) 337 0 25 211 2 25 599
NOx Emissions (g) 40 0 3 28 0 3 74
Vehicles Entered 157 0 77 173 2 25 434
Vehicles Exited 159 0 76 173 2 25 435
Hourly Exit Rate 636 0 304 692 8 100 1740
Input Volume 658 1 387 878 5 96 2025
% of Volume 97 0 79 79 160 104 86
Denied Entry Before 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0
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3: Highway 9 & Fern Street Performance by movement Interval #2 8:15

Movement EBT EBR WBL WBT NBL NBR All
Total Delay (hr) 0.1 0.0 0.2 0.1 0.0 0.0 0.4
Delay / Veh (s) 1.6 1.0 9.2 1.4 66.5 6.4 3.1
Total Stops 0 0 42 3 1 27 73
Travel Dist (mi) 8.6 0.0 3.2 7.7 0.1 2.7 22.3
Travel Time (hr) 0.5 0.0 0.3 0.3 0.0 0.2 1.3
Avg Speed (mph) 19 17 11 24 5 16 18
Fuel Used (gal) 0.6 0.0 0.1 0.3 0.0 0.1 1.1
HC Emissions (g) 13 0 0 6 0 1 20
CO Emissions (g) 376 1 13 140 1 24 554
NOx Emissions (g) 45 0 2 18 0 3 67
Vehicles Entered 181 1 64 156 1 28 431
Vehicles Exited 180 1 65 156 1 27 430
Hourly Exit Rate 720 4 260 624 4 108 1720
Input Volume 741 1 427 967 5 105 2246
% of Volume 97 400 61 65 80 103 77
Denied Entry Before 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0

3: Highway 9 & Fern Street Performance by movement Interval #3 8:30

Movement EBT EBR WBL WBT NBL NBR All
Total Delay (hr) 0.1 0.0 0.1 0.0 0.0 0.0 0.3
Delay / Veh (s) 1.5 6.2 0.9 36.4 6.6 2.6
Total Stops 0 0 39 3 2 24 68
Travel Dist (mi) 7.4 0.0 3.4 7.2 0.2 2.3 20.5
Travel Time (hr) 0.4 0.0 0.3 0.3 0.0 0.1 1.1
Avg Speed (mph) 19 21 13 25 6 16 18
Fuel Used (gal) 0.6 0.0 0.1 0.2 0.0 0.1 1.0
HC Emissions (g) 12 0 1 6 0 1 20
CO Emissions (g) 354 0 21 138 1 28 544
NOx Emissions (g) 41 0 3 17 0 3 64
Vehicles Entered 157 0 68 144 2 24 395
Vehicles Exited 157 0 66 143 2 24 392
Hourly Exit Rate 628 0 264 572 8 96 1568
Input Volume 658 1 387 878 5 96 2025
% of Volume 95 0 68 65 160 100 77
Denied Entry Before 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0
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3: Highway 9 & Fern Street Performance by movement Interval #4 8:45

Movement EBT EBR WBL WBT NBL NBR All
Total Delay (hr) 0.1 0.0 0.2 0.1 0.0 0.0 0.4
Delay / Veh (s) 1.4 0.4 8.7 1.5 36.4 7.4 3.0
Total Stops 0 0 40 6 2 21 69
Travel Dist (mi) 8.3 0.0 3.1 8.0 0.2 2.0 21.7
Travel Time (hr) 0.4 0.0 0.3 0.3 0.0 0.1 1.2
Avg Speed (mph) 19 15 11 23 7 16 18
Fuel Used (gal) 0.6 0.0 0.1 0.3 0.0 0.1 1.1
HC Emissions (g) 15 0 1 10 0 1 26
CO Emissions (g) 412 0 17 203 1 23 657
NOx Emissions (g) 49 0 2 27 0 3 81
Vehicles Entered 173 1 62 159 2 21 418
Vehicles Exited 174 1 64 160 2 21 422
Hourly Exit Rate 696 4 256 640 8 84 1688
Input Volume 658 1 387 878 5 96 2025
% of Volume 106 400 66 73 160 88 83
Denied Entry Before 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0

3: Highway 9 & Fern Street Performance by movement Entire Run

Movement EBT EBR WBL WBT NBL NBR All
Total Delay (hr) 0.3 0.0 0.6 0.2 0.1 0.2 1.4
Delay / Veh (s) 1.4 0.8 8.1 1.4 56.6 6.7 3.0
Total Stops 1 0 167 19 6 97 290
Travel Dist (mi) 31.8 0.1 13.6 31.7 0.6 9.4 87.2
Travel Time (hr) 1.7 0.0 1.2 1.4 0.1 0.6 4.9
Avg Speed (mph) 19 17 12 24 5 16 18
Fuel Used (gal) 2.3 0.0 0.4 1.1 0.0 0.3 4.2
HC Emissions (g) 51 0 3 31 0 4 90
CO Emissions (g) 1479 1 77 692 5 101 2354
NOx Emissions (g) 174 0 10 90 0 12 286
Vehicles Entered 669 2 271 632 6 98 1678
Vehicles Exited 670 2 272 632 6 97 1679
Hourly Exit Rate 670 2 272 632 6 97 1679
Input Volume 679 1 397 900 5 98 2080
% of Volume 99 200 69 70 120 99 81
Denied Entry Before 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0
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4: Highway 9 & Encinal Street Performance by movement Interval #1 8:00

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 0.0 0.4 0.0 0.4 0.1 0.0 0.0 0.0 0.1 0.1 0.0 0.0
Delay / Veh (s) 15.3 16.0 8.5 14.4 10.5 4.9 37.9 25.0 3.3 31.9 36.3 14.0
Total Stops 2 55 8 68 22 11 1 1 31 14 1 1
Travel Dist (mi) 0.2 4.0 0.6 5.4 2.1 1.0 0.0 0.0 2.3 0.3 0.0 0.0
Travel Time (hr) 0.0 0.5 0.1 0.7 0.2 0.1 0.0 0.0 0.2 0.2 0.0 0.0
Avg Speed (mph) 8 8 10 8 10 13 4 4 13 2 2 4
Fuel Used (gal) 0.0 0.2 0.0 0.2 0.1 0.0 0.0 0.0 0.1 0.0 0.0 0.0
HC Emissions (g) 0 2 0 1 4 0 0 0 1 0 0 0
CO Emissions (g) 1 49 2 28 65 9 0 0 12 7 0 0
NOx Emissions (g) 0 6 0 3 8 1 0 0 1 1 0 0
Vehicles Entered 3 84 12 110 44 20 1 1 59 15 1 1
Vehicles Exited 3 81 12 110 45 20 1 1 59 16 1 1
Hourly Exit Rate 12 324 48 440 180 80 4 4 236 64 4 4
Input Volume 7 348 45 588 198 97 6 3 248 57 2 3
% of Volume 171 93 107 75 91 82 67 133 95 112 200 133
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 0 0 0

4: Highway 9 & Encinal Street Performance by movement Interval #1 8:00

Movement All
Total Delay (hr) 1.2
Delay / Veh (s) 12.7
Total Stops 215
Travel Dist (mi) 15.8
Travel Time (hr) 1.9
Avg Speed (mph) 8
Fuel Used (gal) 0.6
HC Emissions (g) 8
CO Emissions (g) 173
NOx Emissions (g) 21
Vehicles Entered 351
Vehicles Exited 350
Hourly Exit Rate 1400
Input Volume 1602
% of Volume 87
Denied Entry Before 0
Denied Entry After 0
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4: Highway 9 & Encinal Street Performance by movement Interval #2 8:15

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 0.0 0.5 0.1 0.5 0.1 0.0 0.0 0.0 0.1 0.1 0.0 0.0
Delay / Veh (s) 17.8 18.7 16.1 15.0 9.0 3.7 35.3 3.1 27.0 9.7
Total Stops 0 75 9 73 17 8 2 0 32 17 0 1
Travel Dist (mi) 0.0 4.8 0.6 5.4 1.7 0.7 0.1 0.0 2.5 0.3 0.0 0.0
Travel Time (hr) 0.0 0.7 0.1 0.7 0.2 0.1 0.0 0.0 0.2 0.2 0.0 0.0
Avg Speed (mph) 5 7 7 8 11 14 4 3 13 2 2 4
Fuel Used (gal) 0.0 0.2 0.0 0.2 0.1 0.0 0.0 0.0 0.1 0.0 0.0 0.0
HC Emissions (g) 0 2 0 1 2 0 0 0 0 0 0 0
CO Emissions (g) 0 49 4 27 46 5 0 0 12 7 0 0
NOx Emissions (g) 0 6 1 3 6 0 0 0 1 1 0 0
Vehicles Entered 1 100 12 113 37 16 2 0 62 18 1 1
Vehicles Exited 1 101 12 114 37 15 2 0 62 18 0 1
Hourly Exit Rate 4 404 48 456 148 60 8 0 248 72 0 4
Input Volume 8 396 52 668 223 110 7 3 281 65 2 3
% of Volume 50 102 92 68 66 55 114 0 88 111 0 133
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 0 0 0

4: Highway 9 & Encinal Street Performance by movement Interval #2 8:15

Movement All
Total Delay (hr) 1.4
Delay / Veh (s) 13.8
Total Stops 234
Travel Dist (mi) 16.1
Travel Time (hr) 2.1
Avg Speed (mph) 8
Fuel Used (gal) 0.7
HC Emissions (g) 7
CO Emissions (g) 152
NOx Emissions (g) 19
Vehicles Entered 363
Vehicles Exited 363
Hourly Exit Rate 1452
Input Volume 1818
% of Volume 80
Denied Entry Before 0
Denied Entry After 0
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4: Highway 9 & Encinal Street Performance by movement Interval #3 8:30

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 0.0 0.4 0.0 0.4 0.1 0.0 0.0 0.0 0.1 0.1 0.0 0.0
Delay / Veh (s) 19.8 17.8 11.2 14.4 8.2 4.7 33.4 16.5 3.2 29.6 15.7 4.5
Total Stops 1 60 11 62 13 8 3 1 31 13 1 1
Travel Dist (mi) 0.1 4.0 0.7 4.6 1.6 0.8 0.1 0.0 2.3 0.2 0.0 0.0
Travel Time (hr) 0.0 0.6 0.1 0.6 0.1 0.1 0.0 0.0 0.2 0.1 0.0 0.0
Avg Speed (mph) 8 7 9 8 12 13 4 4 13 2 2 7
Fuel Used (gal) 0.0 0.2 0.0 0.2 0.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0
HC Emissions (g) 0 2 0 1 2 0 0 0 0 0 0 0
CO Emissions (g) 0 43 6 26 36 4 0 0 9 7 0 0
NOx Emissions (g) 0 5 1 3 5 0 0 0 1 1 0 0
Vehicles Entered 1 84 14 95 34 16 3 1 59 14 0 1
Vehicles Exited 1 84 14 94 34 15 2 1 58 14 1 1
Hourly Exit Rate 4 336 56 376 136 60 8 4 232 56 4 4
Input Volume 7 348 45 588 198 97 6 3 248 57 2 3
% of Volume 57 97 124 64 69 62 133 133 94 98 200 133
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 0 0 0

4: Highway 9 & Encinal Street Performance by movement Interval #3 8:30

Movement All
Total Delay (hr) 1.1
Delay / Veh (s) 12.7
Total Stops 205
Travel Dist (mi) 14.4
Travel Time (hr) 1.8
Avg Speed (mph) 8
Fuel Used (gal) 0.6
HC Emissions (g) 6
CO Emissions (g) 132
NOx Emissions (g) 16
Vehicles Entered 322
Vehicles Exited 319
Hourly Exit Rate 1276
Input Volume 1602
% of Volume 80
Denied Entry Before 0
Denied Entry After 0
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4: Highway 9 & Encinal Street Performance by movement Interval #4 8:45

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 0.0 0.4 0.0 0.4 0.1 0.0 0.0 0.0 0.1 0.2 0.0 0.0
Delay / Veh (s) 21.1 17.4 7.2 14.5 9.1 5.3 44.9 34.2 2.9 37.9 18.8
Total Stops 1 64 5 70 17 10 1 1 33 17 0 1
Travel Dist (mi) 0.1 4.3 0.4 5.2 1.8 0.8 0.0 0.0 2.5 0.3 0.0 0.0
Travel Time (hr) 0.0 0.6 0.0 0.7 0.2 0.1 0.0 0.0 0.2 0.2 0.0 0.0
Avg Speed (mph) 6 7 11 8 11 12 3 4 14 2 1 3
Fuel Used (gal) 0.0 0.2 0.0 0.2 0.1 0.0 0.0 0.0 0.1 0.1 0.0 0.0
HC Emissions (g) 0 2 0 1 3 0 0 0 1 1 0 0
CO Emissions (g) 0 43 1 36 54 8 0 0 13 10 0 0
NOx Emissions (g) 0 5 0 4 7 1 0 0 1 1 0 0
Vehicles Entered 2 90 8 108 39 17 1 1 64 18 0 1
Vehicles Exited 2 90 8 108 39 17 1 1 64 18 0 1
Hourly Exit Rate 8 360 32 432 156 68 4 4 256 72 0 4
Input Volume 7 348 45 588 198 97 6 3 248 57 2 3
% of Volume 114 103 71 73 79 70 67 133 103 126 0 133
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 0 0 0

4: Highway 9 & Encinal Street Performance by movement Interval #4 8:45

Movement All
Total Delay (hr) 1.3
Delay / Veh (s) 13.4
Total Stops 220
Travel Dist (mi) 15.6
Travel Time (hr) 2.0
Avg Speed (mph) 8
Fuel Used (gal) 0.7
HC Emissions (g) 8
CO Emissions (g) 166
NOx Emissions (g) 20
Vehicles Entered 349
Vehicles Exited 349
Hourly Exit Rate 1396
Input Volume 1602
% of Volume 87
Denied Entry Before 0
Denied Entry After 0
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4: Highway 9 & Encinal Street Performance by movement Entire Run

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 0.0 1.7 0.1 1.7 0.4 0.1 0.1 0.0 0.2 0.6 0.0 0.0
Delay / Veh (s) 18.0 17.5 11.3 14.5 9.4 4.7 31.4 28.1 3.1 31.7 41.8 11.8
Total Stops 4 254 33 274 69 37 7 3 126 61 2 4
Travel Dist (mi) 0.4 17.1 2.1 20.6 7.2 3.3 0.3 0.1 9.6 1.1 0.0 0.1
Travel Time (hr) 0.1 2.3 0.2 2.6 0.7 0.3 0.1 0.0 0.7 0.7 0.0 0.0
Avg Speed (mph) 7 7 9 8 11 13 4 4 13 2 2 4
Fuel Used (gal) 0.0 0.8 0.1 0.9 0.3 0.1 0.0 0.0 0.2 0.2 0.0 0.0
HC Emissions (g) 0 8 1 4 11 1 0 0 2 2 0 0
CO Emissions (g) 2 184 14 118 201 25 1 0 45 30 0 1
NOx Emissions (g) 0 23 2 14 26 2 0 0 4 3 0 0
Vehicles Entered 7 357 45 426 155 68 7 3 243 65 2 4
Vehicles Exited 7 356 45 427 155 68 7 3 244 66 2 4
Hourly Exit Rate 7 356 45 427 155 68 7 3 244 66 2 4
Input Volume 7 360 47 608 204 100 6 3 256 59 2 3
% of Volume 97 99 96 70 76 68 112 100 95 112 100 133
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 0 0 0

4: Highway 9 & Encinal Street Performance by movement Entire Run

Movement All
Total Delay (hr) 5.0
Delay / Veh (s) 13.1
Total Stops 874
Travel Dist (mi) 62.0
Travel Time (hr) 7.7
Avg Speed (mph) 8
Fuel Used (gal) 2.6
HC Emissions (g) 28
CO Emissions (g) 622
NOx Emissions (g) 75
Vehicles Entered 1382
Vehicles Exited 1384
Hourly Exit Rate 1384
Input Volume 1656
% of Volume 84
Denied Entry Before 0
Denied Entry After 0
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Total Network Performance By Interval

Interval Start 8:00 8:15 8:30 8:45 All
Total Delay (hr) 68.5 193.7 328.8 443.1 1034.0
Delay / Veh (s) 178.4 571.6 1003.2 1349.5 749.9
Total Stops 3561 5020 4981 5186 18746
Travel Dist (mi) 1126.9 997.6 975.9 978.8 4079.1
Travel Time (hr) 109.5 230.2 364.5 478.9 1183.0
Avg Speed (mph) 11 8 8 8 9
Fuel Used (gal) 52.0 77.0 106.5 132.2 367.6
HC Emissions (g) 922 1097 1365 1533 4916
CO Emissions (g) 17386 20475 25136 28235 91232
NOx Emissions (g) 2447 2418 2646 2729 10239
Vehicles Entered 1486 1238 1168 1182 5074
Vehicles Exited 1275 1207 1188 1182 4853
Hourly Exit Rate 5100 4828 4752 4728 4853
Input Volume 29355 33588 29355 29355 30413
% of Volume 17 14 16 16 16
Denied Entry Before 7 116 737 1176 7
Denied Entry After 116 737 1176 1648 1648
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Summary of All Intervals

Run Number 1 2 3 4 5 Avg
Start Time 7:57 7:57 7:57 7:57 7:57 7:57
End Time 9:00 9:00 9:00 9:00 9:00 9:00
Total Time (min) 63 63 63 63 63 63
Time Recorded (min) 60 60 60 60 60 60
# of Intervals 5 5 5 5 5 5
# of Recorded Intvls 4 4 4 4 4 4
Vehs Entered 5309 5186 5330 5337 5297 5294
Vehs Exited 5006 4972 5076 5088 5095 5049
Starting Vehs 307 328 330 303 326 318
Ending Vehs 610 542 584 552 528 562
Denied Entry Before 5 8 16 1 16 9
Denied Entry After 2482 2683 2683 2598 2819 2653
Travel Distance (mi) 3972 3898 3978 3953 3979 3956
Travel Time (hr) 1607.9 1719.8 1713.6 1598.3 1720.1 1671.9
Total Delay (hr) 1461.3 1576.0 1566.6 1452.0 1573.2 1525.8
Total Stops 16174 16851 17597 16604 17287 16901
Fuel Used (gal) 460.1 484.6 484.3 459.1 486.8 475.0

Interval #0 Information  Seeding
Start Time 7:57
End Time 8:00
Total Time (min) 3
Volumes adjusted by Growth Factors, Anti PHF.
No data recorded this interval.

Interval #1 Information  Recording
Start Time 8:00
End Time 8:15
Total Time (min) 15
Volumes adjusted by Growth Factors, Anti PHF.

Run Number 1 2 3 4 5 Avg
Vehs Entered 1666 1647 1661 1733 1634 1670
Vehs Exited 1392 1334 1356 1389 1367 1368
Starting Vehs 307 328 330 303 326 318
Ending Vehs 581 641 635 647 593 620
Denied Entry Before 5 8 16 1 16 9
Denied Entry After 166 273 291 175 298 240
Travel Distance (mi) 1186 1146 1160 1191 1165 1170
Travel Time (hr) 127.2 160.7 167.7 138.6 162.3 151.3
Total Delay (hr) 83.6 118.6 125.1 94.8 119.5 108.3
Total Stops 3742 4815 4726 4336 4613 4447
Fuel Used (gal) 57.5 64.2 66.1 60.4 65.0 62.7
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Interval #2 Information  Recording
Start Time 8:15
End Time 8:30
Total Time (min) 15
Volumes adjusted by PHF, Growth Factors.

Run Number 1 2 3 4 5 Avg
Vehs Entered 1323 1249 1340 1396 1384 1337
Vehs Exited 1260 1336 1396 1408 1360 1353
Starting Vehs 581 641 635 647 593 620
Ending Vehs 644 554 579 635 617 604
Denied Entry Before 166 273 291 175 298 240
Denied Entry After 1039 1121 1044 929 1040 1034
Travel Distance (mi) 973 992 1058 1077 1055 1031
Travel Time (hr) 296.2 320.9 324.0 296.1 320.8 311.6
Total Delay (hr) 260.3 284.3 285.0 256.4 282.0 273.6
Total Stops 4312 4812 4964 4807 4931 4764
Fuel Used (gal) 91.1 97.7 100.0 93.8 99.1 96.3

Interval #3 Information  Recording
Start Time 8:30
End Time 8:45
Total Time (min) 15
Volumes adjusted by Growth Factors, Anti PHF.

Run Number 1 2 3 4 5 Avg
Vehs Entered 1166 1145 1151 1135 1188 1157
Vehs Exited 1223 1150 1185 1202 1242 1201
Starting Vehs 644 554 579 635 617 604
Ending Vehs 587 549 545 568 563 564
Denied Entry Before 1039 1121 1044 929 1040 1034
Denied Entry After 1789 1924 1911 1737 1869 1848
Travel Distance (mi) 939 892 881 881 920 903
Travel Time (hr) 505.0 523.8 507.3 479.9 513.2 505.8
Total Delay (hr) 470.4 490.8 474.6 447.2 479.1 472.4
Total Stops 3947 3743 3944 3771 4074 3897
Fuel Used (gal) 137.1 140.7 135.9 130.6 139.0 136.6
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Interval #4 Information  Recording
Start Time 8:45
End Time 9:00
Total Time (min) 15
Volumes adjusted by Growth Factors, Anti PHF.

Run Number 1 2 3 4 5 Avg
Vehs Entered 1154 1145 1178 1073 1091 1127
Vehs Exited 1131 1152 1139 1089 1126 1126
Starting Vehs 587 549 545 568 563 564
Ending Vehs 610 542 584 552 528 562
Denied Entry Before 1789 1924 1911 1737 1869 1848
Denied Entry After 2482 2683 2683 2598 2819 2653
Travel Distance (mi) 874 868 879 804 839 853
Travel Time (hr) 679.4 714.4 714.6 683.6 723.8 703.2
Total Delay (hr) 647.0 682.3 681.9 653.7 692.5 671.5
Total Stops 4173 3481 3963 3690 3669 3793
Fuel Used (gal) 174.4 182.0 182.3 174.3 183.7 179.3
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1: Highway 9 & Highway 1 Performance by movement Interval #1 8:00

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 5.2 1.2 0.3 1.6 4.3 1.8 4.7 5.8 0.5 3.9 6.4 0.6
Delay / Veh (s) 113.6 71.7 18.9 207.9 210.9 56.0 578.3 73.6 64.4 186.0 71.3 20.3
Total Stops 150 52 55 53 149 112 61 324 28 148 320 59
Travel Dist (mi) 9.0 3.3 3.2 4.0 10.9 17.7 2.4 24.7 2.1 6.4 26.4 7.9
Travel Time (hr) 5.6 1.4 0.5 1.7 4.7 2.6 4.8 6.7 0.6 4.1 7.3 0.9
Avg Speed (mph) 2 2 7 3 3 9 1 4 4 2 4 9
Fuel Used (gal) 1.5 0.4 0.2 0.5 1.3 0.9 1.1 2.2 0.2 1.1 2.4 0.4
HC Emissions (g) 22 5 5 8 13 18 10 30 3 9 43 8
CO Emissions (g) 362 99 99 151 260 325 182 573 53 188 790 172
NOx Emissions (g) 33 11 11 16 25 38 11 69 6 18 100 22
Vehicles Entered 165 60 61 29 82 119 35 286 25 84 322 106
Vehicles Exited 163 62 61 26 66 118 23 283 26 67 322 105
Hourly Exit Rate 652 248 244 104 264 472 92 1132 104 268 1288 420
Input Volume 885 303 265 113 364 524 422 1558 134 483 1838 608
% of Volume 74 82 92 92 73 90 22 73 78 55 70 69
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 5 0 1 2 5 5 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Interval #1 8:00

Movement All
Total Delay (hr) 36.2
Delay / Veh (s) 96.8
Total Stops 1511
Travel Dist (mi) 118.1
Travel Time (hr) 40.8
Avg Speed (mph) 3
Fuel Used (gal) 12.2
HC Emissions (g) 174
CO Emissions (g) 3253
NOx Emissions (g) 361
Vehicles Entered 1374
Vehicles Exited 1322
Hourly Exit Rate 5288
Input Volume 7497
% of Volume 71
Denied Entry Before 0
Denied Entry After 18
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1: Highway 9 & Highway 1 Performance by movement Interval #2 8:15

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 5.9 1.6 0.6 2.5 9.6 7.5 4.8 4.9 0.4 6.4 4.8 0.5
Delay / Veh (s) 132.1 68.2 33.0 526.7 479.7 255.8 753.2 69.7 72.0 346.4 58.0 17.3
Total Stops 142 58 56 44 173 112 40 265 23 168 269 49
Travel Dist (mi) 8.9 4.1 3.2 2.5 10.5 15.9 2.1 21.7 1.8 5.5 24.2 7.7
Travel Time (hr) 6.3 1.7 0.8 2.6 10.0 8.2 4.9 5.7 0.5 6.7 5.6 0.8
Avg Speed (mph) 2 2 7 2 2 7 0 4 4 1 4 10
Fuel Used (gal) 1.6 0.5 0.2 0.6 2.5 2.1 1.1 1.9 0.2 1.7 2.0 0.3
HC Emissions (g) 35 9 10 6 24 31 12 31 2 14 32 6
CO Emissions (g) 507 166 160 119 434 522 199 584 42 266 636 136
NOx Emissions (g) 39 18 14 10 35 44 13 73 5 21 78 17
Vehicles Entered 162 85 62 18 73 107 23 248 21 70 295 104
Vehicles Exited 162 81 62 17 71 105 24 257 21 64 296 102
Hourly Exit Rate 648 324 248 68 284 420 96 1028 84 256 1184 408
Input Volume 962 426 288 122 396 569 459 1694 146 524 1998 661
% of Volume 67 76 86 56 72 74 21 61 58 49 59 62
Denied Entry Before 5 0 1 2 5 5 0 0 0 0 0 0
Denied Entry After 6 0 1 8 24 40 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Interval #2 8:15

Movement All
Total Delay (hr) 49.5
Delay / Veh (s) 140.8
Total Stops 1399
Travel Dist (mi) 108.2
Travel Time (hr) 53.7
Avg Speed (mph) 3
Fuel Used (gal) 14.8
HC Emissions (g) 213
CO Emissions (g) 3772
NOx Emissions (g) 366
Vehicles Entered 1268
Vehicles Exited 1262
Hourly Exit Rate 5048
Input Volume 8245
% of Volume 61
Denied Entry Before 18
Denied Entry After 79
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1: Highway 9 & Highway 1 Performance by movement Interval #3 8:30

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 6.4 1.7 0.7 4.3 14.2 14.1 5.0 2.0 0.2 6.9 4.1 0.3
Delay / Veh (s) 138.5 83.8 39.6 670.1 728.7 456.8 687.7 53.5 45.3 366.7 50.4 13.6
Total Stops 142 58 59 55 166 116 61 111 11 172 260 33
Travel Dist (mi) 9.2 3.8 3.4 3.4 10.3 16.5 2.3 11.8 1.1 5.5 24.3 6.7
Travel Time (hr) 6.8 1.9 0.9 4.4 14.5 14.8 5.1 2.5 0.2 7.1 5.0 0.6
Avg Speed (mph) 2 2 7 2 2 9 0 5 5 1 5 11
Fuel Used (gal) 1.7 0.5 0.3 1.1 3.6 3.6 1.2 0.8 0.1 1.8 1.8 0.3
HC Emissions (g) 47 9 11 7 30 46 10 10 1 15 31 7
CO Emissions (g) 664 163 172 152 553 775 182 205 18 276 613 155
NOx Emissions (g) 49 16 15 11 40 58 11 24 2 22 75 20
Vehicles Entered 167 73 65 22 70 110 27 134 13 67 295 89
Vehicles Exited 167 75 63 22 70 112 26 140 14 68 295 91
Hourly Exit Rate 668 300 252 88 280 448 104 560 56 272 1180 364
Input Volume 885 303 265 113 364 524 422 1558 134 483 1838 608
% of Volume 75 99 95 78 77 85 25 36 42 56 64 60
Denied Entry Before 6 0 1 8 24 40 0 0 0 0 0 0
Denied Entry After 9 1 3 13 40 64 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Interval #3 8:30

Movement All
Total Delay (hr) 59.9
Delay / Veh (s) 189.8
Total Stops 1244
Travel Dist (mi) 98.3
Travel Time (hr) 63.8
Avg Speed (mph) 3
Fuel Used (gal) 16.6
HC Emissions (g) 225
CO Emissions (g) 3927
NOx Emissions (g) 343
Vehicles Entered 1132
Vehicles Exited 1143
Hourly Exit Rate 4572
Input Volume 7497
% of Volume 61
Denied Entry Before 79
Denied Entry After 130



Hwy 1/Hwy 9
2030 No Project 2/2/2011

PM Peak Hour SimTraffic Report
Page 7

1: Highway 9 & Highway 1 Performance by movement Interval #4 8:45

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 7.7 1.8 1.1 6.3 19.1 21.7 5.0 1.2 0.1 7.0 3.8 0.3
Delay / Veh (s) 165.4 96.2 70.6 981.6 967.8 738.1 615.1 44.8 34.1 374.1 48.2 13.0
Total Stops 144 54 49 54 163 112 57 70 8 165 253 38
Travel Dist (mi) 9.2 3.6 2.9 3.4 10.6 15.9 2.6 8.6 1.0 5.5 23.6 7.0
Travel Time (hr) 8.1 2.0 1.2 6.4 19.5 22.4 5.1 1.6 0.2 7.2 4.7 0.6
Avg Speed (mph) 2 2 8 2 2 11 1 6 6 1 5 11
Fuel Used (gal) 1.9 0.6 0.3 1.5 4.7 5.2 1.2 0.5 0.0 1.8 1.7 0.3
HC Emissions (g) 59 10 13 12 40 59 11 5 1 17 29 5
CO Emissions (g) 816 171 198 225 726 983 193 116 17 309 591 121
NOx Emissions (g) 58 17 15 14 47 61 13 14 2 24 74 15
Vehicles Entered 167 67 55 25 69 106 29 100 12 67 285 94
Vehicles Exited 167 67 56 22 73 107 29 99 12 67 289 92
Hourly Exit Rate 668 268 224 88 292 428 116 396 48 268 1156 368
Input Volume 885 303 265 113 364 524 422 1558 134 483 1838 608
% of Volume 75 88 85 78 80 82 27 25 36 55 63 61
Denied Entry Before 9 1 3 13 40 64 0 0 0 0 0 0
Denied Entry After 15 2 4 19 69 94 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Interval #4 8:45

Movement All
Total Delay (hr) 75.1
Delay / Veh (s) 251.0
Total Stops 1167
Travel Dist (mi) 93.8
Travel Time (hr) 78.8
Avg Speed (mph) 3
Fuel Used (gal) 19.8
HC Emissions (g) 262
CO Emissions (g) 4467
NOx Emissions (g) 352
Vehicles Entered 1076
Vehicles Exited 1080
Hourly Exit Rate 4320
Input Volume 7497
% of Volume 58
Denied Entry Before 130
Denied Entry After 203
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1: Highway 9 & Highway 1 Performance by movement Entire Run

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 25.2 6.3 2.7 14.6 47.2 45.2 19.4 14.0 1.2 24.2 19.1 1.8
Delay / Veh (s) 137.5 79.7 39.8 577.5 591.9 368.9 652.5 65.0 59.0 314.7 57.4 16.3
Total Stops 578 221 220 206 651 453 219 769 70 653 1102 179
Travel Dist (mi) 36.4 14.8 12.7 13.3 42.3 66.0 9.4 66.9 6.0 22.8 98.5 29.3
Travel Time (hr) 26.7 6.9 3.4 15.1 48.7 48.1 19.8 16.3 1.4 25.1 22.6 2.9
Avg Speed (mph) 2 2 7 2 2 9 0 4 4 1 4 10
Fuel Used (gal) 6.6 2.0 1.0 3.7 12.1 11.8 4.7 5.4 0.4 6.3 7.9 1.3
HC Emissions (g) 164 33 40 34 106 154 43 76 7 55 134 27
CO Emissions (g) 2349 598 630 647 1973 2605 756 1478 130 1040 2630 584
NOx Emissions (g) 178 62 56 50 148 201 47 179 15 85 327 74
Vehicles Entered 660 285 242 95 294 441 114 769 70 288 1197 393
Vehicles Exited 659 284 243 87 280 442 101 779 72 267 1201 391
Hourly Exit Rate 659 284 243 87 280 442 101 779 72 267 1201 391
Input Volume 904 334 271 115 372 535 431 1592 137 493 1878 621
% of Volume 73 85 90 75 75 83 23 49 53 54 64 63
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 15 2 4 19 69 94 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Entire Run

Movement All
Total Delay (hr) 220.8
Delay / Veh (s) 164.7
Total Stops 5321
Travel Dist (mi) 418.3
Travel Time (hr) 237.2
Avg Speed (mph) 3
Fuel Used (gal) 63.4
HC Emissions (g) 873
CO Emissions (g) 15420
NOx Emissions (g) 1422
Vehicles Entered 4848
Vehicles Exited 4806
Hourly Exit Rate 4806
Input Volume 7684
% of Volume 63
Denied Entry Before 0
Denied Entry After 203
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2: Highway 9 & Coral Street Performance by movement Interval #1 8:00

Movement EBT EBR WBT NBR All
Total Delay (hr) 2.2 0.0 0.9 0.2 3.3
Delay / Veh (s) 33.8 6.4 17.4 10.5 24.4
Total Stops 120 1 58 56 235
Travel Dist (mi) 12.3 0.2 11.8 4.6 28.9
Travel Time (hr) 2.7 0.0 1.5 0.4 4.5
Avg Speed (mph) 5 12 8 12 6
Fuel Used (gal) 1.0 0.0 0.8 0.2 1.9
HC Emissions (g) 15 0 16 3 34
CO Emissions (g) 314 2 339 77 733
NOx Emissions (g) 41 0 46 8 96
Vehicles Entered 243 4 194 55 496
Vehicles Exited 229 4 193 56 482
Hourly Exit Rate 916 16 772 224 1928
Input Volume 1177 24 1394 246 2841
% of Volume 78 67 55 91 68
Denied Entry Before 0 0 0 0 0
Denied Entry After 0 0 0 0 0

2: Highway 9 & Coral Street Performance by movement Interval #2 8:15

Movement EBT EBR WBT NBR All
Total Delay (hr) 3.2 0.0 1.1 0.7 5.0
Delay / Veh (s) 48.7 15.7 18.0 32.6 33.6
Total Stops 121 2 58 72 253
Travel Dist (mi) 12.1 0.2 12.6 6.1 31.1
Travel Time (hr) 3.6 0.0 1.7 0.9 6.3
Avg Speed (mph) 4 10 9 6 5
Fuel Used (gal) 1.2 0.0 0.8 0.3 2.3
HC Emissions (g) 13 0 15 6 34
CO Emissions (g) 275 5 305 131 716
NOx Emissions (g) 33 1 42 14 90
Vehicles Entered 236 5 219 74 534
Vehicles Exited 235 5 217 72 529
Hourly Exit Rate 940 20 868 288 2116
Input Volume 1380 28 1600 289 3297
% of Volume 68 71 54 100 64
Denied Entry Before 0 0 0 0 0
Denied Entry After 2 0 2 0 4
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2: Highway 9 & Coral Street Performance by movement Interval #3 8:30

Movement EBT EBR WBT NBR All
Total Delay (hr) 3.0 0.0 0.8 0.7 4.5
Delay / Veh (s) 44.4 15.2 15.2 39.7 32.3
Total Stops 118 2 51 62 233
Travel Dist (mi) 12.4 0.3 11.8 5.1 29.6
Travel Time (hr) 3.4 0.0 1.3 0.9 5.7
Avg Speed (mph) 4 7 9 6 5
Fuel Used (gal) 1.1 0.0 0.7 0.3 2.2
HC Emissions (g) 16 0 16 3 35
CO Emissions (g) 317 2 332 89 740
NOx Emissions (g) 39 0 47 9 95
Vehicles Entered 239 5 189 61 494
Vehicles Exited 240 6 192 62 500
Hourly Exit Rate 960 24 768 248 2000
Input Volume 1177 24 1394 246 2841
% of Volume 82 100 55 101 70
Denied Entry Before 2 0 2 0 4
Denied Entry After 0 0 0 0 0

2: Highway 9 & Coral Street Performance by movement Interval #4 8:45

Movement EBT EBR WBT NBR All
Total Delay (hr) 3.1 0.0 0.6 0.4 4.1
Delay / Veh (s) 48.8 16.6 11.8 23.6 30.5
Total Stops 117 1 49 64 231
Travel Dist (mi) 11.8 0.2 12.1 5.2 29.3
Travel Time (hr) 3.5 0.0 1.2 0.6 5.4
Avg Speed (mph) 3 9 10 8 6
Fuel Used (gal) 1.1 0.0 0.7 0.3 2.1
HC Emissions (g) 15 0 14 5 33
CO Emissions (g) 289 1 306 110 706
NOx Emissions (g) 35 0 43 11 89
Vehicles Entered 226 5 194 64 489
Vehicles Exited 228 5 194 60 487
Hourly Exit Rate 912 20 776 240 1948
Input Volume 1177 24 1394 246 2841
% of Volume 77 83 56 98 69
Denied Entry Before 0 0 0 0 0
Denied Entry After 0 0 0 0 0
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2: Highway 9 & Coral Street Performance by movement Entire Run

Movement EBT EBR WBT NBR All
Total Delay (hr) 11.4 0.1 3.5 1.9 16.9
Delay / Veh (s) 43.9 14.7 15.7 27.3 30.3
Total Stops 476 6 215 253 950
Travel Dist (mi) 48.6 1.0 48.4 21.0 118.9
Travel Time (hr) 13.2 0.1 5.7 2.9 21.9
Avg Speed (mph) 4 9 9 7 6
Fuel Used (gal) 4.4 0.1 3.0 1.1 8.5
HC Emissions (g) 59 0 61 16 137
CO Emissions (g) 1196 10 1282 407 2895
NOx Emissions (g) 148 1 178 42 370
Vehicles Entered 944 20 796 255 2015
Vehicles Exited 932 19 795 250 1996
Hourly Exit Rate 932 19 795 250 1996
Input Volume 1228 25 1446 257 2955
% of Volume 76 76 55 97 68
Denied Entry Before 0 0 0 0 0
Denied Entry After 0 0 0 0 0

3: Highway 9 & Fern Street Performance by movement Interval #1 8:00

Movement EBT EBR WBL WBT NBL NBR All
Total Delay (hr) 0.8 0.0 1.1 0.2 0.1 2.2 4.3
Delay / Veh (s) 12.4 43.2 6.9 226.9 34.7
Total Stops 59 0 87 16 1 43 206
Travel Dist (mi) 9.8 0.0 4.4 5.1 0.1 3.5 22.9
Travel Time (hr) 1.3 0.0 1.3 0.4 0.1 2.4 5.4
Avg Speed (mph) 8 13 4 14 1 2 4
Fuel Used (gal) 0.8 0.0 0.4 0.3 0.0 0.6 2.1
HC Emissions (g) 19 0 2 9 0 7 36
CO Emissions (g) 423 0 43 206 2 151 826
NOx Emissions (g) 55 0 4 26 0 13 98
Vehicles Entered 223 0 89 105 1 42 460
Vehicles Exited 214 0 91 104 0 29 438
Hourly Exit Rate 856 0 364 416 0 116 1752
Input Volume 995 1 642 753 3 189 2583
% of Volume 86 0 57 55 0 61 68
Denied Entry Before 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 5 5
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3: Highway 9 & Fern Street Performance by movement Interval #2 8:15

Movement EBT EBR WBL WBT NBL NBR All
Total Delay (hr) 1.7 0.0 1.0 0.2 0.2 10.7 13.8
Delay / Veh (s) 27.1 37.3 6.4 2950.7 110.3
Total Stops 86 0 89 16 0 15 206
Travel Dist (mi) 10.0 0.0 4.9 5.8 0.0 1.3 22.1
Travel Time (hr) 2.2 0.0 1.2 0.4 0.2 10.7 14.8
Avg Speed (mph) 5 2 4 14 0 0 2
Fuel Used (gal) 0.9 0.0 0.4 0.4 0.1 2.5 4.2
HC Emissions (g) 14 0 2 10 0 18 43
CO Emissions (g) 314 0 46 238 3 331 932
NOx Emissions (g) 41 0 4 31 0 14 90
Vehicles Entered 224 0 99 118 0 17 458
Vehicles Exited 224 0 97 117 0 10 448
Hourly Exit Rate 896 0 388 468 0 40 1792
Input Volume 1159 1 741 871 3 218 2993
% of Volume 77 0 52 54 0 18 60
Denied Entry Before 0 0 0 0 0 5 5
Denied Entry After 0 0 0 0 1 42 43

3: Highway 9 & Fern Street Performance by movement Interval #3 8:30

Movement EBT EBR WBL WBT NBL NBR All
Total Delay (hr) 1.6 0.0 1.1 0.2 0.3 20.6 23.6
Delay / Veh (s) 24.9 20.4 41.1 5.4 6176.1 194.2
Total Stops 81 0 87 11 1 11 191
Travel Dist (mi) 10.0 0.0 4.6 5.2 0.0 1.1 21.0
Travel Time (hr) 2.1 0.0 1.3 0.3 0.3 20.6 24.6
Avg Speed (mph) 5 3 4 15 0 0 2
Fuel Used (gal) 0.9 0.0 0.4 0.3 0.1 4.7 6.3
HC Emissions (g) 16 0 3 9 0 40 68
CO Emissions (g) 356 0 60 217 3 692 1328
NOx Emissions (g) 47 0 6 27 0 30 110
Vehicles Entered 225 1 93 105 1 11 436
Vehicles Exited 226 1 93 106 0 12 438
Hourly Exit Rate 904 4 372 424 0 48 1752
Input Volume 995 1 642 753 3 189 2583
% of Volume 91 400 58 56 0 25 68
Denied Entry Before 0 0 0 0 1 42 43
Denied Entry After 0 0 0 0 1 79 80
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3: Highway 9 & Fern Street Performance by movement Interval #4 8:45

Movement EBT EBR WBL WBT NBL NBR All
Total Delay (hr) 1.8 0.0 0.9 0.2 0.3 30.8 34.0
Delay / Veh (s) 29.6 33.8 5.3 13881.2 286.5
Total Stops 89 0 87 14 0 9 199
Travel Dist (mi) 9.9 0.0 4.7 5.1 0.0 0.8 20.5
Travel Time (hr) 2.3 0.0 1.1 0.3 0.3 30.9 34.9
Avg Speed (mph) 4 15 4 15 0 0 2
Fuel Used (gal) 1.0 0.0 0.3 0.3 0.1 7.0 8.6
HC Emissions (g) 16 0 1 8 0 52 78
CO Emissions (g) 341 0 40 202 3 946 1532
NOx Emissions (g) 44 0 4 26 0 38 112
Vehicles Entered 222 0 95 104 0 8 429
Vehicles Exited 219 0 96 104 0 8 427
Hourly Exit Rate 876 0 384 416 0 32 1708
Input Volume 995 1 642 753 3 189 2583
% of Volume 88 0 60 55 0 17 66
Denied Entry Before 0 0 0 0 1 79 80
Denied Entry After 0 0 0 0 1 125 126

3: Highway 9 & Fern Street Performance by movement Entire Run

Movement EBT EBR WBL WBT NBL NBR All
Total Delay (hr) 5.8 0.0 4.0 0.7 0.9 64.3 75.8
Delay / Veh (s) 23.6 52.4 38.7 6.0 3102.3 3354.5 154.3
Total Stops 316 1 350 59 2 78 806
Travel Dist (mi) 39.8 0.1 18.6 21.3 0.1 6.7 86.6
Travel Time (hr) 7.9 0.0 4.8 1.5 0.9 64.6 79.7
Avg Speed (mph) 5 3 4 15 0 0 3
Fuel Used (gal) 3.6 0.0 1.4 1.3 0.2 14.7 21.2
HC Emissions (g) 65 0 7 36 0 117 225
CO Emissions (g) 1434 1 189 863 11 2121 4619
NOx Emissions (g) 187 0 18 111 0 94 411
Vehicles Entered 893 1 376 432 1 78 1781
Vehicles Exited 883 1 377 432 1 60 1754
Hourly Exit Rate 883 1 377 432 1 60 1754
Input Volume 1036 1 667 782 3 196 2686
% of Volume 85 100 57 55 33 31 65
Denied Entry Before 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 1 125 126
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4: Highway 9 & Encinal Street Performance by movement Interval #1 8:00

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 0.0 0.2 0.0 0.2 0.2 0.0 0.6 0.0 0.8 0.5 0.0 0.0
Delay / Veh (s) 29.6 22.1 10.1 13.7 14.6 6.5 86.3 60.5 16.5 74.0 74.8 58.9
Total Stops 1 26 9 31 25 8 26 1 116 22 1 1
Travel Dist (mi) 0.1 1.7 0.5 2.4 2.0 0.6 1.0 0.0 6.6 0.4 0.0 0.0
Travel Time (hr) 0.0 0.3 0.1 0.3 0.2 0.1 0.6 0.0 1.1 0.5 0.0 0.0
Avg Speed (mph) 6 6 9 8 8 12 2 1 6 1 1 1
Fuel Used (gal) 0.0 0.1 0.0 0.1 0.1 0.0 0.2 0.0 0.3 0.1 0.0 0.0
HC Emissions (g) 0 1 0 1 1 0 1 0 5 1 0 0
CO Emissions (g) 0 20 5 16 29 5 23 0 92 17 0 0
NOx Emissions (g) 0 2 0 2 4 1 2 0 10 2 0 0
Vehicles Entered 1 35 10 50 41 13 24 1 169 23 1 1
Vehicles Exited 1 36 10 50 41 13 23 1 164 21 1 1
Hourly Exit Rate 4 144 40 200 164 52 92 4 656 84 4 4
Input Volume 6 149 32 342 313 87 88 3 739 103 3 7
% of Volume 67 97 125 58 52 60 105 133 89 82 133 57
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 0 0 0

4: Highway 9 & Encinal Street Performance by movement Interval #1 8:00

Movement All
Total Delay (hr) 2.5
Delay / Veh (s) 24.4
Total Stops 267
Travel Dist (mi) 15.3
Travel Time (hr) 3.2
Avg Speed (mph) 5
Fuel Used (gal) 0.9
HC Emissions (g) 11
CO Emissions (g) 207
NOx Emissions (g) 22
Vehicles Entered 369
Vehicles Exited 362
Hourly Exit Rate 1448
Input Volume 1872
% of Volume 77
Denied Entry Before 0
Denied Entry After 0



Hwy 1/Hwy 9
2030 No Project 2/2/2011

PM Peak Hour SimTraffic Report
Page 15

4: Highway 9 & Encinal Street Performance by movement Interval #2 8:15

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 0.0 0.4 0.1 0.3 0.2 0.0 0.6 0.0 2.0 1.1 0.0 0.1
Delay / Veh (s) 14.4 36.2 28.7 15.9 15.6 7.4 118.5 45.4 155.3 85.0 206.2
Total Stops 1 33 9 36 28 9 21 1 119 25 1 3
Travel Dist (mi) 0.0 1.9 0.5 2.7 2.3 0.7 0.8 0.0 6.4 0.4 0.0 0.0
Travel Time (hr) 0.0 0.5 0.1 0.4 0.3 0.1 0.7 0.0 2.4 1.1 0.0 0.1
Avg Speed (mph) 8 4 4 7 8 11 1 2 3 1 1 1
Fuel Used (gal) 0.0 0.1 0.0 0.1 0.1 0.0 0.2 0.0 0.7 0.3 0.0 0.0
HC Emissions (g) 0 1 0 1 2 0 1 0 7 2 0 0
CO Emissions (g) 0 22 5 17 43 4 27 0 139 35 0 2
NOx Emissions (g) 0 2 0 2 6 0 2 0 14 2 0 0
Vehicles Entered 1 39 11 58 49 14 19 1 161 25 1 3
Vehicles Exited 1 39 11 59 49 14 19 0 160 25 1 2
Hourly Exit Rate 4 156 44 236 196 56 76 0 640 100 4 8
Input Volume 7 174 37 401 366 102 103 3 866 120 3 8
% of Volume 57 90 119 59 54 55 74 0 74 83 133 100
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 3 0 0

4: Highway 9 & Encinal Street Performance by movement Interval #2 8:15

Movement All
Total Delay (hr) 4.9
Delay / Veh (s) 46.0
Total Stops 286
Travel Dist (mi) 15.9
Travel Time (hr) 5.6
Avg Speed (mph) 3
Fuel Used (gal) 1.6
HC Emissions (g) 15
CO Emissions (g) 295
NOx Emissions (g) 29
Vehicles Entered 382
Vehicles Exited 380
Hourly Exit Rate 1520
Input Volume 2190
% of Volume 69
Denied Entry Before 0
Denied Entry After 3
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4: Highway 9 & Encinal Street Performance by movement Interval #3 8:30

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 0.0 0.3 0.1 0.2 0.2 0.0 0.7 0.0 1.9 1.7 0.0 0.1
Delay / Veh (s) 15.3 32.7 20.7 15.2 15.7 5.0 119.2 94.0 43.1 234.8 204.3
Total Stops 1 30 9 31 28 6 21 1 118 30 0 2
Travel Dist (mi) 0.0 1.7 0.5 2.4 2.2 0.5 0.8 0.0 6.5 0.5 0.0 0.0
Travel Time (hr) 0.0 0.4 0.1 0.3 0.3 0.0 0.7 0.0 2.3 1.7 0.0 0.1
Avg Speed (mph) 5 4 6 8 8 12 1 1 3 1 0 1
Fuel Used (gal) 0.0 0.1 0.0 0.1 0.1 0.0 0.2 0.0 0.7 0.4 0.0 0.0
HC Emissions (g) 0 1 0 1 2 0 1 0 7 2 0 0
CO Emissions (g) 0 23 4 15 44 1 26 0 136 44 0 1
NOx Emissions (g) 0 2 0 2 6 0 2 0 14 2 0 0
Vehicles Entered 1 36 11 50 46 10 21 1 163 26 0 2
Vehicles Exited 1 37 11 47 45 10 21 1 161 26 0 2
Hourly Exit Rate 4 148 44 188 180 40 84 4 644 104 0 8
Input Volume 6 149 32 342 313 87 88 3 739 103 3 7
% of Volume 67 99 138 55 58 46 95 133 87 101 0 114
Denied Entry Before 0 0 0 0 0 0 0 0 0 3 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 3 0 0

4: Highway 9 & Encinal Street Performance by movement Interval #3 8:30

Movement All
Total Delay (hr) 5.3
Delay / Veh (s) 52.6
Total Stops 277
Travel Dist (mi) 15.2
Travel Time (hr) 6.0
Avg Speed (mph) 3
Fuel Used (gal) 1.6
HC Emissions (g) 14
CO Emissions (g) 296
NOx Emissions (g) 30
Vehicles Entered 367
Vehicles Exited 362
Hourly Exit Rate 1448
Input Volume 1872
% of Volume 77
Denied Entry Before 3
Denied Entry After 3
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4: Highway 9 & Encinal Street Performance by movement Interval #4 8:45

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 0.0 0.4 0.1 0.2 0.2 0.0 0.4 0.0 2.1 1.5 0.1 0.0
Delay / Veh (s) 49.0 37.3 29.0 13.1 13.3 7.3 94.0 46.2 234.9 219.4 138.1
Total Stops 1 28 10 26 25 6 17 1 126 25 1 1
Travel Dist (mi) 0.1 1.7 0.5 2.3 2.2 0.5 0.7 0.0 6.5 0.4 0.0 0.0
Travel Time (hr) 0.0 0.4 0.1 0.3 0.2 0.1 0.5 0.0 2.5 1.5 0.1 0.0
Avg Speed (mph) 4 4 5 8 9 11 1 2 3 1 1 2
Fuel Used (gal) 0.0 0.1 0.0 0.1 0.1 0.0 0.1 0.0 0.7 0.4 0.0 0.0
HC Emissions (g) 0 1 0 0 2 0 1 0 9 2 0 0
CO Emissions (g) 0 24 2 10 40 2 20 0 160 39 1 1
NOx Emissions (g) 0 2 0 1 5 0 2 0 16 2 0 0
Vehicles Entered 1 35 10 48 46 11 17 0 163 22 1 1
Vehicles Exited 1 34 10 49 46 11 18 0 164 23 1 1
Hourly Exit Rate 4 136 40 196 184 44 72 0 656 92 4 4
Input Volume 6 149 32 342 313 87 88 3 739 103 3 7
% of Volume 67 91 125 57 59 51 82 0 89 89 133 57
Denied Entry Before 0 0 0 0 0 0 0 0 0 3 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 4 0 0

4: Highway 9 & Encinal Street Performance by movement Interval #4 8:45

Movement All
Total Delay (hr) 5.0
Delay / Veh (s) 50.1
Total Stops 267
Travel Dist (mi) 15.0
Travel Time (hr) 5.7
Avg Speed (mph) 3
Fuel Used (gal) 1.5
HC Emissions (g) 15
CO Emissions (g) 297
NOx Emissions (g) 29
Vehicles Entered 355
Vehicles Exited 358
Hourly Exit Rate 1432
Input Volume 1872
% of Volume 76
Denied Entry Before 3
Denied Entry After 4
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4: Highway 9 & Encinal Street Performance by movement Entire Run

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 0.0 1.3 0.3 0.8 0.7 0.1 2.3 0.1 6.8 4.7 0.1 0.3
Delay / Veh (s) 27.1 32.3 22.3 14.4 14.8 6.6 104.0 115.6 37.7 177.3 165.7 145.4
Total Stops 3 117 36 124 106 30 84 2 478 103 3 7
Travel Dist (mi) 0.2 7.0 2.0 9.8 8.8 2.3 3.2 0.1 26.1 1.7 0.1 0.1
Travel Time (hr) 0.0 1.5 0.4 1.3 1.1 0.2 2.5 0.1 8.2 4.8 0.1 0.3
Avg Speed (mph) 5 4 6 8 8 11 1 1 3 1 1 1
Fuel Used (gal) 0.0 0.4 0.1 0.4 0.4 0.1 0.6 0.0 2.4 1.1 0.0 0.1
HC Emissions (g) 0 4 1 2 8 0 5 0 28 6 0 0
CO Emissions (g) 1 89 17 58 156 12 96 1 526 135 2 4
NOx Emissions (g) 0 9 1 6 20 1 9 0 54 8 0 0
Vehicles Entered 4 145 42 205 182 48 81 2 656 97 3 7
Vehicles Exited 4 145 42 205 181 48 80 2 649 96 3 7
Hourly Exit Rate 4 145 42 205 181 48 80 2 649 96 3 7
Input Volume 6 155 33 357 326 91 92 3 771 107 3 7
% of Volume 64 93 126 57 55 53 87 67 84 90 100 97
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 4 0 0

4: Highway 9 & Encinal Street Performance by movement Entire Run

Movement All
Total Delay (hr) 17.6
Delay / Veh (s) 43.2
Total Stops 1093
Travel Dist (mi) 61.3
Travel Time (hr) 20.5
Avg Speed (mph) 3
Fuel Used (gal) 5.7
HC Emissions (g) 55
CO Emissions (g) 1096
NOx Emissions (g) 110
Vehicles Entered 1472
Vehicles Exited 1462
Hourly Exit Rate 1462
Input Volume 1952
% of Volume 75
Denied Entry Before 0
Denied Entry After 4
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Total Network Performance By Interval

Interval Start 8:00 8:15 8:30 8:45 All
Total Delay (hr) 108.3 273.6 472.4 671.5 1525.8
Delay / Veh (s) 256.7 732.3 1440.1 2148.7 1062.3
Total Stops 4447 4764 3897 3793 16901
Travel Dist (mi) 1169.5 1030.9 902.5 853.1 3956.0
Travel Time (hr) 151.3 311.6 505.8 703.2 1671.9
Avg Speed (mph) 9 6 6 6 7
Fuel Used (gal) 62.7 96.3 136.6 179.3 475.0
HC Emissions (g) 1127 1306 1599 1916 5947
CO Emissions (g) 20795 23997 28903 34349 108044
NOx Emissions (g) 2814 2711 2676 2779 10979
Vehicles Entered 1670 1337 1157 1127 5294
Vehicles Exited 1368 1353 1201 1126 5049
Hourly Exit Rate 5472 5412 4804 4504 5049
Input Volume 34438 38343 34438 34438 35414
% of Volume 16 14 14 13 14
Denied Entry Before 9 240 1034 1848 9
Denied Entry After 240 1034 1848 2653 2653
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Summary of All Intervals

Run Number 1 2 3 4 5 Avg
Start Time 4:57 4:57 4:57 4:57 4:57 4:57
End Time 6:00 6:00 6:00 6:00 6:00 6:00
Total Time (min) 63 63 63 63 63 63
Time Recorded (min) 60 60 60 60 60 60
# of Intervals 5 5 5 5 5 5
# of Recorded Intvls 4 4 4 4 4 4
Vehs Entered 5468 5420 5222 5570 5362 5408
Vehs Exited 5254 5206 5040 5288 5129 5184
Starting Vehs 253 267 291 249 242 256
Ending Vehs 467 481 473 531 475 482
Denied Entry Before 15 4 4 7 3 7
Denied Entry After 1167 1147 1571 1192 1396 1295
Travel Distance (mi) 4384 4373 4206 4496 4311 4354
Travel Time (hr) 1012.6 1008.5 1145.9 959.6 1062.5 1037.8
Total Delay (hr) 852.1 848.8 992.1 795.3 904.8 878.6
Total Stops 17047 17453 18008 17537 17666 17545
Fuel Used (gal) 337.9 336.2 363.3 327.4 347.8 342.5

Interval #0 Information  Seeding
Start Time 4:57
End Time 5:00
Total Time (min) 3
Volumes adjusted by Growth Factors, Anti PHF.
No data recorded this interval.

Interval #1 Information  Recording
Start Time 5:00
End Time 5:15
Total Time (min) 15
Volumes adjusted by Growth Factors, Anti PHF.

Run Number 1 2 3 4 5 Avg
Vehs Entered 1588 1544 1492 1584 1550 1551
Vehs Exited 1347 1306 1295 1390 1291 1326
Starting Vehs 253 267 291 249 242 256
Ending Vehs 494 505 488 443 501 487
Denied Entry Before 15 4 4 7 3 7
Denied Entry After 86 99 149 16 47 79
Travel Distance (mi) 1194 1148 1113 1232 1159 1169
Travel Time (hr) 103.4 104.7 109.2 96.5 99.1 102.6
Total Delay (hr) 59.7 62.7 68.4 51.5 56.8 59.8
Total Stops 3475 3657 3714 3318 3509 3536
Fuel Used (gal) 52.5 51.5 51.8 51.6 50.6 51.6
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Interval #2 Information  Recording
Start Time 5:15
End Time 5:30
Total Time (min) 15
Volumes adjusted by PHF, Growth Factors.

Run Number 1 2 3 4 5 Avg
Vehs Entered 1276 1273 1270 1382 1328 1306
Vehs Exited 1297 1289 1276 1308 1328 1301
Starting Vehs 494 505 488 443 501 487
Ending Vehs 473 489 482 517 501 488
Denied Entry Before 86 99 149 16 47 79
Denied Entry After 641 644 715 516 644 632
Travel Distance (mi) 1038 1050 1037 1086 1074 1057
Travel Time (hr) 211.9 214.0 226.6 182.3 208.6 208.7
Total Delay (hr) 173.7 175.6 188.7 142.5 169.2 169.9
Total Stops 4489 4640 4796 4715 4664 4659
Fuel Used (gal) 74.3 74.7 77.6 68.6 74.3 73.9

Interval #3 Information  Recording
Start Time 5:30
End Time 5:45
Total Time (min) 15
Volumes adjusted by Growth Factors, Anti PHF.

Run Number 1 2 3 4 5 Avg
Vehs Entered 1297 1358 1240 1276 1259 1286
Vehs Exited 1320 1343 1241 1302 1269 1295
Starting Vehs 473 489 482 517 501 488
Ending Vehs 450 504 481 491 491 482
Denied Entry Before 641 644 715 516 644 632
Denied Entry After 932 867 1162 858 1011 966
Travel Distance (mi) 1090 1127 1024 1081 1044 1073
Travel Time (hr) 315.6 313.0 350.4 296.3 333.9 321.8
Total Delay (hr) 275.7 271.9 312.9 256.7 295.6 282.6
Total Stops 4423 4655 4755 4695 4805 4667
Fuel Used (gal) 98.4 99.0 104.8 93.3 101.7 99.4
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Interval #4 Information  Recording
Start Time 5:45
End Time 6:00
Total Time (min) 15
Volumes adjusted by Growth Factors, Anti PHF.

Run Number 1 2 3 4 5 Avg
Vehs Entered 1307 1245 1220 1328 1225 1264
Vehs Exited 1290 1268 1228 1288 1241 1263
Starting Vehs 450 504 481 491 491 482
Ending Vehs 467 481 473 531 475 482
Denied Entry Before 932 867 1162 858 1011 966
Denied Entry After 1167 1147 1571 1192 1396 1295
Travel Distance (mi) 1062 1049 1031 1098 1035 1055
Travel Time (hr) 381.7 376.9 459.7 384.6 420.9 404.8
Total Delay (hr) 342.9 338.6 422.1 344.6 383.1 366.2
Total Stops 4660 4501 4743 4809 4688 4680
Fuel Used (gal) 112.7 111.0 129.0 113.9 121.2 117.6
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1: Highway 9 & Highway 1 Performance by movement Interval #1 5:00

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 1.7 0.5 0.1 0.2 0.7 0.3 1.0 8.4 0.3 4.5 3.8 0.4
Delay / Veh (s) 46.5 32.1 12.1 56.9 54.7 27.7 76.8 89.7 84.0 160.2 41.5 8.4
Total Stops 126 41 21 10 40 35 46 447 18 188 285 49
Travel Dist (mi) 7.3 2.9 1.4 1.5 6.7 6.3 4.2 29.3 1.1 8.0 26.0 12.9
Travel Time (hr) 2.1 0.6 0.2 0.2 0.9 0.6 1.2 9.5 0.4 4.8 4.7 0.9
Avg Speed (mph) 4 4 8 7 7 12 4 3 3 2 6 14
Fuel Used (gal) 0.6 0.2 0.1 0.1 0.4 0.3 0.4 2.9 0.1 1.3 1.8 0.4
HC Emissions (g) 8 2 2 1 5 6 4 38 2 10 29 7
CO Emissions (g) 145 64 36 23 122 134 123 681 34 217 621 151
NOx Emissions (g) 15 7 4 2 13 16 12 81 4 21 78 20
Vehicles Entered 134 59 26 10 46 42 48 348 14 110 327 179
Vehicles Exited 135 59 27 10 45 40 46 327 12 91 325 179
Hourly Exit Rate 540 236 108 40 180 160 184 1308 48 364 1300 716
Input Volume 544 240 105 38 177 157 241 1937 84 487 1496 824
% of Volume 99 98 103 105 102 102 76 68 57 75 87 87
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 1 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Interval #1 5:00

Movement All
Total Delay (hr) 21.9
Delay / Veh (s) 59.7
Total Stops 1306
Travel Dist (mi) 107.6
Travel Time (hr) 26.0
Avg Speed (mph) 4
Fuel Used (gal) 8.5
HC Emissions (g) 115
CO Emissions (g) 2350
NOx Emissions (g) 274
Vehicles Entered 1343
Vehicles Exited 1296
Hourly Exit Rate 5184
Input Volume 6330
% of Volume 82
Denied Entry Before 0
Denied Entry After 1
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1: Highway 9 & Highway 1 Performance by movement Interval #2 5:15

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 2.2 0.8 0.1 0.2 0.9 0.4 1.0 9.0 0.4 6.1 3.3 0.3
Delay / Veh (s) 54.6 45.9 13.6 51.2 59.3 31.6 92.3 101.6 101.0 245.1 42.4 7.9
Total Stops 147 50 28 9 49 41 38 410 20 198 212 38
Travel Dist (mi) 7.8 3.1 1.7 1.7 7.9 7.1 3.5 27.5 1.4 7.2 22.0 11.5
Travel Time (hr) 2.5 0.9 0.2 0.2 1.2 0.7 1.1 10.0 0.5 6.4 4.1 0.8
Avg Speed (mph) 3 4 8 7 7 11 3 3 3 1 5 14
Fuel Used (gal) 0.7 0.3 0.1 0.1 0.5 0.3 0.4 3.0 0.1 1.7 1.6 0.4
HC Emissions (g) 7 5 1 3 7 4 4 42 1 15 33 8
CO Emissions (g) 142 104 27 66 150 111 107 742 24 277 683 153
NOx Emissions (g) 14 12 3 9 16 12 10 86 3 25 84 21
Vehicles Entered 147 60 34 11 53 48 38 317 16 88 276 158
Vehicles Exited 141 58 34 12 55 49 40 322 17 91 283 158
Hourly Exit Rate 564 232 136 48 220 196 160 1288 68 364 1132 632
Input Volume 628 234 121 43 204 181 278 2234 97 562 1727 951
% of Volume 90 99 112 112 108 108 58 58 70 65 66 66
Denied Entry Before 0 0 0 0 0 1 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 1 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Interval #2 5:15

Movement All
Total Delay (hr) 24.8
Delay / Veh (s) 71.2
Total Stops 1240
Travel Dist (mi) 102.4
Travel Time (hr) 28.7
Avg Speed (mph) 4
Fuel Used (gal) 9.1
HC Emissions (g) 130
CO Emissions (g) 2586
NOx Emissions (g) 294
Vehicles Entered 1246
Vehicles Exited 1260
Hourly Exit Rate 5040
Input Volume 7260
% of Volume 69
Denied Entry Before 1
Denied Entry After 1
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1: Highway 9 & Highway 1 Performance by movement Interval #3 5:30

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 1.9 0.6 0.1 0.2 0.7 0.3 0.9 8.8 0.4 6.0 3.6 0.3
Delay / Veh (s) 48.6 37.8 15.6 63.4 53.5 28.3 82.9 96.8 95.1 237.1 43.1 7.9
Total Stops 133 41 21 10 42 36 43 427 18 200 247 39
Travel Dist (mi) 7.6 2.9 1.4 1.6 7.1 6.4 3.8 28.3 1.1 7.2 23.8 11.4
Travel Time (hr) 2.2 0.7 0.2 0.2 1.0 0.6 1.1 9.8 0.4 6.3 4.4 0.8
Avg Speed (mph) 3 4 7 6 7 12 3 3 3 1 5 14
Fuel Used (gal) 0.6 0.3 0.1 0.1 0.4 0.3 0.4 2.9 0.1 1.6 1.7 0.4
HC Emissions (g) 7 4 1 2 6 5 6 37 2 12 31 5
CO Emissions (g) 135 88 26 42 143 107 137 673 36 238 659 114
NOx Emissions (g) 14 11 3 5 17 12 14 80 4 21 83 15
Vehicles Entered 137 57 26 10 48 42 44 333 14 92 298 158
Vehicles Exited 144 61 26 11 50 42 39 323 14 90 296 157
Hourly Exit Rate 576 244 104 44 200 168 156 1292 56 360 1184 628
Input Volume 544 240 105 38 177 157 241 1937 84 487 1496 824
% of Volume 106 102 99 116 113 107 65 67 67 74 79 76
Denied Entry Before 0 0 0 0 0 1 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Interval #3 5:30

Movement All
Total Delay (hr) 23.9
Delay / Veh (s) 68.5
Total Stops 1257
Travel Dist (mi) 102.5
Travel Time (hr) 27.8
Avg Speed (mph) 4
Fuel Used (gal) 8.9
HC Emissions (g) 117
CO Emissions (g) 2399
NOx Emissions (g) 277
Vehicles Entered 1259
Vehicles Exited 1253
Hourly Exit Rate 5012
Input Volume 6330
% of Volume 79
Denied Entry Before 1
Denied Entry After 0
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1: Highway 9 & Highway 1 Performance by movement Interval #4 5:45

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 1.8 0.6 0.1 0.1 0.6 0.3 1.0 9.0 0.3 5.9 3.0 0.4
Delay / Veh (s) 48.6 37.9 12.3 51.3 57.2 28.2 81.5 96.1 89.2 229.6 38.3 8.2
Total Stops 136 44 20 9 36 32 41 435 16 204 214 40
Travel Dist (mi) 7.4 2.8 1.4 1.4 5.9 5.8 3.7 29.1 1.1 7.4 22.8 11.7
Travel Time (hr) 2.2 0.7 0.2 0.2 0.8 0.5 1.1 10.0 0.4 6.2 3.8 0.8
Avg Speed (mph) 3 4 9 7 7 12 3 3 3 1 6 14
Fuel Used (gal) 0.6 0.3 0.1 0.1 0.3 0.2 0.4 3.0 0.1 1.6 1.6 0.4
HC Emissions (g) 7 4 1 2 5 5 6 41 2 16 30 7
CO Emissions (g) 141 90 31 33 111 101 145 724 28 286 649 144
NOx Emissions (g) 15 10 4 4 12 12 15 85 3 26 80 19
Vehicles Entered 136 59 26 10 39 38 42 336 12 92 288 162
Vehicles Exited 136 56 25 10 39 38 44 335 13 95 283 162
Hourly Exit Rate 544 224 100 40 156 152 176 1340 52 380 1132 648
Input Volume 544 240 105 38 177 157 241 1937 84 487 1496 824
% of Volume 100 93 95 105 88 97 73 69 62 78 76 79
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Interval #4 5:45

Movement All
Total Delay (hr) 23.2
Delay / Veh (s) 67.5
Total Stops 1227
Travel Dist (mi) 100.5
Travel Time (hr) 27.0
Avg Speed (mph) 4
Fuel Used (gal) 8.7
HC Emissions (g) 125
CO Emissions (g) 2484
NOx Emissions (g) 286
Vehicles Entered 1240
Vehicles Exited 1236
Hourly Exit Rate 4944
Input Volume 6330
% of Volume 78
Denied Entry Before 0
Denied Entry After 0
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1: Highway 9 & Highway 1 Performance by movement Entire Run

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 7.7 2.5 0.4 0.6 2.9 1.4 3.9 35.2 1.4 22.5 13.6 1.5
Delay / Veh (s) 49.7 38.4 13.4 55.5 55.9 28.9 83.0 96.1 92.8 216.6 41.3 8.1
Total Stops 543 176 90 38 167 144 168 1718 72 790 958 166
Travel Dist (mi) 30.1 11.7 5.9 6.1 27.6 25.6 15.2 114.1 4.7 29.7 94.7 47.6
Travel Time (hr) 8.9 3.0 0.7 0.9 3.9 2.5 4.5 39.3 1.7 23.7 17.0 3.4
Avg Speed (mph) 3 4 8 7 7 11 3 3 3 1 6 14
Fuel Used (gal) 2.5 1.1 0.3 0.4 1.5 1.1 1.5 11.8 0.5 6.2 6.8 1.5
HC Emissions (g) 29 15 5 8 24 20 20 157 7 53 123 26
CO Emissions (g) 564 346 120 165 526 453 512 2820 123 1017 2612 561
NOx Emissions (g) 58 41 15 19 59 50 51 332 14 93 325 75
Vehicles Entered 555 236 112 42 187 170 171 1334 56 381 1189 656
Vehicles Exited 555 233 112 42 188 169 169 1308 55 368 1188 657
Hourly Exit Rate 555 233 112 42 188 169 169 1308 55 368 1188 657
Input Volume 565 238 109 39 184 163 250 2011 87 506 1554 856
% of Volume 98 98 103 107 102 104 68 65 63 73 76 77
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Entire Run

Movement All
Total Delay (hr) 93.8
Delay / Veh (s) 66.6
Total Stops 5030
Travel Dist (mi) 413.1
Travel Time (hr) 109.5
Avg Speed (mph) 4
Fuel Used (gal) 35.2
HC Emissions (g) 487
CO Emissions (g) 9819
NOx Emissions (g) 1131
Vehicles Entered 5089
Vehicles Exited 5044
Hourly Exit Rate 5044
Input Volume 6562
% of Volume 77
Denied Entry Before 0
Denied Entry After 0
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2: Highway 9 & Coral Street Performance by movement Interval #1 5:00

Movement EBT EBR WBT NBR All
Total Delay (hr) 0.0 0.0 0.4 0.0 0.4
Delay / Veh (s) 0.7 0.6 4.6 3.7 3.1
Total Stops 0 0 28 31 59
Travel Dist (mi) 9.5 0.1 16.1 2.7 28.3
Travel Time (hr) 0.4 0.0 1.1 0.2 1.7
Avg Speed (mph) 24 19 14 18 17
Fuel Used (gal) 0.4 0.0 1.1 0.1 1.6
HC Emissions (g) 10 0 23 1 33
CO Emissions (g) 268 0 658 21 948
NOx Emissions (g) 30 0 76 2 108
Vehicles Entered 185 2 276 32 495
Vehicles Exited 187 2 278 32 499
Hourly Exit Rate 748 8 1112 128 1996
Input Volume 757 6 1264 128 2155
% of Volume 99 133 88 100 93
Denied Entry Before 0 0 0 0 0
Denied Entry After 0 0 0 0 0

2: Highway 9 & Coral Street Performance by movement Interval #2 5:15

Movement EBT EBR WBT NBR All
Total Delay (hr) 0.0 0.0 0.3 0.1 0.4
Delay / Veh (s) 0.8 0.4 4.5 5.1 3.0
Total Stops 1 0 25 40 66
Travel Dist (mi) 9.9 0.1 14.9 3.4 28.3
Travel Time (hr) 0.4 0.0 1.0 0.2 1.7
Avg Speed (mph) 24 19 14 16 17
Fuel Used (gal) 0.4 0.0 1.1 0.1 1.6
HC Emissions (g) 9 0 26 2 36
CO Emissions (g) 244 0 676 51 971
NOx Emissions (g) 27 0 81 6 114
Vehicles Entered 196 2 252 41 491
Vehicles Exited 195 2 251 40 488
Hourly Exit Rate 780 8 1004 160 1952
Input Volume 831 6 1433 139 2409
% of Volume 94 133 70 115 81
Denied Entry Before 0 0 0 0 0
Denied Entry After 0 0 0 0 0
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2: Highway 9 & Coral Street Performance by movement Interval #3 5:30

Movement EBT EBR WBT NBR All
Total Delay (hr) 0.0 0.0 0.3 0.0 0.4
Delay / Veh (s) 0.7 0.4 4.3 3.5 2.9
Total Stops 0 0 25 36 61
Travel Dist (mi) 9.4 0.1 14.6 3.0 27.1
Travel Time (hr) 0.4 0.0 1.0 0.2 1.6
Avg Speed (mph) 24 17 14 18 17
Fuel Used (gal) 0.4 0.0 1.0 0.1 1.5
HC Emissions (g) 8 0 21 2 31
CO Emissions (g) 230 1 610 42 883
NOx Emissions (g) 25 0 71 5 101
Vehicles Entered 185 2 251 35 473
Vehicles Exited 185 2 251 36 474
Hourly Exit Rate 740 8 1004 144 1896
Input Volume 757 6 1264 128 2155
% of Volume 98 133 79 112 88
Denied Entry Before 0 0 0 0 0
Denied Entry After 0 0 0 0 0

2: Highway 9 & Coral Street Performance by movement Interval #4 5:45

Movement EBT EBR WBT NBR All
Total Delay (hr) 0.0 0.0 0.3 0.0 0.4
Delay / Veh (s) 0.7 0.4 4.2 3.3 2.8
Total Stops 0 0 22 29 51
Travel Dist (mi) 9.7 0.1 14.6 2.5 27.0
Travel Time (hr) 0.4 0.0 1.0 0.1 1.6
Avg Speed (mph) 24 19 14 18 17
Fuel Used (gal) 0.4 0.0 1.1 0.1 1.6
HC Emissions (g) 10 0 24 1 35
CO Emissions (g) 269 1 663 23 955
NOx Emissions (g) 31 0 77 2 111
Vehicles Entered 191 2 252 29 474
Vehicles Exited 191 2 252 29 474
Hourly Exit Rate 764 8 1008 116 1896
Input Volume 757 6 1264 128 2155
% of Volume 101 133 80 91 88
Denied Entry Before 0 0 0 0 0
Denied Entry After 0 0 0 0 0
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2: Highway 9 & Coral Street Performance by movement Entire Run

Movement EBT EBR WBT NBR All
Total Delay (hr) 0.2 0.0 1.3 0.2 1.6
Delay / Veh (s) 0.7 0.5 4.4 4.0 2.9
Total Stops 1 0 100 137 238
Travel Dist (mi) 38.6 0.3 60.2 11.5 110.7
Travel Time (hr) 1.6 0.0 4.2 0.7 6.5
Avg Speed (mph) 24 18 14 17 17
Fuel Used (gal) 1.6 0.0 4.3 0.3 6.3
HC Emissions (g) 37 0 93 5 136
CO Emissions (g) 1011 3 2607 137 3757
NOx Emissions (g) 113 0 306 15 433
Vehicles Entered 757 7 1031 137 1932
Vehicles Exited 758 7 1032 137 1934
Hourly Exit Rate 758 7 1032 137 1934
Input Volume 776 6 1306 131 2218
% of Volume 98 117 79 105 87
Denied Entry Before 0 0 0 0 0
Denied Entry After 0 0 0 0 0

3: Highway 9 & Fern Street Performance by movement Interval #1 5:00

Movement EBT EBR WBL WBT NBR All
Total Delay (hr) 0.1 0.0 0.2 0.1 0.0 0.4
Delay / Veh (s) 1.4 7.8 1.0 6.2 2.8
Total Stops 0 0 53 4 26 83
Travel Dist (mi) 7.8 0.0 4.7 9.7 2.6 24.7
Travel Time (hr) 0.4 0.0 0.4 0.4 0.2 1.4
Avg Speed (mph) 19 18 12 24 17 18
Fuel Used (gal) 0.6 0.0 0.1 0.3 0.1 1.1
HC Emissions (g) 13 0 1 7 2 23
CO Emissions (g) 374 0 23 141 38 576
NOx Emissions (g) 43 0 3 20 4 70
Vehicles Entered 158 0 90 188 27 463
Vehicles Exited 159 0 91 189 26 465
Hourly Exit Rate 636 0 364 756 104 1860
Input Volume 658 1 387 878 100 2024
% of Volume 97 0 94 86 104 92
Denied Entry Before 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0
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3: Highway 9 & Fern Street Performance by movement Interval #2 5:15

Movement EBT EBR WBL WBT NBR All
Total Delay (hr) 0.1 0.0 0.2 0.0 0.1 0.3
Delay / Veh (s) 1.4 1.3 7.4 1.0 6.7 2.6
Total Stops 0 0 45 4 30 79
Travel Dist (mi) 8.4 0.0 3.9 8.7 2.9 24.0
Travel Time (hr) 0.4 0.0 0.3 0.4 0.2 1.3
Avg Speed (mph) 19 15 12 25 16 18
Fuel Used (gal) 0.6 0.0 0.1 0.3 0.1 1.1
HC Emissions (g) 14 0 1 8 2 24
CO Emissions (g) 391 0 19 151 41 602
NOx Emissions (g) 46 0 3 22 5 75
Vehicles Entered 172 1 77 173 30 453
Vehicles Exited 171 1 77 173 30 452
Hourly Exit Rate 684 4 308 692 120 1808
Input Volume 741 1 427 967 111 2247
% of Volume 92 400 72 72 108 80
Denied Entry Before 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0

3: Highway 9 & Fern Street Performance by movement Interval #3 5:30

Movement EBT EBR WBL WBT NBR All
Total Delay (hr) 0.1 0.0 0.1 0.0 0.0 0.2
Delay / Veh (s) 1.4 5.6 0.8 5.2 2.1
Total Stops 0 0 36 2 25 63
Travel Dist (mi) 7.9 0.0 3.7 8.9 2.4 22.9
Travel Time (hr) 0.4 0.0 0.3 0.4 0.1 1.2
Avg Speed (mph) 19 14 14 25 17 20
Fuel Used (gal) 0.6 0.0 0.1 0.3 0.1 1.0
HC Emissions (g) 12 0 0 7 1 21
CO Emissions (g) 358 0 12 138 30 538
NOx Emissions (g) 41 0 2 20 3 66
Vehicles Entered 161 0 72 174 25 432
Vehicles Exited 160 0 71 173 25 429
Hourly Exit Rate 640 0 284 692 100 1716
Input Volume 658 1 387 878 100 2024
% of Volume 97 0 73 79 100 85
Denied Entry Before 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0
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3: Highway 9 & Fern Street Performance by movement Interval #4 5:45

Movement EBT EBR WBL WBT NBR All
Total Delay (hr) 0.1 0.0 0.2 0.0 0.0 0.3
Delay / Veh (s) 1.4 0.3 7.3 0.8 5.6 2.4
Total Stops 0 0 45 5 26 76
Travel Dist (mi) 8.1 0.0 3.9 9.1 2.6 23.7
Travel Time (hr) 0.4 0.0 0.3 0.4 0.2 1.3
Avg Speed (mph) 19 14 12 25 17 19
Fuel Used (gal) 0.6 0.0 0.1 0.3 0.1 1.0
HC Emissions (g) 14 0 1 7 1 23
CO Emissions (g) 381 1 21 139 31 572
NOx Emissions (g) 45 0 3 20 4 72
Vehicles Entered 165 1 75 176 26 443
Vehicles Exited 166 1 76 177 26 446
Hourly Exit Rate 664 4 304 708 104 1784
Input Volume 658 1 387 878 100 2024
% of Volume 101 400 79 81 104 88
Denied Entry Before 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0

3: Highway 9 & Fern Street Performance by movement Entire Run

Movement EBT EBR WBL WBT NBR All
Total Delay (hr) 0.3 0.0 0.6 0.2 0.2 1.2
Delay / Veh (s) 1.4 1.0 7.1 0.9 6.0 2.5
Total Stops 0 0 180 15 107 302
Travel Dist (mi) 32.2 0.1 16.2 36.4 10.5 95.3
Travel Time (hr) 1.7 0.0 1.3 1.5 0.6 5.1
Avg Speed (mph) 19 15 12 25 17 19
Fuel Used (gal) 2.3 0.0 0.5 1.1 0.3 4.2
HC Emissions (g) 53 0 2 29 6 90
CO Emissions (g) 1504 1 74 569 140 2288
NOx Emissions (g) 176 0 10 82 16 284
Vehicles Entered 657 2 314 712 107 1792
Vehicles Exited 657 2 315 712 107 1793
Hourly Exit Rate 657 2 315 712 107 1793
Input Volume 679 1 397 900 103 2080
% of Volume 97 200 79 79 104 86
Denied Entry Before 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0
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4: Highway 9 & Encinal Street Performance by movement Interval #1 5:00

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 0.0 0.4 0.0 0.6 0.1 0.0 0.0 0.0 0.1 0.1 0.0 0.0
Delay / Veh (s) 20.7 18.1 13.1 16.8 11.7 1.5 20.7 22.2 3.5 26.5 3.0
Total Stops 1 57 11 89 23 10 1 1 35 15 0 1
Travel Dist (mi) 0.1 3.9 0.6 6.1 1.9 1.0 0.0 0.0 2.4 0.3 0.0 0.0
Travel Time (hr) 0.0 0.5 0.1 0.9 0.2 0.1 0.0 0.0 0.2 0.1 0.0 0.0
Avg Speed (mph) 6 7 8 7 9 17 5 4 13 2 1 6
Fuel Used (gal) 0.0 0.2 0.0 0.3 0.1 0.0 0.0 0.0 0.1 0.0 0.0 0.0
HC Emissions (g) 0 2 0 2 2 0 0 0 1 0 0 0
CO Emissions (g) 1 44 5 54 38 3 0 0 12 3 0 0
NOx Emissions (g) 0 5 1 6 5 0 0 0 1 0 0 0
Vehicles Entered 2 81 13 127 43 21 1 1 60 16 0 1
Vehicles Exited 2 81 13 129 43 21 1 1 60 17 0 1
Hourly Exit Rate 8 324 52 516 172 84 4 4 240 68 0 4
Input Volume 7 348 45 588 198 97 6 3 248 57 2 3
% of Volume 114 93 116 88 87 87 67 133 97 119 0 133
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 0 0 0

4: Highway 9 & Encinal Street Performance by movement Interval #1 5:00

Movement All
Total Delay (hr) 1.4
Delay / Veh (s) 13.7
Total Stops 244
Travel Dist (mi) 16.3
Travel Time (hr) 2.1
Avg Speed (mph) 8
Fuel Used (gal) 0.7
HC Emissions (g) 6
CO Emissions (g) 160
NOx Emissions (g) 18
Vehicles Entered 366
Vehicles Exited 369
Hourly Exit Rate 1476
Input Volume 1602
% of Volume 92
Denied Entry Before 0
Denied Entry After 0
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4: Highway 9 & Encinal Street Performance by movement Interval #2 5:15

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 0.0 0.5 0.0 0.6 0.1 0.0 0.0 0.0 0.1 0.1 0.0 0.0
Delay / Veh (s) 14.8 17.9 11.0 17.8 12.5 1.7 49.1 3.5 28.9 9.2
Total Stops 1 63 8 78 20 12 1 0 36 13 0 1
Travel Dist (mi) 0.1 4.4 0.6 5.4 1.8 1.0 0.1 0.0 2.8 0.2 0.0 0.0
Travel Time (hr) 0.0 0.6 0.1 0.8 0.2 0.1 0.0 0.0 0.2 0.1 0.0 0.0
Avg Speed (mph) 8 7 9 7 9 16 3 10 13 2 2 4
Fuel Used (gal) 0.0 0.2 0.0 0.3 0.1 0.0 0.0 0.0 0.1 0.0 0.0 0.0
HC Emissions (g) 0 2 0 1 2 0 0 0 0 1 0 0
CO Emissions (g) 0 49 3 49 45 4 0 0 12 10 0 0
NOx Emissions (g) 0 6 0 5 6 0 0 0 1 1 0 0
Vehicles Entered 2 93 12 116 40 21 1 0 69 14 0 1
Vehicles Exited 2 91 11 114 40 21 1 0 69 14 0 1
Hourly Exit Rate 8 364 44 456 160 84 4 0 276 56 0 4
Input Volume 8 396 52 668 223 110 7 3 281 65 2 3
% of Volume 100 92 85 68 72 76 57 0 98 86 0 133
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 0 0 0

4: Highway 9 & Encinal Street Performance by movement Interval #2 5:15

Movement All
Total Delay (hr) 1.4
Delay / Veh (s) 13.9
Total Stops 233
Travel Dist (mi) 16.3
Travel Time (hr) 2.1
Avg Speed (mph) 8
Fuel Used (gal) 0.7
HC Emissions (g) 7
CO Emissions (g) 173
NOx Emissions (g) 20
Vehicles Entered 369
Vehicles Exited 364
Hourly Exit Rate 1456
Input Volume 1818
% of Volume 80
Denied Entry Before 0
Denied Entry After 0
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4: Highway 9 & Encinal Street Performance by movement Interval #3 5:30

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 0.0 0.4 0.0 0.6 0.1 0.0 0.0 0.0 0.1 0.1 0.0 0.0
Delay / Veh (s) 8.6 16.2 10.0 16.7 11.2 1.5 43.5 25.1 3.2 25.9 9.8
Total Stops 0 59 8 84 19 11 1 1 31 11 0 0
Travel Dist (mi) 0.1 4.1 0.5 5.6 1.7 1.0 0.0 0.0 2.4 0.2 0.0 0.0
Travel Time (hr) 0.0 0.5 0.1 0.8 0.2 0.1 0.0 0.0 0.2 0.1 0.0 0.0
Avg Speed (mph) 11 8 9 7 10 17 3 3 13 2 2 3
Fuel Used (gal) 0.0 0.2 0.0 0.3 0.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0
HC Emissions (g) 0 1 0 1 2 0 0 0 0 0 0 0
CO Emissions (g) 0 34 3 44 43 2 0 0 11 3 0 0
NOx Emissions (g) 0 4 0 5 6 0 0 0 1 0 0 0
Vehicles Entered 1 85 11 119 37 21 1 1 59 13 0 1
Vehicles Exited 1 88 12 122 37 21 1 1 59 13 0 1
Hourly Exit Rate 4 352 48 488 148 84 4 4 236 52 0 4
Input Volume 7 348 45 588 198 97 6 3 248 57 2 3
% of Volume 57 101 107 83 75 87 67 133 95 91 0 133
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 0 0 0

4: Highway 9 & Encinal Street Performance by movement Interval #3 5:30

Movement All
Total Delay (hr) 1.3
Delay / Veh (s) 13.1
Total Stops 225
Travel Dist (mi) 15.6
Travel Time (hr) 2.0
Avg Speed (mph) 8
Fuel Used (gal) 0.7
HC Emissions (g) 6
CO Emissions (g) 141
NOx Emissions (g) 16
Vehicles Entered 349
Vehicles Exited 356
Hourly Exit Rate 1424
Input Volume 1602
% of Volume 89
Denied Entry Before 0
Denied Entry After 0
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4: Highway 9 & Encinal Street Performance by movement Interval #4 5:45

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 0.0 0.4 0.0 0.5 0.1 0.0 0.0 0.0 0.1 0.1 0.0 0.0
Delay / Veh (s) 25.4 16.4 11.2 16.1 10.7 1.5 31.2 3.5 27.7
Total Stops 2 56 11 80 21 12 1 0 34 14 0 0
Travel Dist (mi) 0.1 4.2 0.6 5.5 1.9 1.0 0.0 0.0 2.4 0.3 0.0 0.0
Travel Time (hr) 0.0 0.6 0.1 0.8 0.2 0.1 0.0 0.0 0.2 0.1 0.0 0.0
Avg Speed (mph) 6 8 8 7 10 17 2 7 13 2 4 11
Fuel Used (gal) 0.0 0.2 0.0 0.3 0.1 0.0 0.0 0.0 0.1 0.0 0.0 0.0
HC Emissions (g) 0 3 0 1 3 0 0 0 1 0 0 0
CO Emissions (g) 1 56 5 42 62 3 0 0 14 6 0 0
NOx Emissions (g) 0 7 0 4 8 0 0 0 1 1 0 0
Vehicles Entered 2 88 14 116 43 21 1 0 61 15 0 0
Vehicles Exited 2 88 13 116 43 21 1 0 61 15 0 0
Hourly Exit Rate 8 352 52 464 172 84 4 0 244 60 0 0
Input Volume 7 348 45 588 198 97 6 3 248 57 2 3
% of Volume 114 101 116 79 87 87 67 0 98 105 0 0
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 0 0 0

4: Highway 9 & Encinal Street Performance by movement Interval #4 5:45

Movement All
Total Delay (hr) 1.3
Delay / Veh (s) 13.0
Total Stops 231
Travel Dist (mi) 16.1
Travel Time (hr) 2.0
Avg Speed (mph) 8
Fuel Used (gal) 0.7
HC Emissions (g) 8
CO Emissions (g) 188
NOx Emissions (g) 23
Vehicles Entered 361
Vehicles Exited 360
Hourly Exit Rate 1440
Input Volume 1602
% of Volume 90
Denied Entry Before 0
Denied Entry After 0
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4: Highway 9 & Encinal Street Performance by movement Entire Run

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 0.0 1.7 0.2 2.2 0.5 0.0 0.0 0.0 0.2 0.4 0.0 0.0
Delay / Veh (s) 16.3 17.2 11.2 16.9 11.6 1.5 36.1 27.5 3.4 27.3 30.7 7.5
Total Stops 5 235 38 330 82 45 4 2 137 53 1 2
Travel Dist (mi) 0.4 16.6 2.3 22.5 7.3 4.0 0.2 0.1 9.9 1.0 0.0 0.0
Travel Time (hr) 0.1 2.2 0.3 3.2 0.8 0.2 0.0 0.0 0.8 0.5 0.0 0.0
Avg Speed (mph) 7 7 9 7 9 17 3 4 13 2 2 4
Fuel Used (gal) 0.0 0.8 0.1 1.2 0.3 0.1 0.0 0.0 0.2 0.1 0.0 0.0
HC Emissions (g) 0 9 1 5 9 0 0 0 2 1 0 0
CO Emissions (g) 2 183 15 189 188 11 1 0 50 22 0 0
NOx Emissions (g) 0 22 2 20 25 1 0 0 5 2 0 0
Vehicles Entered 8 347 50 478 162 85 4 2 249 58 1 3
Vehicles Exited 8 348 49 480 162 85 4 2 249 58 1 3
Hourly Exit Rate 8 348 49 480 162 85 4 2 249 58 1 3
Input Volume 7 360 47 608 204 100 6 3 256 59 2 3
% of Volume 110 97 105 79 79 85 64 67 97 98 50 100
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 0 0 0

4: Highway 9 & Encinal Street Performance by movement Entire Run

Movement All
Total Delay (hr) 5.4
Delay / Veh (s) 13.4
Total Stops 934
Travel Dist (mi) 64.3
Travel Time (hr) 8.2
Avg Speed (mph) 8
Fuel Used (gal) 2.8
HC Emissions (g) 28
CO Emissions (g) 661
NOx Emissions (g) 77
Vehicles Entered 1447
Vehicles Exited 1449
Hourly Exit Rate 1449
Input Volume 1656
% of Volume 88
Denied Entry Before 0
Denied Entry After 0
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Total Network Performance By Interval

Interval Start 5:00 5:15 5:30 5:45 All
Total Delay (hr) 59.8 169.9 282.6 366.2 878.6
Delay / Veh (s) 149.5 470.3 787.4 1043.9 597.1
Total Stops 3536 4659 4667 4680 17545
Travel Dist (mi) 1169.4 1056.7 1073.0 1055.0 4354.1
Travel Time (hr) 102.6 208.7 321.8 404.8 1037.8
Avg Speed (mph) 12 9 9 9 9
Fuel Used (gal) 51.6 73.9 99.4 117.6 342.5
HC Emissions (g) 905 1124 1273 1512 4814
CO Emissions (g) 17409 21188 23940 27786 90323
NOx Emissions (g) 2456 2622 2646 2896 10619
Vehicles Entered 1551 1306 1286 1264 5408
Vehicles Exited 1326 1301 1295 1263 5184
Hourly Exit Rate 5304 5204 5180 5052 5184
Input Volume 29294 33496 29294 29294 30344
% of Volume 18 16 18 17 17
Denied Entry Before 7 79 632 966 7
Denied Entry After 79 632 966 1295 1295
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Summary of All Intervals

Run Number 1 2 3 4 5 Avg
Start Time 4:57 4:57 4:57 4:57 4:57 4:57
End Time 6:00 6:00 6:00 6:00 6:00 6:00
Total Time (min) 63 63 63 63 63 63
Time Recorded (min) 60 60 60 60 60 60
# of Intervals 5 5 5 5 5 5
# of Recorded Intvls 4 4 4 4 4 4
Vehs Entered 6162 5984 6109 6191 5601 6008
Vehs Exited 5810 5590 5764 5814 5370 5669
Starting Vehs 329 299 315 318 299 310
Ending Vehs 681 693 660 695 530 651
Denied Entry Before 9 25 8 8 8 11
Denied Entry After 1939 1836 1823 1816 2326 1948
Travel Distance (mi) 4626 4488 4566 4642 4268 4518
Travel Time (hr) 1467.5 1434.9 1447.5 1329.4 1484.8 1432.8
Total Delay (hr) 1296.4 1269.2 1278.9 1157.8 1327.2 1265.9
Total Stops 21230 20867 20473 20555 17672 20158
Fuel Used (gal) 445.8 435.4 441.0 416.4 439.6 435.6

Interval #0 Information  Seeding
Start Time 4:57
End Time 5:00
Total Time (min) 3
Volumes adjusted by Growth Factors, Anti PHF.
No data recorded this interval.

Interval #1 Information  Recording
Start Time 5:00
End Time 5:15
Total Time (min) 15
Volumes adjusted by Growth Factors, Anti PHF.

Run Number 1 2 3 4 5 Avg
Vehs Entered 1756 1721 1738 1728 1743 1735
Vehs Exited 1451 1408 1412 1456 1470 1438
Starting Vehs 329 299 315 318 299 310
Ending Vehs 634 612 641 590 572 607
Denied Entry Before 9 25 8 8 8 11
Denied Entry After 202 183 233 122 174 182
Travel Distance (mi) 1218 1193 1196 1233 1255 1219
Travel Time (hr) 152.5 137.1 143.0 128.6 129.8 138.2
Total Delay (hr) 107.4 93.1 98.9 83.1 83.6 93.2
Total Stops 4582 4203 4194 4117 4077 4236
Fuel Used (gal) 64.6 60.1 61.3 58.8 59.9 60.9
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Interval #2 Information  Recording
Start Time 5:15
End Time 5:30
Total Time (min) 15
Volumes adjusted by PHF, Growth Factors.

Run Number 1 2 3 4 5 Avg
Vehs Entered 1544 1544 1525 1591 1545 1551
Vehs Exited 1473 1448 1465 1503 1416 1464
Starting Vehs 634 612 641 590 572 607
Ending Vehs 705 708 701 678 701 700
Denied Entry Before 202 183 233 122 174 182
Denied Entry After 857 766 786 672 824 781
Travel Distance (mi) 1146 1143 1138 1178 1129 1147
Travel Time (hr) 296.0 286.9 293.3 258.1 283.5 283.6
Total Delay (hr) 253.5 244.6 251.4 214.5 241.8 241.2
Total Stops 5572 5537 5175 5395 5412 5418
Fuel Used (gal) 95.2 93.1 95.0 88.3 91.9 92.7

Interval #3 Information  Recording
Start Time 5:30
End Time 5:45
Total Time (min) 15
Volumes adjusted by Growth Factors, Anti PHF.

Run Number 1 2 3 4 5 Avg
Vehs Entered 1463 1339 1445 1425 1305 1396
Vehs Exited 1479 1332 1425 1429 1363 1406
Starting Vehs 705 708 701 678 701 700
Ending Vehs 689 715 721 674 643 688
Denied Entry Before 857 766 786 672 824 781
Denied Entry After 1348 1355 1325 1194 1488 1342
Travel Distance (mi) 1153 1055 1112 1112 1031 1093
Travel Time (hr) 441.9 434.6 445.6 395.9 456.8 435.0
Total Delay (hr) 399.3 395.7 404.4 354.8 418.7 394.6
Total Stops 5571 5408 5655 5388 4714 5349
Fuel Used (gal) 128.4 124.8 129.0 117.4 128.5 125.6
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Interval #4 Information  Recording
Start Time 5:45
End Time 6:00
Total Time (min) 15
Volumes adjusted by Growth Factors, Anti PHF.

Run Number 1 2 3 4 5 Avg
Vehs Entered 1399 1380 1401 1447 1008 1326
Vehs Exited 1407 1402 1462 1426 1121 1365
Starting Vehs 689 715 721 674 643 688
Ending Vehs 681 693 660 695 530 651
Denied Entry Before 1348 1355 1325 1194 1488 1342
Denied Entry After 1939 1836 1823 1816 2326 1948
Travel Distance (mi) 1109 1096 1119 1119 852 1059
Travel Time (hr) 577.1 576.3 565.5 546.8 614.7 576.1
Total Delay (hr) 536.1 535.8 524.2 505.4 583.1 536.9
Total Stops 5505 5719 5449 5655 3469 5158
Fuel Used (gal) 157.5 157.3 155.8 151.9 159.4 156.4
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1: Highway 9 & Highway 1 Performance by movement Interval #1 5:00

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 6.1 1.5 0.5 0.5 1.7 1.2 3.2 7.7 0.7 3.9 6.5 0.4
Delay / Veh (s) 119.5 84.8 28.1 66.2 67.1 35.2 159.7 96.8 91.8 178.1 76.0 12.7
Total Stops 221 58 58 25 87 105 107 342 32 140 335 47
Travel Dist (mi) 9.9 3.3 3.1 4.2 13.4 18.5 6.6 24.8 2.3 6.3 24.8 7.5
Travel Time (hr) 6.5 1.6 0.6 0.7 2.2 2.0 3.5 8.5 0.8 4.1 7.4 0.7
Avg Speed (mph) 2 2 5 6 6 11 2 3 3 2 3 11
Fuel Used (gal) 1.7 0.5 0.2 0.2 0.8 0.8 1.0 2.6 0.2 1.1 2.4 0.3
HC Emissions (g) 22 8 4 3 10 17 8 35 3 13 38 6
CO Emissions (g) 374 147 86 64 222 330 190 633 62 240 706 134
NOx Emissions (g) 33 16 12 7 25 40 18 72 7 23 86 18
Vehicles Entered 190 63 60 29 90 123 79 289 27 83 311 104
Vehicles Exited 179 65 61 28 90 123 67 282 26 72 308 103
Hourly Exit Rate 716 260 244 112 360 492 268 1128 104 288 1232 412
Input Volume 885 303 265 113 364 524 422 1558 134 483 1836 608
% of Volume 81 86 92 99 99 94 64 72 78 60 67 68
Denied Entry Before 0 0 0 0 0 2 0 0 0 0 0 0
Denied Entry After 3 1 0 0 1 2 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Interval #1 5:00

Movement All
Total Delay (hr) 33.8
Delay / Veh (s) 85.4
Total Stops 1557
Travel Dist (mi) 124.7
Travel Time (hr) 38.7
Avg Speed (mph) 3
Fuel Used (gal) 11.9
HC Emissions (g) 167
CO Emissions (g) 3187
NOx Emissions (g) 356
Vehicles Entered 1448
Vehicles Exited 1404
Hourly Exit Rate 5616
Input Volume 7495
% of Volume 75
Denied Entry Before 2
Denied Entry After 7
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1: Highway 9 & Highway 1 Performance by movement Interval #2 5:15

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 6.7 1.8 0.4 0.7 2.2 1.7 4.8 8.2 0.8 5.6 5.9 0.3
Delay / Veh (s) 133.4 91.0 28.6 95.6 83.7 43.2 275.5 107.7 104.7 261.3 71.3 13.1
Total Stops 212 63 52 30 102 131 113 342 30 161 299 44
Travel Dist (mi) 9.9 3.4 3.0 4.0 14.3 22.0 5.6 23.7 2.2 6.2 23.8 6.6
Travel Time (hr) 7.2 1.9 0.6 0.8 2.7 2.7 5.1 9.1 0.9 5.8 6.8 0.6
Avg Speed (mph) 1 2 5 5 6 10 1 3 3 1 4 11
Fuel Used (gal) 1.8 0.6 0.2 0.3 1.0 1.0 1.3 2.7 0.2 1.5 2.3 0.3
HC Emissions (g) 32 5 3 4 12 16 13 34 2 19 36 6
CO Emissions (g) 496 123 70 81 269 327 245 622 39 325 697 129
NOx Emissions (g) 42 14 9 9 30 37 22 71 4 28 87 16
Vehicles Entered 183 72 56 28 99 146 66 274 26 79 299 92
Vehicles Exited 182 70 55 25 93 144 60 275 26 75 299 89
Hourly Exit Rate 728 280 220 100 372 576 240 1100 104 300 1196 356
Input Volume 962 426 288 122 396 569 459 1694 146 524 1996 661
% of Volume 76 66 76 82 94 101 52 65 71 57 60 54
Denied Entry Before 3 1 0 0 1 2 0 0 0 0 0 0
Denied Entry After 1 0 0 0 0 1 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Interval #2 5:15

Movement All
Total Delay (hr) 39.3
Delay / Veh (s) 100.6
Total Stops 1579
Travel Dist (mi) 124.6
Travel Time (hr) 44.2
Avg Speed (mph) 3
Fuel Used (gal) 13.1
HC Emissions (g) 182
CO Emissions (g) 3422
NOx Emissions (g) 369
Vehicles Entered 1420
Vehicles Exited 1393
Hourly Exit Rate 5572
Input Volume 8243
% of Volume 68
Denied Entry Before 7
Denied Entry After 2
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1: Highway 9 & Highway 1 Performance by movement Interval #3 5:30

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 7.4 1.7 0.6 1.3 2.8 1.7 6.5 6.8 0.7 5.3 5.3 1.4
Delay / Veh (s) 146.5 80.7 37.2 150.2 107.9 44.0 342.2 95.6 90.8 262.5 68.2 69.9
Total Stops 227 65 56 49 116 128 138 303 31 144 279 42
Travel Dist (mi) 9.8 3.7 2.9 4.6 13.8 20.2 6.0 22.1 2.3 5.6 22.2 5.2
Travel Time (hr) 7.8 1.8 0.7 1.5 3.3 2.5 6.7 7.6 0.8 5.5 6.1 1.6
Avg Speed (mph) 1 2 5 3 4 9 1 3 3 1 4 3
Fuel Used (gal) 2.0 0.6 0.2 0.4 1.1 1.0 1.7 2.3 0.2 1.4 2.1 0.5
HC Emissions (g) 33 4 6 8 18 18 20 37 3 12 26 11
CO Emissions (g) 521 101 100 143 367 362 338 675 56 227 544 196
NOx Emissions (g) 42 11 12 14 42 41 27 81 6 19 67 20
Vehicles Entered 181 75 54 31 96 134 68 254 27 71 278 71
Vehicles Exited 182 75 56 30 93 136 68 260 28 75 280 71
Hourly Exit Rate 728 300 224 120 372 544 272 1040 112 300 1120 284
Input Volume 885 303 265 113 364 524 422 1558 134 483 1836 608
% of Volume 82 99 85 106 102 104 64 67 84 62 61 47
Denied Entry Before 1 0 0 0 0 1 0 0 0 0 0 0
Denied Entry After 3 0 1 0 1 2 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Interval #3 5:30

Movement All
Total Delay (hr) 41.4
Delay / Veh (s) 110.6
Total Stops 1578
Travel Dist (mi) 118.4
Travel Time (hr) 46.1
Avg Speed (mph) 3
Fuel Used (gal) 13.5
HC Emissions (g) 196
CO Emissions (g) 3630
NOx Emissions (g) 382
Vehicles Entered 1340
Vehicles Exited 1354
Hourly Exit Rate 5416
Input Volume 7495
% of Volume 72
Denied Entry Before 2
Denied Entry After 7
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1: Highway 9 & Highway 1 Performance by movement Interval #4 5:45

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 7.8 1.8 0.7 0.9 2.3 1.5 6.1 6.8 0.6 4.9 3.9 1.0
Delay / Veh (s) 150.9 100.8 45.7 130.9 96.6 43.8 306.8 83.7 81.6 293.4 60.2 50.2
Total Stops 222 58 53 35 93 113 147 345 30 129 226 28
Travel Dist (mi) 10.2 3.4 2.7 3.7 12.3 18.9 6.3 25.4 2.2 4.8 18.8 5.2
Travel Time (hr) 8.3 1.9 0.8 1.1 2.7 2.4 6.3 7.7 0.7 5.1 4.6 1.2
Avg Speed (mph) 1 2 5 4 5 9 1 3 3 1 4 4
Fuel Used (gal) 2.1 0.6 0.3 0.3 0.9 0.9 1.6 2.4 0.2 1.3 1.6 0.4
HC Emissions (g) 33 8 6 5 10 16 14 33 2 17 21 7
CO Emissions (g) 520 160 98 94 239 322 265 624 43 287 450 134
NOx Emissions (g) 41 17 11 10 26 37 22 76 5 24 54 13
Vehicles Entered 189 62 52 24 80 125 71 294 26 60 235 72
Vehicles Exited 186 64 51 26 88 125 71 292 25 60 238 73
Hourly Exit Rate 744 256 204 104 352 500 284 1168 100 240 952 292
Input Volume 885 303 265 113 364 524 422 1558 134 483 1836 608
% of Volume 84 84 77 92 97 95 67 75 75 50 52 48
Denied Entry Before 3 0 1 0 1 2 0 0 0 0 0 0
Denied Entry After 6 1 1 0 1 1 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Interval #4 5:45

Movement All
Total Delay (hr) 38.2
Delay / Veh (s) 106.1
Total Stops 1479
Travel Dist (mi) 113.8
Travel Time (hr) 42.7
Avg Speed (mph) 3
Fuel Used (gal) 12.6
HC Emissions (g) 172
CO Emissions (g) 3237
NOx Emissions (g) 336
Vehicles Entered 1290
Vehicles Exited 1299
Hourly Exit Rate 5196
Input Volume 7495
% of Volume 69
Denied Entry Before 7
Denied Entry After 10
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1: Highway 9 & Highway 1 Performance by movement Entire Run

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 28.1 6.7 2.1 3.4 9.0 6.1 20.6 29.5 2.7 19.7 21.7 3.1
Delay / Veh (s) 137.4 89.0 34.6 110.5 88.8 41.7 269.3 95.8 92.3 245.8 69.5 32.8
Total Stops 882 245 218 139 398 477 505 1332 122 574 1140 160
Travel Dist (mi) 39.8 13.8 11.6 16.4 53.8 79.5 24.5 96.0 9.0 22.8 89.7 24.5
Travel Time (hr) 29.8 7.3 2.8 4.1 10.9 9.6 21.6 32.9 3.1 20.6 24.8 4.1
Avg Speed (mph) 1 2 5 4 5 10 1 3 3 1 4 6
Fuel Used (gal) 7.6 2.2 1.0 1.3 3.8 3.6 5.6 10.0 0.9 5.3 8.3 1.5
HC Emissions (g) 120 25 19 19 49 68 54 139 10 61 121 30
CO Emissions (g) 1909 531 355 382 1097 1341 1039 2553 200 1079 2396 593
NOx Emissions (g) 158 58 44 41 122 155 88 300 22 94 294 67
Vehicles Entered 742 273 222 112 364 528 285 1111 107 295 1123 339
Vehicles Exited 729 273 223 110 363 528 266 1109 105 282 1124 336
Hourly Exit Rate 729 273 223 110 363 528 266 1109 105 282 1124 336
Input Volume 904 334 271 115 372 535 431 1592 137 493 1876 621
% of Volume 81 82 82 95 98 99 62 70 77 57 60 54
Denied Entry Before 0 0 0 0 0 2 0 0 0 0 0 0
Denied Entry After 6 1 1 0 1 1 0 0 0 0 0 0

1: Highway 9 & Highway 1 Performance by movement Entire Run

Movement All
Total Delay (hr) 152.7
Delay / Veh (s) 100.4
Total Stops 6192
Travel Dist (mi) 481.5
Travel Time (hr) 171.6
Avg Speed (mph) 3
Fuel Used (gal) 51.1
HC Emissions (g) 718
CO Emissions (g) 13475
NOx Emissions (g) 1444
Vehicles Entered 5501
Vehicles Exited 5448
Hourly Exit Rate 5448
Input Volume 7682
% of Volume 71
Denied Entry Before 2
Denied Entry After 10
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2: Highway 9 & Coral Street Performance by movement Interval #1 5:00

Movement EBT EBR WBT NBR All
Total Delay (hr) 1.9 0.0 0.7 1.2 3.8
Delay / Veh (s) 26.2 14.7 9.5 75.9 23.6
Total Stops 121 2 58 61 242
Travel Dist (mi) 13.5 0.3 16.3 5.0 35.1
Travel Time (hr) 2.4 0.0 1.4 1.5 5.3
Avg Speed (mph) 6 8 11 4 7
Fuel Used (gal) 0.9 0.0 1.0 0.4 2.4
HC Emissions (g) 16 0 21 8 45
CO Emissions (g) 346 2 515 167 1031
NOx Emissions (g) 43 0 67 16 127
Vehicles Entered 271 6 260 62 599
Vehicles Exited 254 5 258 54 571
Hourly Exit Rate 1016 20 1032 216 2284
Input Volume 1177 24 1394 246 2841
% of Volume 86 83 74 88 80
Denied Entry Before 0 0 0 0 0
Denied Entry After 0 0 0 1 1

2: Highway 9 & Coral Street Performance by movement Interval #2 5:15

Movement EBT EBR WBT NBR All
Total Delay (hr) 3.5 0.1 1.3 6.8 11.6
Delay / Veh (s) 48.0 43.1 17.6 499.1 72.3
Total Stops 147 3 94 53 297
Travel Dist (mi) 13.2 0.3 15.9 4.1 33.4
Travel Time (hr) 4.0 0.1 2.0 7.0 13.0
Avg Speed (mph) 3 3 8 1 3
Fuel Used (gal) 1.2 0.0 1.1 1.6 4.0
HC Emissions (g) 14 0 19 12 45
CO Emissions (g) 279 3 444 241 968
NOx Emissions (g) 34 0 61 15 110
Vehicles Entered 265 5 263 54 587
Vehicles Exited 262 6 259 45 572
Hourly Exit Rate 1048 24 1036 180 2288
Input Volume 1380 28 1600 289 3297
% of Volume 76 86 65 62 69
Denied Entry Before 0 0 0 1 1
Denied Entry After 0 0 1 24 25
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2: Highway 9 & Coral Street Performance by movement Interval #3 5:30

Movement EBT EBR WBT NBR All
Total Delay (hr) 3.5 0.1 1.2 10.3 15.1
Delay / Veh (s) 50.7 36.2 17.9 688.5 99.9
Total Stops 148 3 55 55 261
Travel Dist (mi) 12.8 0.2 15.1 4.6 32.7
Travel Time (hr) 4.0 0.1 1.8 10.5 16.4
Avg Speed (mph) 3 4 8 1 3
Fuel Used (gal) 1.2 0.0 1.1 2.5 4.8
HC Emissions (g) 16 0 26 28 69
CO Emissions (g) 305 1 578 455 1339
NOx Emissions (g) 36 0 80 25 141
Vehicles Entered 250 5 232 54 541
Vehicles Exited 250 5 234 55 544
Hourly Exit Rate 1000 20 936 220 2176
Input Volume 1177 24 1394 246 2841
% of Volume 85 83 67 89 77
Denied Entry Before 0 0 1 24 25
Denied Entry After 0 0 0 28 28

2: Highway 9 & Coral Street Performance by movement Interval #4 5:45

Movement EBT EBR WBT NBR All
Total Delay (hr) 3.6 0.1 0.7 13.8 18.2
Delay / Veh (s) 51.8 43.2 11.4 1016.6 122.4
Total Stops 146 3 47 49 245
Travel Dist (mi) 12.7 0.3 15.1 4.1 32.1
Travel Time (hr) 4.0 0.1 1.4 14.0 19.5
Avg Speed (mph) 3 4 11 1 3
Fuel Used (gal) 1.2 0.0 1.0 3.2 5.5
HC Emissions (g) 13 0 18 27 59
CO Emissions (g) 264 2 451 485 1202
NOx Emissions (g) 32 0 60 24 116
Vehicles Entered 248 5 232 49 534
Vehicles Exited 250 5 233 49 537
Hourly Exit Rate 1000 20 932 196 2148
Input Volume 1177 24 1394 246 2841
% of Volume 85 83 67 80 76
Denied Entry Before 0 0 0 28 28
Denied Entry After 0 0 0 43 43
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2: Highway 9 & Coral Street Performance by movement Entire Run

Movement EBT EBR WBT NBR All
Total Delay (hr) 12.5 0.2 3.9 32.2 48.8
Delay / Veh (s) 44.0 34.7 14.1 551.7 78.4
Total Stops 562 11 254 219 1046
Travel Dist (mi) 52.2 1.0 62.4 17.6 133.3
Travel Time (hr) 14.4 0.3 6.7 33.0 54.3
Avg Speed (mph) 4 4 9 1 4
Fuel Used (gal) 4.6 0.1 4.1 7.8 16.6
HC Emissions (g) 59 0 84 75 219
CO Emissions (g) 1194 9 1988 1349 4539
NOx Emissions (g) 145 1 268 80 494
Vehicles Entered 1034 21 986 219 2260
Vehicles Exited 1015 20 984 202 2221
Hourly Exit Rate 1015 20 984 202 2221
Input Volume 1228 25 1446 257 2955
% of Volume 83 80 68 79 75
Denied Entry Before 0 0 0 0 0
Denied Entry After 0 0 0 43 43

3: Highway 9 & Fern Street Performance by movement Interval #1 5:00

Movement EBT EBR WBL WBT NBR All
Total Delay (hr) 0.5 0.0 1.8 0.1 1.0 3.4
Delay / Veh (s) 7.2 56.8 3.6 82.8 22.7
Total Stops 47 0 97 7 49 200
Travel Dist (mi) 11.1 0.0 5.7 7.1 4.4 28.3
Travel Time (hr) 1.1 0.0 2.0 0.4 1.2 4.6
Avg Speed (mph) 10 5 3 23 4 6
Fuel Used (gal) 0.8 0.0 0.6 0.2 0.4 2.0
HC Emissions (g) 20 0 2 7 6 34
CO Emissions (g) 502 0 57 128 122 808
NOx Emissions (g) 63 0 5 18 10 97
Vehicles Entered 241 0 114 140 48 543
Vehicles Exited 234 0 109 139 39 521
Hourly Exit Rate 936 0 436 556 156 2084
Input Volume 995 1 642 753 189 2580
% of Volume 94 0 68 74 83 81
Denied Entry Before 0 0 0 0 0 0
Denied Entry After 0 0 2 2 0 4



Hwy 1/Hwy 9
2030 Project 2/2/2011

PM Peak Hour SimTraffic Report
Page 12

3: Highway 9 & Fern Street Performance by movement Interval #2 5:15

Movement EBT EBR WBL WBT NBR All
Total Delay (hr) 1.7 0.0 2.2 0.3 8.8 13.0
Delay / Veh (s) 23.8 69.2 7.5 2120.8 89.2
Total Stops 93 0 89 9 20 211
Travel Dist (mi) 11.6 0.0 5.9 7.3 1.4 26.2
Travel Time (hr) 2.3 0.0 2.5 0.6 8.9 14.2
Avg Speed (mph) 5 2 3 20 0 3
Fuel Used (gal) 1.0 0.0 0.7 0.3 2.0 4.0
HC Emissions (g) 16 0 2 7 16 41
CO Emissions (g) 371 0 62 147 300 880
NOx Emissions (g) 49 0 4 21 14 88
Vehicles Entered 251 0 116 144 21 532
Vehicles Exited 250 0 116 144 9 519
Hourly Exit Rate 1000 0 464 576 36 2076
Input Volume 1159 1 741 871 218 2990
% of Volume 86 0 63 66 17 69
Denied Entry Before 0 0 2 2 0 4
Denied Entry After 0 0 1 1 38 40

3: Highway 9 & Fern Street Performance by movement Interval #3 5:30

Movement EBT EBR WBL WBT NBR All
Total Delay (hr) 1.8 0.0 2.0 0.3 20.1 24.2
Delay / Veh (s) 25.9 64.7 8.610349.7 176.6
Total Stops 94 0 72 7 7 180
Travel Dist (mi) 11.5 0.0 5.5 6.6 0.6 24.3
Travel Time (hr) 2.4 0.0 2.2 0.5 20.2 25.3
Avg Speed (mph) 5 13 3 22 0 2
Fuel Used (gal) 1.0 0.0 0.6 0.3 4.5 6.4
HC Emissions (g) 18 0 3 8 33 62
CO Emissions (g) 392 0 74 149 609 1225
NOx Emissions (g) 52 0 6 21 24 103
Vehicles Entered 249 0 108 131 7 495
Vehicles Exited 246 0 110 131 6 493
Hourly Exit Rate 984 0 440 524 24 1972
Input Volume 995 1 642 753 189 2580
% of Volume 99 0 69 70 13 76
Denied Entry Before 0 0 1 1 38 40
Denied Entry After 0 0 1 2 79 82
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3: Highway 9 & Fern Street Performance by movement Interval #4 5:45

Movement EBT WBL WBT NBR All
Total Delay (hr) 1.9 1.6 0.2 31.0 34.7
Delay / Veh (s) 27.8 50.5 7.015952.7 256.5
Total Stops 92 87 8 7 194
Travel Dist (mi) 11.3 5.6 6.3 0.7 23.9
Travel Time (hr) 2.5 1.8 0.5 31.0 35.8
Avg Speed (mph) 5 4 21 0 2
Fuel Used (gal) 1.0 0.5 0.2 7.0 8.8
HC Emissions (g) 16 1 5 51 73
CO Emissions (g) 357 39 98 934 1429
NOx Emissions (g) 47 3 14 37 101
Vehicles Entered 243 111 127 7 488
Vehicles Exited 243 110 126 7 486
Hourly Exit Rate 972 440 504 28 1944
Input Volume 995 642 753 189 2580
% of Volume 98 69 67 15 75
Denied Entry Before 0 1 2 79 82
Denied Entry After 0 1 0 127 128

3: Highway 9 & Fern Street Performance by movement Entire Run

Movement EBT EBR WBL WBT NBR All
Total Delay (hr) 5.8 0.0 7.5 1.0 61.0 75.3
Delay / Veh (s) 21.3 17.1 60.4 6.6 3048.4 132.7
Total Stops 326 0 346 31 83 786
Travel Dist (mi) 45.5 0.0 22.8 27.2 7.1 102.6
Travel Time (hr) 8.2 0.0 8.5 2.0 61.3 79.9
Avg Speed (mph) 6 4 3 22 0 3
Fuel Used (gal) 4.0 0.0 2.3 1.0 13.9 21.2
HC Emissions (g) 70 0 7 27 107 210
CO Emissions (g) 1622 0 231 523 1965 4341
NOx Emissions (g) 211 0 18 74 86 389
Vehicles Entered 985 1 449 541 83 2059
Vehicles Exited 973 1 446 540 62 2022
Hourly Exit Rate 973 1 446 540 62 2022
Input Volume 1036 1 667 782 196 2682
% of Volume 94 100 67 69 32 75
Denied Entry Before 0 0 0 0 0 0
Denied Entry After 0 0 1 0 127 128
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4: Highway 9 & Encinal Street Performance by movement Interval #1 5:00

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 0.0 0.3 0.0 0.4 0.3 0.0 0.2 0.0 0.5 0.3 0.0 0.0
Delay / Veh (s) 22.8 27.4 10.8 22.8 20.3 1.7 35.9 20.0 9.3 49.9 110.3 53.9
Total Stops 1 30 8 46 35 13 19 0 127 20 1 1
Travel Dist (mi) 0.0 1.9 0.4 3.0 2.7 0.9 0.8 0.0 7.2 0.4 0.0 0.0
Travel Time (hr) 0.0 0.4 0.0 0.5 0.4 0.1 0.2 0.0 0.8 0.3 0.0 0.0
Avg Speed (mph) 5 5 9 6 6 16 4 3 8 1 1 3
Fuel Used (gal) 0.0 0.1 0.0 0.2 0.2 0.0 0.1 0.0 0.3 0.1 0.0 0.0
HC Emissions (g) 0 1 0 1 2 0 1 0 4 1 0 0
CO Emissions (g) 0 22 2 35 41 3 12 0 74 19 0 0
NOx Emissions (g) 0 2 0 4 5 0 1 0 8 2 0 0
Vehicles Entered 1 40 9 62 57 19 20 0 181 24 1 1
Vehicles Exited 1 40 9 63 57 19 19 1 178 22 1 1
Hourly Exit Rate 4 160 36 252 228 76 76 4 712 88 4 4
Input Volume 6 149 32 342 313 87 88 3 739 103 3 7
% of Volume 67 107 112 74 73 87 86 133 96 85 133 57
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 1 0 0

4: Highway 9 & Encinal Street Performance by movement Interval #1 5:00

Movement All
Total Delay (hr) 2.1
Delay / Veh (s) 18.2
Total Stops 301
Travel Dist (mi) 17.3
Travel Time (hr) 2.9
Avg Speed (mph) 6
Fuel Used (gal) 0.9
HC Emissions (g) 10
CO Emissions (g) 208
NOx Emissions (g) 23
Vehicles Entered 415
Vehicles Exited 411
Hourly Exit Rate 1644
Input Volume 1872
% of Volume 88
Denied Entry Before 0
Denied Entry After 1
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4: Highway 9 & Encinal Street Performance by movement Interval #2 5:15

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 0.0 0.6 0.1 0.6 0.5 0.0 0.4 0.0 1.8 1.6 0.1 0.2
Delay / Veh (s) 27.5 54.0 48.0 29.3 29.0 3.6 58.2 34.5 230.3 232.5 211.4
Total Stops 1 36 9 57 43 11 21 0 151 25 1 4
Travel Dist (mi) 0.0 1.9 0.4 3.3 2.8 0.7 0.9 0.0 7.6 0.4 0.0 0.0
Travel Time (hr) 0.0 0.7 0.1 0.7 0.6 0.1 0.4 0.0 2.2 1.6 0.1 0.2
Avg Speed (mph) 4 3 3 5 5 16 2 12 3 1 1 1
Fuel Used (gal) 0.0 0.2 0.0 0.2 0.2 0.0 0.1 0.0 0.6 0.4 0.0 0.0
HC Emissions (g) 0 1 0 1 2 0 2 0 7 3 0 0
CO Emissions (g) 0 27 4 32 47 2 28 0 136 55 1 2
NOx Emissions (g) 0 2 0 3 6 0 3 0 14 3 0 0
Vehicles Entered 1 40 9 72 61 15 23 0 191 25 1 3
Vehicles Exited 1 40 9 70 61 15 24 0 187 25 1 3
Hourly Exit Rate 4 160 36 280 244 60 96 0 748 100 4 12
Input Volume 7 174 37 401 366 102 103 3 866 120 3 8
% of Volume 57 92 97 70 67 59 93 0 86 83 133 150
Denied Entry Before 0 0 0 0 0 0 0 0 0 1 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 8 0 0

4: Highway 9 & Encinal Street Performance by movement Interval #2 5:15

Movement All
Total Delay (hr) 5.8
Delay / Veh (s) 47.8
Total Stops 359
Travel Dist (mi) 18.2
Travel Time (hr) 6.7
Avg Speed (mph) 3
Fuel Used (gal) 1.9
HC Emissions (g) 16
CO Emissions (g) 333
NOx Emissions (g) 32
Vehicles Entered 441
Vehicles Exited 436
Hourly Exit Rate 1744
Input Volume 2190
% of Volume 80
Denied Entry Before 1
Denied Entry After 8



Hwy 1/Hwy 9
2030 Project 2/2/2011

PM Peak Hour SimTraffic Report
Page 16

4: Highway 9 & Encinal Street Performance by movement Interval #3 5:30

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 0.0 0.6 0.1 0.5 0.4 0.0 0.4 0.0 2.2 2.9 0.1 0.1
Delay / Veh (s) 29.4 54.1 44.0 29.0 28.8 1.6 64.7 42.6 437.0 269.1 353.2
Total Stops 1 37 6 46 39 9 21 0 142 28 1 1
Travel Dist (mi) 0.1 2.0 0.3 2.8 2.6 0.7 0.9 0.0 7.3 0.4 0.0 0.0
Travel Time (hr) 0.0 0.7 0.1 0.6 0.5 0.0 0.4 0.0 2.6 2.9 0.1 0.1
Avg Speed (mph) 6 3 3 5 5 17 2 2 3 0 0 1
Fuel Used (gal) 0.0 0.2 0.0 0.2 0.2 0.0 0.1 0.0 0.7 0.7 0.0 0.0
HC Emissions (g) 0 2 0 1 3 0 1 0 7 5 0 0
CO Emissions (g) 0 34 2 31 62 1 17 0 140 96 1 1
NOx Emissions (g) 0 3 0 3 8 0 2 0 14 5 0 0
Vehicles Entered 1 43 7 59 55 14 22 0 183 25 0 1
Vehicles Exited 1 42 6 59 54 14 21 0 182 23 1 1
Hourly Exit Rate 4 168 24 236 216 56 84 0 728 92 4 4
Input Volume 6 149 32 342 313 87 88 3 739 103 3 7
% of Volume 67 113 75 69 69 64 95 0 99 89 133 57
Denied Entry Before 0 0 0 0 0 0 0 0 0 8 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 8 0 1

4: Highway 9 & Encinal Street Performance by movement Interval #3 5:30

Movement All
Total Delay (hr) 7.3
Delay / Veh (s) 64.6
Total Stops 331
Travel Dist (mi) 17.1
Travel Time (hr) 8.1
Avg Speed (mph) 3
Fuel Used (gal) 2.2
HC Emissions (g) 19
CO Emissions (g) 385
NOx Emissions (g) 36
Vehicles Entered 410
Vehicles Exited 404
Hourly Exit Rate 1616
Input Volume 1872
% of Volume 86
Denied Entry Before 8
Denied Entry After 9
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4: Highway 9 & Encinal Street Performance by movement Interval #4 5:45

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 0.0 0.6 0.1 0.5 0.5 0.0 0.4 0.0 1.9 3.1 0.0 0.3
Delay / Veh (s) 50.4 50.4 42.8 31.4 29.8 1.8 57.6 39.1 487.5 490.2
Total Stops 1 33 8 44 39 11 21 0 135 26 1 2
Travel Dist (mi) 0.1 1.9 0.4 2.6 2.6 0.8 0.9 0.0 7.2 0.4 0.0 0.0
Travel Time (hr) 0.0 0.6 0.1 0.6 0.6 0.0 0.4 0.0 2.3 3.1 0.0 0.3
Avg Speed (mph) 3 3 3 4 5 16 2 1 3 0 1 1
Fuel Used (gal) 0.0 0.2 0.0 0.2 0.2 0.0 0.1 0.0 0.7 0.7 0.0 0.1
HC Emissions (g) 0 1 1 1 3 0 2 0 8 6 0 0
CO Emissions (g) 0 24 13 26 54 3 27 0 153 106 0 3
NOx Emissions (g) 0 2 1 3 7 0 3 0 16 5 0 0
Vehicles Entered 1 40 9 55 55 16 22 0 179 22 1 2
Vehicles Exited 1 40 9 56 56 16 24 0 178 23 0 2
Hourly Exit Rate 4 160 36 224 224 64 96 0 712 92 0 8
Input Volume 6 149 32 342 313 87 88 3 739 103 3 7
% of Volume 67 107 112 65 72 74 109 0 96 89 0 114
Denied Entry Before 0 0 0 0 0 0 0 0 0 8 0 1
Denied Entry After 0 0 0 0 0 0 0 0 0 10 0 1

4: Highway 9 & Encinal Street Performance by movement Interval #4 5:45

Movement All
Total Delay (hr) 7.4
Delay / Veh (s) 66.0
Total Stops 321
Travel Dist (mi) 16.9
Travel Time (hr) 8.2
Avg Speed (mph) 3
Fuel Used (gal) 2.2
HC Emissions (g) 21
CO Emissions (g) 410
NOx Emissions (g) 37
Vehicles Entered 402
Vehicles Exited 405
Hourly Exit Rate 1620
Input Volume 1872
% of Volume 87
Denied Entry Before 9
Denied Entry After 11
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4: Highway 9 & Encinal Street Performance by movement Entire Run

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Total Delay (hr) 0.0 2.1 0.3 1.9 1.7 0.0 1.3 0.0 6.4 7.9 0.2 0.6
Delay / Veh (s) 32.5 46.5 34.7 28.2 27.1 2.1 53.5 76.3 31.5 304.3 251.7 288.8
Total Stops 3 136 30 193 156 44 81 1 556 99 3 8
Travel Dist (mi) 0.2 7.7 1.6 11.7 10.6 3.1 3.5 0.0 29.3 1.6 0.1 0.1
Travel Time (hr) 0.0 2.4 0.4 2.4 2.1 0.2 1.5 0.0 7.9 8.0 0.2 0.6
Avg Speed (mph) 4 3 4 5 5 16 2 2 4 1 1 1
Fuel Used (gal) 0.0 0.6 0.1 0.8 0.7 0.1 0.4 0.0 2.3 1.9 0.1 0.1
HC Emissions (g) 0 5 1 4 10 0 4 0 26 15 0 0
CO Emissions (g) 1 107 20 124 203 9 84 0 502 277 3 7
NOx Emissions (g) 0 10 2 14 27 1 9 0 51 14 0 0
Vehicles Entered 4 162 34 248 229 65 87 1 734 95 3 7
Vehicles Exited 4 161 34 248 229 65 88 1 725 94 3 7
Hourly Exit Rate 4 161 34 248 229 65 88 1 725 94 3 7
Input Volume 6 155 33 357 326 91 92 3 771 107 3 7
% of Volume 64 104 102 70 70 72 96 33 94 88 100 97
Denied Entry Before 0 0 0 0 0 0 0 0 0 0 0 0
Denied Entry After 0 0 0 0 0 0 0 0 0 10 0 1

4: Highway 9 & Encinal Street Performance by movement Entire Run

Movement All
Total Delay (hr) 22.6
Delay / Veh (s) 48.8
Total Stops 1310
Travel Dist (mi) 69.4
Travel Time (hr) 25.8
Avg Speed (mph) 3
Fuel Used (gal) 7.1
HC Emissions (g) 67
CO Emissions (g) 1336
NOx Emissions (g) 127
Vehicles Entered 1669
Vehicles Exited 1659
Hourly Exit Rate 1659
Input Volume 1952
% of Volume 85
Denied Entry Before 0
Denied Entry After 11
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Total Network Performance By Interval

Interval Start 5:00 5:15 5:30 5:45 All
Total Delay (hr) 93.2 241.2 394.6 536.9 1265.9
Delay / Veh (s) 211.6 575.0 1014.6 1435.0 780.5
Total Stops 4236 5418 5349 5158 20158
Travel Dist (mi) 1219.0 1147.1 1092.6 1059.1 4517.8
Travel Time (hr) 138.2 283.6 435.0 576.1 1432.8
Avg Speed (mph) 10 7 6 7 7
Fuel Used (gal) 60.9 92.7 125.6 156.4 435.6
HC Emissions (g) 1088 1310 1604 1717 5719
CO Emissions (g) 20300 24282 29264 31671 105517
NOx Emissions (g) 2773 2886 3077 2985 11722
Vehicles Entered 1735 1551 1396 1326 6008
Vehicles Exited 1438 1464 1406 1365 5669
Hourly Exit Rate 5752 5856 5624 5460 5669
Input Volume 34427 38332 34427 34427 35403
% of Volume 17 15 16 16 16
Denied Entry Before 11 182 781 1342 11
Denied Entry After 182 781 1342 1948 1948



   

 

Appendix B 
Accident Data 

 
 

 

 






























































































































